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ABSTRACT

Fluids (RO = CQ) that flow through the earth's crust are major transporters of dissolved
elements, such as Mg, Na, Ca, Fe, Ba, as well as more preciousts|esueh as Pb, Zn, Cu,

Co, Ag and Au. Fluids in the crust can also carry significant amounts of heat. Hydrothermal
fluids are, by definition, fluids that are hotter than the surrounding rocks and are associated with
many ore deposits, for example the hu@ympic Dam Ubearing iron oxideoppergold

(IOCG) deposit in South Australia and the abundant small deposits in the German
SchwarzwaldWhen such fluids are associated with the formation of breccias, they are referred
to as hydrothermal brecciddydrothermal fluids are often involved in the process of
dolomitization.When crustal fluids (hydrothermal) cause fractures, thay cause significant

dilation to create breccia.

Breccias can form in various ways, such as through sedimentation, igneous, anttggrite
impact, tectonic diminution, collapse, or fluid. These can be grouped into three broad
categories(i) igneous, (ii) sedimentary, (iii) tectonic. To classify them prefixes are commonly
used, such as volcanic, igneous, hydrothermal, chert, fiatact and seismic breccias.
Hydrothermal breccias may thus share similarities with tectonic, dissolution, as well as collapse
breccias. A distinguishing feature of a hydrothermal breccia is that the fracturing processes is
dominated by a high fluid presre and not primarily by elevated differential stresses as is the

case for fault and impact breccias.

Apart from their significance for fundamental research, breccias are very important host rocks
for ore deposits, and can also be zones of high perntgatill thus serve as potential aquifers
and reservoirs. One major setback on their study, thedula s s e s , is that itodo
determine based solely on their origin, especially in terms of the genetic and/or textural
classification under a maj type. Improved definition of the diagnostic signature of the
individual breccia types requires improved knowledge on their brecciation mechanisms, as well
as their genetic associations and geological setting. This has resuttgttathermal breccia

receiving a considerable attention in structural geology.

This research discusses the flow regime, fracture initiation and growth in rocks and place
emphasis on fluidssisted fracturing which extensively result in total disintegration
(brecciation) of rockand potential fluid mixing and suggest ways in estimating the amount of
fluid (pressure/energy) needed to cause or initiate a hydrofracture anddtisted fracture

dynamics and estimas®urces of fluid (hydrothermal) that is released at depth bgxmple



dehydration reactions, exhumation or changes in the tectonic stressTheldstudy also
analysed the clast size distribution sime hydrothermal breccias samples and discuss the
conversion between different expressions of the size distribulibesaew classize analyses
of hydrothermal breccias from Pozolagua in NW Spain and theG8Wkhan Black Forest is
then present. Finally, this research presents model to explain why thelpame&xponent is

smaller in hydrothermal, fluippressure inducedbreccias.

Method used is a numerical modelling of fluid flow in a rigid matrix to simulate hydrothermal
fluid transport and fracture growth and dynamics, which constrains the minimum amount of
pressure/energy the ascending fluids must provide. For ¢oeiarclasts, a statistical analysis

of various breccia samples to gauge size distribution using the clast-@gdi(@ension.

Fractures begin to form (rock failure) at some stage when there is continued increasing fluid
overpressureUnstable states thaould lead to brecciation at much shallower levels are only
reached at high fluid escape through large hydrofractirastures and fluid (hydrothermal)
transport dynamics may explain the abundance of deep sourced fluid inclusions and
hydrofractures ifmuch shallow levels in the subsurface. results further show that fracture
growth varies significantly with proportionately constant fluid overpressure and that deep
sourced fluid mixing is possible with walbnnected fractures. Finally, as the formatién o
hydrofractures can dictate local effective permeability, intensive fracturing can lead to
brecciation and mineral precipitation at much shallower levels as hydrofractures aid in
upwelling deep sourced fluid to the near surfdtappears thatlast size in all cases tend to
follow a powerlaw (meann-value of ~1.68) distribution, but powtaw exponents can vary
significantly, even within a single settingike the clast size distribution, fractures from the
simulation also follows a power law, excepbse large ones that reached the surtaappears

that a rapidly ascending hydrofractures will tap fluids from all levels of the infiltrated rock

column, and as well mix these fluids during ascent.



Zusammenfassung

Fluide (O + CQ), die durch did€rdkruste flie3en, sind wichtige Transporteure von geldsten
Elementen wie Mg, Na, Ca, Fe, Ba sowie von wertvolleren Elementen wie Pb, Zn, Cu, Co, Ag
und Au. Die Fluide in der Kruste kdénnen auch erhebliche Warmemengen transportieren.
Hydrothermale Fluide sd per Definition Fluide, die heil3er sind als das umgebende Gestein
und mit vielen Erzlagerstatten in Verbindung gebracht werden, z. B. mit der rieslugtigeén
EisenoxidKupfer-Gold-Lagerstatte Olympic Dam in Siddaustralien und den zahlreichen
kleinen lagerstatten im deutschen Schwarzwald. Wenn solche Fluide mit der Bildung von
Brekzien verbunden sind, werden sie als hydrothermale Brekzien bezeichnet. Hydrothermale
Fluide sind héaufig am Prozess der Dolomitisierung beteiligt. Wenn Krustenfliissigkeiten
(hydrothermale Flussigkeiten) Briche verursachen, kdnnen sie zu einer erheblichen Dilatation

fuhren und Brekzien entstehen lassen.

Brekzien konnen auf verschiedene Weise entstehen, z. B. durch Sedimentation, Eruption,
Meteoriteneinschlag, tektonische AbtraguKollaps oder Flussigkeit. Sie konnen in drei grof3e
Kategorien eingeteilt werden: (i) magmatisch, (i) sedimentar, (iii) tektonisch. Zur
Klassifizierung werden haufig Préfixe verwendet, wie z. B. vulkanische, magmatische,
hydrothermale, HornsteinBrud-, Impakt und seismische Brekzien. Hydrothermale Brekzien
konnen daher Ahnlichkeiten mit tektonischen, Auflésungsd Einsturzbrekzien aufweisen.
Hydrothermale Brekzien zeichnen sich dadurch aus, dass die Bruchvorgénge durch einen hohen
Flussigkeitsdruc dominiert werden und nicht in erster Linie durch erhdhte

Differenzspannungen, wie dies bei Bruaind Impaktbrekzien der Fall ist.

Abgesehen von ihrer Bedeutung fur die Grundlagenforschung sind Brekzien sehr wichtige
Wirtsgesteine fir Erzlagerstatten ukihnen auch Zonen mit hoher Durchlassigkeit sein und
somit als potenzielle Grundwasserleiter und Reservoirs dienen. Ein grof3er Nachteil bei der
Erforschung der Unterklassen ist, dass es oft schwierig ist, sie allein aufgrund ihrer Herkunft
zu bestimmen,nsbesondere was die genetische und/oder texturelle Zuordnung zu einem
Haupttyp betrifft. Eine bessere Definition der diagnostischen Signatur der einzelnen
Brekzientypen erfordert bessere Kenntnisse uber ihre Brekziationsmechanismen sowie Uber
ihre genetisken Zusammenhénge und geologischen Gegebenheiten. Dies hat dazu gefihrt,
dass hydrothermalen Brekzien in der Strukturgeologie grof3e Aufmerksamkeit zuteil wird.

In dieser Studie werden das Fliel3regime, die Entstehung und das Wachstum von Briichen in

Gesteirn erortert, wobei der Schwerpunkt auf der fluidunterstiitzten Bruchbildung liegt, die



weitgehend zu einer vollstandigen Auflosung (Brekziation) des Gesteins und einer potenziellen
Fluidvermischung fihrt, und es werden Mdoglichkeiten zur Abschéatzung detnfdope
(Druck/Energie) vorgeschlagen, die erforderlich ist, um einen Hydrobruch und die
fluidunterstitzte Bruchdynamik zu verursachen oder zu initiieren, sowie zur Abschatzung der
Fluidquellen (hydrothermal), die in der Tiefe beispielsweise durch Dehtidretgeaktionen,
Exhumierung oder Veranderungen im tektonischen Spannungsfeld freigesetzt werden. Im
Rahmen der Studie wurde auch die Klastengro3enverteilung einiger hydrothermaler
Brekzienproben analysiert und die Umrechnung zwischen verschiedenen Aumggagler
GroRRenverteilungen diskutiert. AnschlieRend werden die neuen Analysen der Klastengrof3en
von hydrothermalen Brekzien aus Pozalagua in Nordwestspanien und dem sutidwestdeutschen
Schwarzwald vorgestellt. Schlief3lich wird ein Modell vorgestellt, ddgren soll, warum der

PotenzgesetExponent in hydrothermalen, fluiddruckinduzierten Brekzien kleiner ist.

Bei der verwendeten Methode handelt es sich um eine numerische Modellierung der
Flissigkeitsstromung in einer starren Matrix, um den hydrotherntdlessigkeitstransport
sowie das Wachstum und die Dynamik von Brichen zu simulieren, was die Mindestmenge an
Druck/Energie, die die aufsteigenden Flussigkeiten liefern muissen, einschrankt. Fir die
Brekzienklasten wird eine statistische Analyse verschiedgne&zienproben durchgefihrt, um

die Grol3enverteilung anhand def[§2Dimension der Klastenflache zu ermitteln.

Die Bildung von Briichen (Gesteinsversagen) setzt zu bestimmten Zeitpunkten ein, wenn der
Flussigkeitsdruck weiter steigt. Instabile Zustdndes zu Brekziation in viel flacheren
Schichten fuhren konnten, werden nur bei hohem Flissigkeitsaustritt durch grof3e
Hydrofrakturen erreicht. Die Ergebnisse zeigen aul3erdem, dass das Bruchwachstum bei
proportional konstantem Flussigkeitsiberdruck erhehlariert und dass eine Vermischung

von Flussigkeiten aus der Tiefe mit gut vernetzten Briichen mdglich ist. Da die Bildung von
Hydrofrakturen die lokale effektive Durchlassigkeit bestimmen kann, kann intensives Brechen
zu Brekziation und Mineralausfallung viel flacheren Schichten fihren, da Hydrofrakturen

den Auftrieb von tiefem Fluid zur nahen Oberflache unterstiitzen. Es hat den Anschein, dass
die Klastengrof3en in allen Féllen tendenziell einer Potenzg¥setzilung (mittlerer AWert

von ~1,68) folgenaber die Exponenten der Potenzgesetze kdnnen erheblich variieren, sogar
innerhalb einer einzigen Umgebung. Wie die Schottergrél3enverteilung folgt auch die
Verteilung der Briche aus der Simulation einem Potenzgesetz, mit Ausnahme der grof3en
Briche, die d@ Oberflache erreicht haben. Es scheint, dass eine schnell aufsteigende
Hydrofraktur Fluide aus allen Ebenen der infiltrierten Gesteinssaule anzapft und diese Fluide

wahrend des Aufstiegs auch vermischt.
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Chapter 1

Chapter 1

Introduction

1.0 Introduction

Fluids are common within the cruatd their flow is the dominant process associated with mass
and energy transport in the crustgebritsen and Manning, 2010; Ingebritsen et al., 2006;
Ague, 2003; Cathles, 1981; Fyfe et al., 1Jp®&uch fluids (HO £ CQ) that flow through the

Earth's crst are major transporters of dissolved elements, such as Mg, Na, Ca, Fe, Ba, including
more precious elements e.g. Pb, Zn, Cu, Co, Ag and Au. They (fluids) can also carry significant
amounts of heatSharma & Srivastava, 2014, Heinrich & Candela, 20When such fluids

exist at relatively high temperatures and pressures within the crust, predominantly aqueous and
contain such various dissolved substanddsrichita, & Hammond, 2024; Pirajno, 2013;
Skinner, 1979 i t 6 s k nown a sThug hydefinitionh hydrotharinal ffuidsuared .
fluids that carry heat and are hotter than the surrounding rotksoq, 1984; Ague, 20)4

Such fluids acquire their heat through known geological processes, mostly by igneous activities
and including the heating of grodwater by hot rock&irajno, 2009Hanson, 1996 When

fluids, such as seawater or meteoric water (infiltrating surface water into the crust), come into
contact with hot rock near a magma chamber, they are rapidly heated. Again, when fluids
percolatedeper into the earthds crust along fract
encounter hotter conditions, heating up as they descend (geothermal heating). This is a
prevalent, passive mechanism of heating. Metamorphism and convective circulatiseraés

as sources of heat, as fluids repeatedly exposed to high temperatures when they circulate within
the crust Pirajno, 2009Ranalli & Rybach, 2005; Hanson, 1995; Fournier, 3989

Some importance attached to these fluids are the many ore depasitsoammed through their
flow within the crust, from the huge Olympic Dambégaring iron oxidecoppergold (I0CG)
deposit in South Australia to abundant small deposits in the German Black feesid et al.
2009; Pollard, 2006 Again, Hydrothermal fls are often involved in the process of
dolomitization, where calcite in limestones is converted to doloQiesér et al., 2023; Sibley

and Gregg, 1987 Furthermorea major contribution of geofluids (hydro) within the subsurface

1



Chapter 1

i's i n t hemocbridaetdi ohny Hoefod andaTartotia, EI85; fahm, 2000; Bons,
2001; Bons et al., 2022This happens when the elevated fluid pressure equals or exceeds the
overburden pressurBjt =} rock - 9 - Z1 P4, (i.e. strength of the rock) causing fractute form

and propagateBpons et al., 2014; Sibson, 1981; Hubbert and Willis )9Sudch fractures are
termed hydrofractures (sele Riese et al., 2020; Bons et al., 2@ad the references therein).

In the absence of tectonic forces that initiate and dgragtures, (significant) fluid overpressure
seems to be the only means to cause and grow fractures within the crust. Such fractures usually
start on a micro scale level and develop with significant dilation to propagate at {{frotipsd

and Aydin, 198; Anderson and Anderson, 199When fractures grow large enough and
connect with each other extensively, breccias may form Fig.1. They are termed hydrothermal
because fluids of such nature have initiated and/or caused their forn&ticrs and Sharma,
2018, Weisheit et al., 2013¢ébrak, 199y

Despite advances made in the knowledge of fluid flow and hydrofracture dynamics within the
crust, the following questions remain: (i) how do large hydrofractures sprout from the base all
through to the surfaceith circulating fluid within the fractured rock column?, (ii) what is the
mechanism in fracture dynamics, transport and mixing of deep sourced hydrothermal and
meteoric fluids at much shallower levelgi) What induces extensive fracturing to cause
brecciation in hydrothermal deposits which suggest a transition in flow and fracture dynamics?
(Marshall & Oliver 2009, and (iv) how do permeability and fluid pressure variations affect the
development, distribution, and linking of hydrofractures? De Rieak @020 us a modified
sandpile model to explore the effect of the relative contributions of Darcian porous flow and
flow through hydrofractures on cruststale fluid flow. They proposed that this is achieved
through varying the fluid pressure diffusiy as a function of permeability, with a constant
fluid flux and assume fluid transport through the crust as a bimodal transport system. In the
case of the hydrothermal breccia, the study sorts to addresstainties that bothers the
comparison betwedtifferent studies on size distribution and hence present a model to explain
why the poweilaw exponent is smaller in hydrothermal, fipdessure induced, breccias than

in fault breccias.

This study uses simulations analogous to the sandpile nidaleletal., 1989 - a buildup on

that of de Riese et al2(20), to simulate and discuss the flow regime, fracture initiation and
growth path in rockslt also sorts tanalyse the clast size distributionsmime hydrothermal
breccias: breccias associated vdtdtomitising fluids and oreelated breccias and provide ways

to estimate the totahmount of fluid pressure/energy necessary to cause or initiate a

2



Chapter 1

hydrofracture and fracture dynamics. Finally, as the formation of hydrofractures can dictate
local effective permeability, this study presents a model that shows that excessive fracturing
can lead to brecciation, fluid mixing at much shallower levels within the crust regardless of the
level and distribution of the fluid source. The last chapter of this studwshmore light on

two main approaches to assess the effect on failure of an elevated fluid pressure and the products

of hydrofracturing.

Figurel. Field photographs of a fluid altered breccia outcrop. Evidence of breccia in a well fractured
zone wth a conduit/column of hydrothermal breccia.

2.0 Crustal fluid source

Existence of crustdluids is evident in the hydrothermal reservoirs and ore dep@sitsz(and
Rudnick, 200® The main three sources or reservoirs of fluid in deeper levels ofubeare

(i) pore fluid, (2) fluid released by devolatilization reactions, and (3) fluid released by igneous
activity. Fluidfilled porosity of 0.51% may exist down to almost 10 km depth, even in
metamorphic/metaigneous rocks, as was observed in thén@utal Deep Drilling project
(KTB, Emmermann & Lauterjung, 19R7Although the amount of pore fluid in a leporosity

rock volume is limited, fluid circulation may greatly enhance the total flux of fluid passing
through rocksAgue, 2014; Yardley and Bodr 2014 Ague and Rudnick, 2003; Oliver, 1996

As opposed to this, fluids released by devolatilization #d-Hearing minerals or crystalizing
magma provide 'single pass' fluid flow events, which significantly reduces the total fluid budget.
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Much work ha been devoted to determining fluid sources and their (relative) reservoir volumes
by considering the "budgets" of major/trace elements, isotopes, halogen¥;aetitey( and
Bodnar, 2014 Ague, 2014,and the references thereimjor instance, Staude et. #2009
estimate the required volume of fluid to produce the Jurassic deposits in the Black Forest (Black
forest) at ca ~12 ki while modelled calculations showed that-2Bkn? could have been
released due to decompression. In the Hidden Valley, siyil&eisheit et al. 013 suggest

that at least ~20 kiof fluid is required in the Hidden Valley meg@aecciation in South
Australia and discussed the various fluid sources that may have contributed to this volume, such
as ~ 821 kn? from biotite dehydation and/or ~ 8.0 kn? by decompression.

2.1 Crustal fluid composition and alteration in rocks

Hydrothermal fluid, a form of crustal fluids exists at relatively high temperatures and pressures
deep within the Earthoés c rolutiert that cortiasmywariaus € u s |
dissolved substances, including minerals and gases, predominantly rich in metals and other
elementsRirajno, 2013Morishita, & Hammond, 2024; Skinner, 197#&luids within the crust

are of many forms of which aqueous>(®j ard gas (water vapour) phases are dominant.
Regardless of their numerous possible sources in the crust, fluids in sedimentary, magmatic
and/or metamorphic environments are known to exhibit predominantly a systes® aind

gas and normally reflect on equiibm with rocks and melts at the relevant pressure
temperature conditions (s&ardley & Bodnar, 2014nd the references therelirajno, 2013

The gas component in many geological environments is dominated HyOEL) as well as
various sulphur and midgenrich gases. But how much inclusions in any crustal fluid, the
temperature and pressure directly dictate the concentrations of such fluid compositions. For
example, the concentrations of NaCl (halite), CaSO4 (anhydrite) anddsi&@tz) minerals are
dependants on the contrasting Bf the fluid. Sulphate minerals such as anhydrite as well as
carbonate minerals, become less soluble with increasing fluid temperatorgti{it, 1997,

Leach et al., 2008odnar et al., 2004Works on some hydrothermd¢posits for instance, the
Mississippi ValleyType deposits that form in sedimentary basins indicate that fluids are
predominantly high in salinity (Na, Ca) brines that have significant reataying capacity
(Weisheit et al., 2013a, Bodnar et al., 2014
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2.2 Hydrothermal fluids

Now let consider how hydrothermal fluids are realized within the crust and their flow in the
crustal column. Fluids that are elevated in temperature and are (abteast 5°Clhan the
surrounding rockgDavies and Smith2006 are known as hydrothermal fluidBefore they
become heated and termed hydrothermal in nature, fluids within the crust must get their heat
from either of these two main mechanisms, (i) fluids driven by primarily magma activities when

it is heated byinderlying magma igneous activities and other hot geological formations e.g.
metamorphic reactions within settings with significant tectonic activity where crustal heat flow
is elevated and (ii) percolating fluids which are heated by geothermal gratlitsttinfiltrating

(Bons et al., 2012; Ingebritsen and Appold, 202@x, 2010; Cathles, 1981, 199Ih a crustal
setting, fluid flow through fractures and faults are required to flow fast enough to maintain an
elevated temperature compared to thathefhost rock ons et al., 2012nd the references
therein).At a much shallower depth, ca. ~2 km fluid mixing is prominAotording to Bons

et al., 012 hydrothermal fluid temperatures may thus converge to ~374 °C if they were
originally hotter After being elevated in temperatuhgdrothermal fluids must be able to carry

heat to colder sections/regions within the crusbr example, fluid inclusions in the
Schwarzwald and Taunus hydrothermal deposits indicate temperatures of up to around 300°C,
although the ambient temperatures at the shallow level of their formation were probably less
than ~125°CBut for a fluid to maintain its thermal energy it carries; the fluid must therefore

flow rapid/fast enough to stay hot.

2.3Fluid Flow within the crust

Fluids flow down hydraulic head gradients. When fluids are sourced at depth, they mainly flow
upwards. Fluids (hydrothermal) that ascend from the source cool and decompress during ascent,
which may lead to precipitation of minerals. Flow is often controlledtbye c ol umn o6
permeability structure and the presence of open pathways. Hydrothermal fluid flow typically is
of two forms: (i)Fracture or focused flowfluid move through welllefined fractures, or faults

in the crust, where permeability is much highégre, flow is typically fast and localizeghffe

et al, 1978; Cathles, 1990; Ingebritsen & Manning, 20dfd (ii) diffuse flow advective fluid

flow down gradient in hydraulic head controlled by the permeability of the rock according to
Darcy's law. Thais, flow rate is proportional to the pressure gradient and the permeability of
the material. Darcian flow can be termed 'diffusive’, not because the fluid diffuses, but because
the change in fluid overpressure can be described as diffusive. For diffugigevasive flow,
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fluids move slowly through the interconnected pore spaces of rocks. It is driven primarily by

pressure or thermal gradients.

At depth fluid pressure in the crust increases from hydrostatic to close to lithostatic as the
permeability dereases with depthngebritsen & Gleeson, 201&igebritsen & Manning, 2010;
Ingebritsen et al., 2006

3.0 Natural hydrofractures

Fractures within the crust are cracks with no movement resulting from either weathering, stress
(exceedi ng ngth) er moventektHo$ thescrust. Eractures, a term used for all types
of generic discontinuities and generally, initiate and propagate. They are sometimes termed as
joint, shear or tensile depending on the size and how the fracture oBours €t al., 202,
Gudmundsson, 2011]aeger et al., 2009; Pollard & Aydin, 198& fracture thus, is a
mechanical break involving discontinuities in displacement in rocks across surfaces or narrow
zones. These fractures, when associated or initiated by crustal fluleeimgrowth and
propagations, are called hydrofracture. They typically form below3 kén depth within the

crust Bons et al., 2022 Hydrofractures therefore, denote fractures whose formation is induced

or triggered by an elevated fluid presswentrary to other fractures in the crust formed by
differential stresses, primarily due to tectonic stresses, for example at depths greater than ca. 10
km, extensional fractures formed under metamorphic conditions are hydrofractures as they can
only occur wherthere is high fluid overpressure. For extensional fractures which form at
shallow crustal levels however, could have resulted from tectonic stresses without a reduction
of the effective stresses due to an elevated fluid pressure and so may not entirely be
hydrofractures (see chapter 4, the review paper on hydrofracture8trosnet al., 202for a

detailed clarification).

The initial formation of hydrofractures may not be initiated by fluid overpressure but may be
taken over later on as in the case ofeigms dykes. Therefore, a fracture may occur due to a
naturally elevated fluid pressure, or artificial induced increase of the fluid pressure, elevated
tectonic stresses (a tectonic fracture), or possible combination of these which is usually the case.
Thismeans that once such fractures are formed, a complex stress field may develop, particularly

at these fracture tip&(gelder, 199Pand tends to propagate them.

Once fractures form, they may either increase permeability and or leak the overpressiged flui
The fracture pattern may then evolve dynamically if the pressure is not dissipated. A simulation
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of injection of fluid associated fracturin@(ani et al. 2013; Koehn et al. 2Q4llustrate this

further with seal in the structural column see (ChapgteFig.5, Bons et al., 2022 They
explained how the initial fractures follow T
and parallel to the largest principal stress. Chapter 4, of this study, presents in details, a review

of hydrofractures anthe associated products through their process of formation and growth.

3.1 Breccias hydrothermal breccia

When a fracture does not only propagate at its tip, but branches out in many directions to
connect and reconnect to other fractures, brecciamared. In other words, when rocks are
disintegrated into many fragments or clasts, they are termed breccia Kighl/i8a and
Sharma, 2018]ébrak, 1997; Weisheit et al. 2013 and the references thdieis comes as the

onset ofbrecciation significandilation. For any alteration or deformation in rocks, the initial
resistance of the rock strength must be overcome through external forces mechanically and or
chemical alteration within the rocklydrothermal ore deposits and alteration zones typically
shaw brecciation Fig. 3\(/eisheit et al. 2013p,

Breccias typically found in hydrothermal deposits (e.g. Black forest and the Htdiey),
suggests that the hydrothermal fluids were able to disintegrate the ro€kgsde et al., 2007,
Weisheit et al2013). Breccias are termed hydrothermal when they are formed by hydrothermal
fluid processes and are notable primarily from other breccias based on their mode of formation
and genetic characteristicSuch breccias can be classified as a tectonic bré8hiakla and
Sharma, 2018; Phillips, 1972; Jebrak 1997; Scholz, 1990; Hubbert and Willig, B@5is
treated as a separate classorak, 199)for purpose this research distinguishing feature of

a hydrothermal breccia is that the fracturing processdsminated by a high fluid pressure

and not primarily by elevated differential stresses as is the case for fault and impact breccias.
In chapte, breccia types are briefly discussBegardless of mode of formation of any breccia
type, usually a combiation of both chemical and physical processé&sdleton, 1961; Stanton,

1966; Friedman, 1997; Kolodny et al., 20®a&llow their emplacement within their geological
setting. Later on, hydrothermal alterations occur in some emplaced breccia bodiegyrasultin
clast size modification. These fluidised alterations and modifications are subject to, most of the
time, the mineral block of the rock rather than their physical properties especially in fault
breccias where porosity is enhanced, and in dolomiticsréa 3.
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3.2 Clastsize distribution and clast shape

To create a breccia, a volume of coherent rock must basically be divided into multiple sub
volumes, the fragments or clasts, that remain internally coherent, but have lost coherence with
other clastsCoherence can, of course, be restored subsequently through cemetaticni,

1997. The cause for loss of coherence between clasts under consideration here is fracturing,
thus excluding other processes, such as, for example, dissolution. Alpanastribution of

clast sizes means that the breccia is-sigfiilar in this respect. This means that the ratio of
number of clasts of sizzands/10 is the same, irrespective of the valus. d@this again implies

that there is no characteristic length scalghe brecciation process. The Meboulomb

Griffith theory for brittle failure has no characteristic length scale, as the parameters are stresses,
fluid pressure and the material properties tensional strength, cohesion, and internal angle of
friction (Bons et al. 2022; Royer, 2014; Terzaghi, 1943; Hubbert, 1951; and Secqr, TI865
theory has proven to be successful in predicting when a fracture will form and in which
orientation, but not where it will form or what size the fracture has. Considers @ thower

law clastsize distribution is to be expected, at least within a certain range.

To distinguish hydrothermal breccias from other known types, the clast size morphology and
distribution can be used, in particular their fractal dimension, whschielated to the
disintegration processes of the rock massb(ak, 199} A number of studies therefore
measured the clastze distribution in breccias ¢rilleux et al. 2002; Barnett, 2004; Keulen et

al. 2007; Weisheit et al. 2013a hese studies conged with Jébrak et al1097) that breccia

clast sizes typically show a powkaw distribution with small clasts more frequent than bigger

clasts. This distribution is often given in the cumulative form:

0 Qi , (1)

with N)the number of clasts larger or equal to sizndn powerlaw exponent that is smaller
for hydrothermal breccias than for fault breccigsofak, 199) kis the number of clasts larger
or equal to the unit size. The subscripefers to the dimension in which the size is expressed,

with i=3 for volume =2 for crosssectional area, arid1 for diameter.

Instead of the cumulative size distribution (Eg. 1), one can also use the freqéiency (
distribution, given by:

. — & 2
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The advantage of using a frequency distribution is that it is not sensitive to sampling errors at
the upper end of thez# range or potential variations in the exponent with size. A disadvantage
is that the frequency distribution is sensitive to the choice of bins.

Although clasts are-8imensional objects, clast sizes are usually reported in the literature as
either diamedr or area and not as volume. This hampers comparison between different studies.
The conversion between different expressions of the size distributions is thus, discussed below.
A new clastsize analyses of hydrothermal breccias from Pozalagua in NW Gpaamnen et

al., 2012; Aranburu et al. 20pand the SWGerman Black ForesGeyer and Gwinner, 1986;

Kalt et al., 2000; Staude et al., 20@®presented. Finally, a model is presented to explain why
the powedaw exponent is smaller in hydrothermal, éiypressure induced, breccias than in
fault brecciasThe lower end of the powdaw range is typically the grain size. The uppermost

end of the range is controlled by the size of the breccia, as the largest clast must simply be
smaller than the whole bréac The powetaw range can thus be large for clasts from <1?mm

to about 1 kriin area in the 10 kA{Weisheit et al2013

4.0 Relationship between powelaw exponent and dimension

Rocks are dlimensional and therefore we can start the analysis oékgonship between the
powerlaw exponent and the dimension in which clast sizes are measured with the three
dimensional casef) as a reference. A low value nf means that the second largest clast is
much smaller than the largest clast compared ighavalue ofns (Fig. 2). This means that for

a smallnz value a relatively large proportion of the breccia volume is occupied by the largest
clasts. For a larges value the largest clasts only occupy a relatively small fraction of the total

breccia volure.
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Figure 2. Relative sizes of the five largest anl la@gest clasts as a function of the povaay

exponents, fornz = 0.5, 1, and 3.

A problem with the practical measurement of clast sizes and their distribution is that we
normally do not hava 3-dimensional view of the clasts, but instead typicallydir@ensional

outcrop surface that intersects the breccia and its clasts. The area of the intersection of a clast
and an arbitrary erosion surface depends on its shape and where it is inteldsanted shape

factor a, we can approximate the average intersectionsaras a function of clast volunee.

Equations for the computed size dimensions are presented in chapter 2.

Table 1 summarises the conversion equations for different gawexponents derived in one

or two dimensions to the volumetrig for the cumulative clastolume distribution. Jébrak

(1997 used the powedaw exponentrf:) of the cumulative particle diametet)(as an indicator

of the amount of energy that was introduced into the system. Hd thaha lown; (~2) for
fluid-assisted brecciation and valuesa®3 f or wear abrasion and
correspond to the cumulative volumetni(Eq. 1) of ~1 and 1.33, respectively. Weisheit et al.

(2013 obtained an exponent okd 1 f or t he cumul ative distrit
hydrothermal Hidden Vadly breccia. From this we derive a volumetmd 1 f or t he Hi
Valley breccia.
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Table 1 Conversion of the powdaw exponent for clast area and diameter distributions to the
volumetric exponemts, including examples from the literature and thiglgt

Measurement | Distribution Volumetric n3 | Reference Derived volumetric n3
Cumulative
Truearea g o | ~ g -
Areain .
. 5 o - - I3 - - Weisheit et al. (2013 3 0 ¢
section| 0% i ( ) p p
fluid assisted:
Diameter in| , ) , € ¢%¢ p
section| 0% ° & o Jebrak (1997) wear abrasion, shear:
£ 00 ¢ -
Frequency
Trueared q 8 | ~ & -
. & o _ &
Areain| o - - & This study, Pozalagua pE ¢ E P
section Qe ! Teufelsgrund ¢ p®o¢ -
Dlamete_r in o 6 s B
section

5.0 Scope of the project

The whole research project addresses the topics of hydrothermal breccias and crustal fluids flow
and hydrofracture dynamics. It sorts to explain what hydrotHebrexcias are and the
underlying mechanical and morphological characteristics in terms of their formation,
associations and size distributions. Based on an existing model (sandpile model) from previous
works, this study generally simulates crustal flumf and associated fracture dynamics. A

field survey to supports the knowledge about hydrothermal breccia outcrops. The aim is to
establish hydrothermal fluid involvement during and/or after brecciation. The crustal fluid flow
and hydrofracture dynamicsquide key insights into the formation and evolution of breccias

T fluid induced fracturing and their size distribution, highlighting fluid processes within the

subsurface environments. Thus, this project is centred on the following sections:

(i) the mormological characteristics of hydrothermal brecdiagolomitic breccias from the
Pozalagua, Northern Spain and from the Black forest, Gernkaogn where new clastize
analyses are presentdtidiscusses the conversion between different expressiong cizé
distributions and present new clsste analyses of hydrothermal breccias from Pozolagua in
NW Spain and the SWEerman Black Forest. The study also extends to present a model to

explain why the powelaw exponent is smaller in hydrothermal, fkpoessure induced,

11
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breccias than in fault breccias. To address and analyse distribution relating to the clast size

evolution, a general model for the breccia statistics is also presented.

(i) A numerical simulation on the fluid flow and hydrofractures. therhydrofractures, various
publications presented dealt with the contrasting features and dynamics, depending on the
geological processebor fluids and hydrofracture dynamics, chagteaddresses and gives a
comprehensive review on natural hydrofraets and explains when a fracture could be
classified as a hydrofracturEhe numerical simulation which is the main research study method

is run to ascertain fluid flow and associated fracture dynamics. This gives the background to

address the questionaby the fluids ascend and how breccias and ore deposits formed.

This project thus, focusses and build on some fundamental research works to interpret the
dynamic evolution and alterations of hydrothermal processes within the- @usital fluid

flow, fractures and associated ore deposits.

6.0 Methodology

This research employs a numerical modelling for the flow and fracture dynamics within the
crust and a statistical analysis to evaluate the hydrothermal breccias that results from
hydrothermal processeallowing for both simulatiofbased prediction and dadaiven
interpretation. The first section (6.1) deals with the model simulation for the flow and fracture

dynamics and the second part (section 6.2) for the hydrothermal breccia statistics.

6.1 Model smulation

The same model as de Riese etZ2() was used in this research, but with some modifications.

The model simulates admensional, vertical section through the crust. The model is divided

up in a rectangular grid of 200 x 200 elements of lineas i ze & ~ 100m ( Chapt ¢
element represents a volume of rocks with a porosjtgrid a rigid matrix. Adding fluid to the

pores then increases the fluid pressure, depending on the fluid compressgipil@grtrary to

de Riese at al.2020), this model does not introduce fluid at the base of the model, but in a
fluid-production zone (FPZ), typically all elements in the bottom half of the model. Each time

step fluid is added to all elements one by one in the FPZ by raising the fluid préssuthen

checked if any hydrofractures form because the fluid pressure exceeds the lithostatic pressure.

If this is the case in an element it is set to have a hydrofracture, which can then lead to a cascade

12
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of hydrofracture propagation (see below).eTpropagation continues until either a fracture
system reaches the surface, draining all fluid) or when the fluid pressure in all fractured
elements is below the lithostatic pressure. Next, the fluid pressure field is adapted by diffusion
to simulate Darcytype fluid flow. Fluid pressure at the Earth's surface, i.e., in the top row of
elements is always set to zero after each round of fracture and porous flow, meaning that fluid

that reaches the surface is removed from the system.

Chapter 3, Fig.1, presengssimplified model diagram of the numerical simulation and the
resultant lithostatic pressure and fluid pressure illustrating, the level at which fracture are likely
to form and grow, i.e. the level whdPgn equals or less thé. To some extent, thisimulation

cannot entirely depict the geofluids flow processes within the crust in the sense that, it
oversimplifies subsurface processes. It does not consi@Br staling dimensions in a real

world situation but here presented in 2D. Specific boundamyitions are often unrealistic for

real world as boundaries in the subsurface are influenced by geological structures, seals,
aquifers, or reservoirs, as well as explicit modelling of fluid properties.

6.1.1 Model Scaling
Time step

All fluid that entes the model escapes through to top boundary. The totabteraged flux

above the fluigbroduction zone (FPZ) is thus equal to the fluid production in that zone. This
total timeaveraged fluid flux is set at= 10! m/safterIingebritsen and Mannind 99. Each

time step fluid is entered into the system by increasing the pré3sireells in the FPZ by a
random incremerdd” between 0 and 0.002 model pressure units, i.e., on avaRageé.001.

the model uses a simple constant rock and fluid dewgit®800 kg/ni and 1000 kg/r
respectively. The difference of the lithostatic overpressure and the hydrostatic fluid pressure at
the lower boundary of the model at 20 km depth is thus 360 MPa, equivalent to 200 model
pressure units. The averag® is thus0.001-200/360 = 5.5-10MPa.

The fluid overpressurdP] is thus, tracked and recorded for each element or cell with:
P=Pt - Pn (3)

Where P, is defined as the difference between the actual fluid preRQi@ng@ the hydrostatic
fluid pressure®n). The hydrostatic pressure is set to zero at the top row of the elements and
increases with deptkh. The model assumes a fluid visity # = 0.001 Pa:s, although the

viscosity of water varies depending on pressure and temperatui@i(son, 200), The fluid
13
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compressibility was set i@= 2 GPa (similar t&taude et al., 2009Porosity , can vary widely
from <1% to around 30% at skal depth(Liebscher, 2010) As the main focus is on rocks at
>10 km depth, and set the porosity at 0.01. In the model, the coefficientDffor the model
setup Dmod) is set for the different values for all the simulation. The input mdig)d values
for D (07 0.0002) are presented in Talle

Using the pore volume of one elemeft/@) as reference volume we have:

Vo | 2 or Yo o 8 2.75-10° m?3 (4)

If the height of the PZ is 100 elements, and each element is 100 m wide, the total time
averaged flux emanating from the FP2ig5-10° m® per nt and per model time step. it follows
that the model time step is 2.7530 10! = 2.75.16 s, which is about a month. In
complanentary simulations with different FRxeights,aP is adjusted to maintain the same

time-averaged fluid flux at the top of the model, and hence the same time step.

Diffusion
In one dimension the fluid flux is described with Darcy's law:
b -— (5)

The flux Jin m/s is the velocity of the fluid, or the volura® of fluid travelling through a one
m? window. It depends on the permeabilityit m?) of the rock and the viscosity?{n Pa-s)

of the fluid. Assuming a constaktand A, that the rate of changefiid volume is:
— -—, and withEq.4): — —— 0O— (6)

Equation (6) is equivalent to Ficks's second law for diffusion, Wiifin m?%/s) the diffusio
coefficient for fluid overpressure diffusion. The unit of the diffusion coefficient is (length

unit)?/time unit. For the realorld diffusion coefficienD, we get:

O

3 O,giving O ¢ x UO (7

FromEq. (6) we can now derive the permeabiktin m?:

— O ¢ xuO ,giving I —-0 (8)

With the settings of the simulations= 1.38-10' m? for Dmos=1.
14
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In case of a change in diffusion coefficient beén two elements, the effective diffusion

coefficientDes IS considered

6.1.2 The model hydrofractures

The model depicts the sandpile model and simulates flow in a form of diffusional flow and
fracture flow. Using the pressure diffusion equatioy fiéiid flow is implicitly modelled by
tracking the evolution oP. The simulation runs for a duration (endtime = 500000) for all
coefficients ofD, updating the grid at each timestep. The model set the system to have a
variability of flux within the medim and assume that fluid is set in bottom -adfy of the
model. An avalanche (fracture) initiate and propagate when a failure criterion is reached. It is
assumed that flow through a fracture is fast enough so that pressures within it are equalised
effectively instantaneously. The main loop consists of adding fluid randomly and letting the
pressures diffuse over time. Fluid diffuses between neighbouring elements PE#keseds a
critical threshold, the system then evolves towards a state where an avéflaothee) occurs

- the time and size (number of broken elements) of the cluster is recorded. Fluid then flows

rapidly (avalanchdike behaviour).

The basic loop in the simulation follows that: An element/cell is randomly selected in bottom
rovwand modepr essure in that RneOM@l(on average).iPinam e as e d
element increase® ¢ Piith In any element), the system breaks an element and selects random
neighbour and break too unklequalizes in cluster. The system will drain fluidte cluster

if this cluster reaches the surfad& € 0) otherwise ifP >Pix anywhere in the cluster, an
element is broken in this sense. If the failure thresH®idRin > 0) in that element is reached,

the system selects randomly a direct neighleb@ement. This subloop is repeated until either:

(i) none of the elements in the cluster reaches the failure criterion, (i.e. no avalanche) or (ii) the
cluster reaches the surfate an event where the cluster reaches the surface, the pressure in all
elenments within the cluster is set to zero as any excess fluid is released at the ¥hfacéhe

cluster does not expand any more, all 'broken’ elements are reset to 'not broken' to simulate

closure or sealing of the fracture.

6.1.3 Simulations

The main seof simulations varied the model diffusion coefficient from 0 to 0.2, keeping all
other parameters constant. Fluid input was in the bottom half of the model. Four more
simulations were carried out to show the effect of changing theghaiducing regioror zone,
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which was set to (i) input at the bottom (equivalent to the simulations of de Riese@2g), (
and (i) fluid input throughout the model. For the case of fluid input in the bottom half of the
model, the effect of a higher permeabili@d) in the top half than in the bottom half, and

vice versa is also show. All model settings are listed in Table

Table 2.Summary of the modelled Simulations with differentalues used in the mod&eaand the
p e r me a bm2)lare the/reabin natue. All other parameters were unchanged

Model Model D Dreal Permeability Numberof Ti mest e|
Dimension (Dmod) (m?s?) a m) fracture event s

/2=104 2.0T10 55 Y Up T 0 2.75-16

/2=10¢ 2.07T10 5.5 C& UD T 46 2.75.16

/2=10¢ 2.0%T10 VBT CEUD T 16 2.75-16

/2=104 2.0T10 vPTM CEUDT 840 2.75-16

/2=104 0 741 2.75-16

Diff source region

Source at bottom

/2=10% 2.0T10 v®8Ppn CcEUT 87300 2.75-16
Whole model sourcec
/2=104 2.0T10 v®pm CEUPT 411 2.75-16

VariableD (Dmod)

/2=104 top= 2.10T1! 55 C& WP T

bottom= 2 .20 T v®P T & UD T 39 2.75-16
/2=104 top= 2 .20T1 v®Ppm UL
botom= 2 .10 T 55 C& Up T 33359 2.75-16

6.2 Breccia statistics

This section presents the method used in the breccia clasts statistics. The clast size distribution
of the hydrothermal breccia @ozalaguaand from the Black forest wemnalysed These
breccias samples from Pozalagua quarry are dolomitic and resulted from the dolomitization of
the host limestone. Photographs of flat or approximately flat breccia surfaces on outcrops were

used for the clast size (area) analyses. Clasts outlinesdveave manually, making sure that
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the outlinegdo not intersectThis is to avoid two adjacent clasts being considered as one single
clast. Clasts outline that were not completely drawn were excluded from the analysis. The
"Analyse particles" option of IngeeJ Rasband, 1992021) was then used to determine the area

of each clast in the images. Without any further processing, clast areas can be plotted as reverse
cumulative plots of number of clasts equal or greater in area than a certain clasioayea (
against that area{). Measured clast areas ranged from < ~ #tom 2000 cn? but for sample

E (Teufelsgrund) the unit measure is in pixel. In the sampled analysed, the parameter used were
the crosssectional surface (P). The sample imag@unlike A, C andD shows altered dolomite
breccia. Clasts look elongated and less angular with respect to the other samples and are seen
entirely surrounded by fine matrix erasing all evidence of dislodging from larger lasts as appears
in e.g.A, CandD.

The problem wth cumulative plots is that deviations from a powasw distribution at the large

end of the classize range propagate through the whole data set. It is therefore preferred to use
frequency plots (Fig4). This, however, raises the problem of binnindMATLAB script that

uses dynamic binning is used to ensure that each bin has at least 10 clast areas and is not smaller
than 0.005 crh A second problem is that the smallest clast sizes are inevitably underrepresented

as you are at the limit of image reswbn. At the other end of the spectrum, large clasts may

also be underrepresented due to bias in taking images (you do not want an image with only one
clast) or clasts that are not fully within the image. Therefore, frequency data at both the very

least ad high end of the size spectrum is excluded.

A powerfit for clast size (area) distribution results when the number of d\&stdrequency),

is plotted against the areadn a log log plot(clast size distributions of all samples were fitted

by equatim 2 (Marone and Scholz 1989; Perfect 1997, Weisheit et al.,)2@¥8ust be noted
however thathe extreme ends of the powaw fit made of the smallest (grain) and largest

clast sizes tend to influence the curve significantly i.e. extreme upper eslti¢lsisis) flattens

the curve where larger clast sizes increase the slope. The output data on clast dimensions
measured include diameter, area, circularity, and sphericity (ellipticity) of clasts for each
sample but here, a clast area for our analysisesd. All clast size distribution data is presented

in (Table3).
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Figure 3. Field images of a hydrothermal breccia from Bezalagua areanalysed in this study. The

2" column is thedelineated breccia clasts from the field image samil&s C, andD, respectively.

The delineated clasts show a graphical representation of clast shape, distribution and orientation of a
typical hydrothermally brecciated rocks in siBihowevershows altered clasts size by fluid
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Table 3. Summary of the data sets for the clast size (area) distribution.

File_name | No. of clasts| Minimum dast Maximum clast area | n;-value | Range (z-value
area (cr) (crm?)
Sample E (in px)
A 682 0.001 84.2765 1.45 -1.50 / -1.32
B 644 0.0011 46.7475 2.01 -2.18 |/ -1.81
C 615 0.0023 469.0781 1.58 -1.68 / -1.38
D 804 0.0005 148.8318 1.67 -1.83 /-1.68
E 1678 1 1746616 1.54 -1.57 [/ -151
(Teufelsgrund)
7.0 Results

The result for the breccia disize distribution and the model simulation for the hydrothermal
fracturing and flow dynamics is presented in sections 7.1 and 7.2 respectively.

7.1 Breccia clast size distribution

The study presents the result of the clast size distribution oféceid samples used. Figure 3

(2" column), shows the delineated clast size (area) dimension from the breccia clasts samples
respectively. The result for the frequency pléig)) for the 2D data set is presented in Fig. 4.

The total number of clastsif each sample for the nsed to compute for the malues (Table

3) is with a set range at 95% minimum and maximum of all the data set. Exclusion of the
extreme data set are omitted for the plots. These are the very small and the largest clasts sets,
making up 5% is excluded in determining thevalues (exponents). The cumulative frequency
plots of the breccia clasts conform to powax which connotes the form in equation (1). The
slope of the straight line in the ldgg plots (Fig.4) represents the pamlaw exponents, herein
denotingn (e.g. Sammis et al, 1987, Otsuki, 1998 he values for the powdaw exponents

(the n-values) for the analysed samplesiwalues are, ~1.45, ~2.00, ~1.58, ~1.67 and ~1.54

for A, B, C, D andE (TG) respectively. For & corresponding volumetric malues used to
determine the 3) the average of the values is used for simplicity. When the individual samples

19



Chapter 1

are considered, samplhas relatively a higher power exponemd 2 . 00) even t hou
clasts range is comparable smaller. In summary, thaloes for the exponents do not go

beyond the threshold of ~2 for the fluid assisted brecciation in conjunction with what Jébrak,
(1997 proposedin all, data value forafor the powerlaw exponents is averaging around ~1.68
excluding that of samplE (Teufelsgrund) is used in arriving at X&n2 . For the bre
Teufelsgrund, samplg&, an n value of 1.54 resulted which is as well close to that of the
dolomitic hydrothermigbreccias in Pozalagua.
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Figure4. Results of clasts size analyses of the field sampled breccias praésentaglog plot. Number

of breccia clastf() is plotted against area)( the size of the breccia distributidslope of the straight sectis

in these logarithmic plots is the fractal dimension. Mumensionindicates the degree of roundness
or angularity of the breccia classll analyses combined give a fractal dimension averaging as n~1.5
for the hydrothermal breccias a, b, ¢, d and e

To compute for thesnlet refer to the output data for the(area dimensionjalues. The fifor

the volumetric size analysis is surmised in Tableédmputed gvalues from pequate to ~0.63,
~1.01, ~0.72, ~0.78 and ~0.69 from A to E respectivdllt)s show that averagely, thelB8
volume for the clast sizes is less thansk{). This shows that proportionate change in volume

(n3) -from largest clast to the next largest, is about same with respect to volume change.
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To know when does the fit no Igar represent powdaw, this study considers a situation of
dissolution or reduction of all clast sizes proportionately. A dissolution breccia commonly
associated with carbonate rocks, are formed when the clasts are subjected to erosion as
dissolution ofrock surface by fluidsThis results in the collapse and potential infilling, leading

to a breccia rock structure often found in carbonate and hydrothermal settings (intrusive
settings). Here, clasts are reduced from its original sizes due to the pérgrbsian. When

such happens, the effect on the polagr exponent is that, the powftris significantly shifted

to the left (reduced-value even with small amount of clasts volume change (see Chapter 2,
Fig. 4).

The result will be a decreased slomtttmay not fit as powdaw with the distributionin

Chapter 2, Figa for example, when a 0:8nit volume reduction of all data points (1000 in this
regard) is considered. It appears that the valdecreases, which results in a decreased slope
and doesot inherently follow a powelaw fit. Now, when we consider Fig. 3B, there is a clear
indication of clast alterations which may not necessarily be termed a dissolution because the
powerlaw exponent appropriately. It appears to be larger than the @imgres resulting in
steeper fit (slope) when we consider the volumetricatue of ~2.00. Thus, sample B cannot

be concluded as a dissolution breccia even when the face looks more like a dissolution breccia.
The dolomitic breccia clasts however, seem m&ed by fluid which may have contributed to

the eroding of the clasts to its current clasts size, there is no statistical evidence to buttress it.
This process has resulted in a mixture of th
grained maix. Variations in the slope, thus, is a function of a proportional change in the clast

sizes.

22



Chapter 1

7.2 Simulation result

(a) D02 (b) D,,,,=0.02

(c)D,,,,~0.002

t =484,550

(d) D,,,,~0.0002
t = 499,550

t = 500,000 t = 498,350
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Figure 5.Maps of fluid pressurePnog and number of times an element was fractured (from timestep
100,000 to 500,0Q00The top row shows the fluid overpressure maps for the different simulations and
their bottom rows the fracture maps with number of fractured events. Note that the maximum number
of fracture events varies greatly.

The result for the model simulationpsesented in snapshots and graphical figures and Table
for all Dmod Values (Oi 0.2) and also for varyin®modin the top and bottom halves of the
medium Figure 5 shows snapshots of the result of the modelled pressure distribution depicting
fracture growhh and distribution (see videdppendix2B). The pressure graphs and table for

the realD anda and number of fractured events are also presented. The average pressure in the
model shows a satooth pattern indicating that pressure builds up and drops wiffl@cture
reaches the surface and drains its contained fluid. Here, fluctuation is at minimundwhen

high. WhenDme=0.2, Darcy flow is sufficient to drain the fluid withoBt ever reaching the

failure criterion which differ in the case of differddod (Fig. 5a). At the initially stage, mean

overpressureRmod) rises to ca ~ 90 (model scale) in the system and consistently builds up and
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gets to a | evel where it drops abruptly to
avalanche. This shkes theinitial transient phase before the system settles to a dynamic steady
state With time, themean over pressur@so shows that (i) the frequency of the average
pressure drops decreasedasqdecreases and (ii) their magnitude increases with isicrga

Dmod. Overall, the timeaverageds increases with increasiidmos. This means we have fewer,

but larger fractures that reach the surface to drain fluid with increBsindChapter 3 Fig 2).

Results from the simulation show th&,is highest athe base. Without fracturing (Fig.5a,

when Dmod=0.2) Ps increases linearly with depth. At lowBmog, fractures occur. Within the

model setup the top half of the model is set close to Z&rdAt high Dmod (0.02 in Fig.5b)Ps
gradients are smooth, excephere a fracture that reached the surface has just occurred,
draining all its fluid and thus settirigg =0. With lowerDmog, Darcy flow is not sufficient to
quickly erase sharp gradients in the fluid pressure. Variations in pressure gradient also happen
whenD is varied in the upper and bottom sections of the medium. For different sourced (fluids)
regions and varied coefficient Bfnod result in either increase or decrease in fluid overpressure

depending on the section where high or Dvs introduced, se€hapter 3 Fig.4.

(a) Constant D and source in bottom half (b) Constant b__=0.002 variable source depth (c) Different D, in top and bottom half
10° &D..=0 10% o 10% ©D_ =0.002in
e mod % whole model
1059 © e oD, = 00002 1055 © ® Botiom halt > 1060 o %0 @TopD. =02
2 ne oD =0.002 2 b o ) © Bottom row 2 %, %o P Do~
Q104 © o aods. @ 404 0000 %, 004 © @ '.. Bottom Dm=0.002
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Figure 6 Frequencies of fractures as a function of their area in elements. Only fractures formed between
timestep 50,000 and 500,000 are shown here to exclude the initial transient phase before the system
settles to a dynamic steaslate Plots shows that section of the size (area) distribution follows a power
law.

The averag®s as a function of depth and the effective tiwerage diffusion coefficient shows
that from zero (black sections of the snapshé¥s)creases to cal80 MPa at depth ~10 km
and continue to increase with depffssuming model constant parameters are realised in real
world, it would appear that depth controls pressure as avBragerease steadily to ca ~ 360
MPa at ~20 km, Fig.4 in Chapter 3. At thBZaveragds increases suggesting an elevated

average fluid pressure. Again, the effective diffusi@pth curve is smoother with hi@mod
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and fluctuate with decreasiiyoq. Trend also changes when the fluid sourcelangdis varied

within the systeni top and bottom half. The results for the averBgalso indicate that the

linear pressure profile will decrease in the case of diffusional transport. Therefore, wih high
pressure peaks become minimal and would not make hydrofradlxes0.2 in ths case

shows no abrupt change in pressure gradient at the level of the FPZ though continues to increase
steadily. Apart from the highe8inmod=0.2, otherDmod respond differently in gradient at the

level of the FPZDifferent Dmod at the top and bottom heds Dmod =0.002 and 0.2). With a
differentD in the top and bottom, pressure gradient increases with depth, however at decreasing
rate with highD at the bottom half and increases at an increasing rate wittDhaghthe top
respectively. The opposite hagns when top section has high#&fod and low Dmod at the

bottom half (Chapter 3, Fig.4c).

For the fracture frequency of size distribution, result presented in Fig. 6, with fractured events
with the correspondinBmoashowing inFig.5. The simulation siws that fractures mostly form

at the bottom and propagate upward from the level of the sourcedlh@chumber of fractures
varies with differenDmod (Fig.5). With an increasinD, the hydrofracture frequency decreases
(Fig. 5/6), this includes bothrige hydrofractures that reach the surface and those small fractures
that do not. This is also the case with size of fractures that reach the sétfBee+~=2 . 0“T 1 0
(except wherD is varied in the system, Fig.5g) the model creates more frathatesemostly

(small fractures) confined to the bottom of the crustal columhat is,fluid move through
well-defined fractures. Thus, large bursts of fluid are eminent and may reach all the way to the
top half of the model. Fractures are created predominuauitiyn the fluid production zone.
These fractures w.r.t our simulations begin at about ~10 km desittures that do not reach

the surface follows a powdaw distribution with an average powew exponent of ~3. These
fractures that do not reach tharface are confined to the bottom half of the model. The few

large fractures that get through to the top half of the medium tends to drain the fluid.

8.0 Discussion

Before a rock deforms, it first must be precededveyakening the rock whether by ssew

fluid overpressureBons et al., 2022; Mohr, 18RZFractures will begin to form only when the
shear strength of the rock is less or equal to that of the external force actingeemdr(et al.,
2007; Scholz, 2002; Goodman, 1991; Atkinson )9®Vithin the crust, an increase in fluid
overpressure may results from injection of fluid so that the high fluid pressure within the
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column may initiate or propagate an existing fractéent et al., 2022 This overpressure is

set to fall when the permealbylincreases due to fractures. It is suggested from the simulation
that, with time, after when these fractures (hydro) form,Rhfalls. From the onset, these
hydrofractures may not necessarily be large but may coalesce over time and that they may later

appear as one large fracture from a burst, (see Fig.5).

From the simulation(s), the initial mean overpressure rises in the system until a fracture
(probably large) is realised and then the pressure significantly falls but not to zefosThe
eventsobr eak may be considered Oballisticbd such
the geological time scal& hi s may be due t o -uphokpressyrsuntd més g
high enough to fracturdéfter the fracturing eventshe system reorganisese{forganised) at

some stage when there is continued increase fluid injection which eventually raises the pressure
again With time, the whole system gets to critical state and the process is reactivated. This
means that most of these hydrofractures hasalted at much earlier stage during the whole
dynamic process. Agaiburst events in the system are sporadic considering how these fractures
network develop over time. High incidence of fluctuations therefore, result from low diffusion
coefficient, i.e, low permeability with less fractures however few large fractures that could

drain the fluids.

With time, theaverage fluid overpressure in the system falls when fractures ffith.

increasing diffusion coefficienD, the hydrofracture frequency willsm decrease (Fig. 5; Table

2). Therefore, for hydrofractures to continue to form, the system must not be too permeable to
hinderthe builcu p of the fluid overpressure to be hi
lessens the fluctuation intensity. drefore, at a steady state, an elevated or constant fluid

pressure within the medium only makes 6one m

Considering how these fractures are induced hydraulically to extensivelyatirgk highD
(Dmo=0.2), thePs is not high enougho cause fracture, this translate that the medium is
permeable and flow is diffusional. Before a fracture event at I@weg the average pressure
increases linearly (Fig. 5a) from the base to the top of the model until an avalanche occur.
Irrespective dbwhere the fluid is introduced in the crustal column, fracture growth always is to
be from bottom to the top (considering a simple 2D medium). Thus, fluid released from
different levels within the crust get transported upwards when fractures link uingrezer

bigger fracturesions and van Milligen, 2001When hydrofractures begin to form, continued
fluid overpressure may sustain the growing hydrofractures, connect and link them. These
fractures may transport overpressured fluids from the sourcarthatipable of inducing more
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fracture propagation and even hydraulic brecciaffdnis means thdbr a hydrothermal fluid
working on rock to break down, a desirable critical fluid pressure in terms of the energy required
to carry out the fracturing is pEmount fAgue, 2014and references therein). The resultant
propagation of these fractures once formed reveal that fractures that are filled with a pressurized

fluid becomes strong enough to carry on with the propagation.

When fracture form, permeabilitydreases and subsequently, the pressure falls significantly
Fig.5, so that flow would be driven only by fractures. How fast these fluids (hydrothermal) flow
within the crust is directly linked to the rate of fracture growth and propagation i.e. these
fractures merge and get connected extensively to transport the pressure driven fluids from
source to sink (for exampleljckey et al. 201 Large fractures predominately drain the system
and thus reduck in the system. Hypothetically, after the formatiorngéirofractures, flow of

fluid may occur in batches and move upward very rapidly. As mentioned earlier, hydrofractures
that reach the surface are consistently large and greatly controls flow and mixing of fluids at
different levels of the medium. At muchalower levels, mixing of highemperature fluid

with meteoric or ambient fluid is possible as porosity is higher at this level. This means that
almost all carried elements are precipitated in this region. For example, brecciation at much
shallow depth ipossible, and as well traps fluids which may then initially be hotter than the
ambient temperature and can precipitate dissolved minerals upon cooling of the hot fluid (see
Bons et al. 2014

With focused flow, a hydrothermal fluid may ascent so fasttkieafiuids will not have enough

time to cool to ambient temperatures during as¢estiggesting that (i) precipitation (of
dissolved minerals) is largely controlled by the frequency and size of the large hydrofractures
that carry mineralized fluids to treurface from below (ii) this controls how fluids interact
(rummage) with the country rocks and or dissolving minerals to be carried along 2Bofis (
suggests that at ca. 0.1 ft,sa batch of fluid can ascend 10 km in about a day. In a real
geologicalsetting, a possible formation of these hydrothermal deposits, will result from a rapid
transport of large volumes of fluids which are under pressure from deep to shallow crustal
levels. However, upon reaching such shallower levels within the crust, itaesupe is expected

to fall to close to hydrostatic. Considering relation in mixing of fluids in hydrothermal ore
deposits e.g. that of Hidden Valley hydrothermal breccias and the Black forest district,
evidencebased inclusions suggest that flow from deegrces have carried significant minerals

to that level where mixing with meteoric water aided their precipitation. These are made
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possible by focused flow (in batches) when such fractures connect all the way from a km scale

to few metres at much shallownlevels.

At depth, an existing seal or an impermeable layer for example, can control the fluid
overpressure due to increase in fluids or thermal expansion in fluids in the adjacent rock strata
and subsequently cause a failure/fracture, (see Chapter3), Rihhere the fluid pressure is not
released, fractures grow extensively and the pattern may evolve dynamically resulting in a

complete brecciation hydrothermal breccia.

The development of a breccia (hydrothermal) is significantly connected to the ereeded

to do the disintegration (e.gVeisheit et al., 201)3as they significantly estimate how much
energy in terms of hydrothermal fluid, required to result in e.g. the Hidden Valley bréacias
fluid-assisted (hydrothermal) brecciation, fragmentsaagular and brecciation is typically
believed to follow newly created or pexisting fractures after the resistance of the rock
strength is overcome. These breccia formations may result from stages known to have started
as (i) veins/micro fractures, (ijucleation and growth of fractures and (iii) dilation of these
fractures resulting in weltonnected joints. Therefore, fluid assisted dilation consequently
results in hydrothermal breccia

For the clast size distribution, the most considerable andheaameter to measure on irregular
clast size is the area-(2) and the diameter {D) when there is an assumption of a projected
clast circularity Brittain, 200). Exception to this is in the dissolution breccias where the initial
process of breaking armdast size has been erased by the dissolution process, e.g. chemical

dissolution in dolomites.

When hydrofracturing result in breccidkere is thus a large range in clasts sizes resulting in
the largest clasts occupying a relatively large fraction etdtal volume see Fig. 3D. This is

in consistent with the observation that it is difficult to define the largest clast in a breccia
(hydrothermal) as they typically do not have clearly defined bounddragge clasts in
outcrops may be due to a shorteration of the hydrofracturing process. Once a clast is fully
surrounded by fluid, it would not further disintegrate. This is independent of their size, so large
clasts may be incorporated in the breccia and remain large. At Pozalagua like those in Hidden
Valley (Weisheit et al., 2013ahere is no evidence of-lecciation but possible reduction of
clasts sizes at some sections. Clasts fully surrounded by fluid may rotate and Whogleo

further allow the volume expansion that the overpressure gahsefacturing front would

expand resulting in more breccia formation.
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9.0 Conclusion of the thesis

The entire project focuses on the crustal scale fluid flow and fracture growth and tends to model
the flow and statistically analyse the resulting loykdermal breccias which results through
extensive fracturing and propagation. Fracturing (and/or hydrothermal brecciation) in rocks
provides a better understanding of fliuidck interactions, timacale of stress evolution and
crustal scale fluid flux. Thelynamic feedbacks between fluid flow, permeability and rock
failure, however, more complex to explain with a single phenomenon and remain challenging
tasks to resolve. Hydrothermal breccias, basically found in many geological settings and are
associated ith fluid circulations e.g. from Black forest and Pozalagua in Northern Spain. For
clarification, the nature of the breccia types is known from a number of factors by which they
are classified and categorized as proposed by some authors. Major mechérpsiyscal
brecciation that are distinct to the hydrothermal stgpe deposits: tectonic comminution,
fluid-assisted brecciation (hydraulic and critical), wear abrasion, dissolution (volume

reduction), impact, and collapse are commonly used.

A controlledsimulation is used to investigate fluid flow, fracture growth with pressure interplay
within the crust using a model that is analogous to the sandpile model which simulate flow in a
grid to monitor and record increments in fluid pressure, momentary digctimough the cells

to represent the fracturing and fluid escapemake fracture and subsequently brecciate rocks
hydrothermally, the fluid must achieve the level of fluid overpressure to at least equate the
lithostatic pressure within the crustal coin. The higher the permeability, the lower the
fracture intensity as fluid overpressure will never build up to be high enough to cause more rock
failure. That is, where permeability within the column becomes high enough to dissipate
pressure buildip, hydofractures get truncatetlydrofractures begin to appear at the level of

fluid insertion and develops instantaneously linkiqg to the top. Fractures and fluid
(hydrothermal) transport dynamics may thus explain the abundance of deep sourced fluid
inclusians and hydrofractures in much shallow levels in subsurface and that a rapidly ascending
hydrofracture will tap fluids from all levels of the infiltrated rock column and as well mix these
fluids during ascentEvidence of such processes are printed in ¢selting ore depositst

appears that regardless of where fluid is introduced within the medium, fractures always appears
to grow from bottom (below) to top (surface), welling much deeper fluids to the surface. Large
fractures stemmingrflrocrki mgl cwnwi tstha@iemd d r oo
explain why; (i) hydrothermal breccias with/without ore deposits are found at such levels within
the crust (ii) high permeability at such crustal levels where fracturing is truncated. With no
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effect of exernal forces e.g. tectonic activities, the extent and length of these hydrofractures
depend on factors such as the fluid flux, permeability, and the rock's mechanical properties
within the crust.

For hydrothermal breccias, their development comes apanse to extensive fracture growth
and propagation processsdholz, 199D and is considered as one of the most common
mechanisms of brecciation observed at all scdlemppears that even though hydrothermal
breccias have many striking similarities witiost forms of norsedimentary origin breccias
especially fault and collapse breccias, they are distinct in many f@iast size dimension
follow a powerlaw distribution with a mean-value of ~1.68, but powdaw exponents can
vary significantly, evenwithin a single setting. The lowm-values are consistent with a
hydrothermal origin of the studied breccidtshappened that a decreased slope/fit may not
necessarily conform to a powkaw fit when the breccia is dissoluional. That is when the
original dast size is eroded by fluid introduced later in the breccia outé&iogome sections

of the hydrothermal breccia, the irregular sobnded shape in a well cemented breccia slabs
suggest that sections of the emplaced breccia formed at the Pozalagyaregidted from

injection or recirculation of fluid after the initial breccias were formed.

10.0 Future perspectives

The study provides knowledge on bimodal flow of crustal fluid within the angshows how

fluid transport within the system controlsa¢ture dynamics. It suggests how large burst of
fluids within the crust are controlled mainly by few large hydrofractures and proposes that
regardless of where fluid is introduced within the crustal column, fractures always appear to
grow from bottom (b&w) to the surface, bringing deep fluids to the surface. It appears that
fracture size and breccia clasts size distribution follow a péavefit and the limit to the end

member s madependesrctad e

However, some questions still remain unanswekdéice many other numerical models, this
simulation is geared towards exploring fluid flow fracture dynamics in avedtl geological
system. The following are suggested for further investigation and upgrade:
1. To some extent, this simulation does not ehtidepict geofluids flow processes within
the crust in the sense that it oversimplifies subsurface flow processes and treat flow as

discrete. Thus, it suggests that an upscale simulation which would employ a 3D
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simulation be made to simulate flow in-d3it is only natural that flow of fluid (hydro)
must be continuous and not in grid as discrete.

2. Again, it does not consider the scaling dimensions from a 2D to a 3D simulation of the
subsurface in a reaborld. A conversion with an upcaled realistic bourdy conditions
is recommended. Specific boundary conditions are often unrealistic for real world, as
boundaries in the subsurface are influenced by geological structures, seals, aquifers, or
reservoirs, as well as explicit modelling of fluid properties.

3. The energy budget components (heat and potential energy due to compression). This
study does not consider the energy budget of the subsurface and proposes that future
study must include and model flow depicting the real energy flow within the crustal
column

This study thus, suggests that a more upgrade be made in the future investigation building on
the above stated parameters and suggestions. Once all main fluid and rock properties and
operating processes are implemented in-din&nsion, a more robust whel will better
represent the reaborld events.
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Abstract

KeywordsHydrothermal, breccia, tectonic, dissolution

Breccias are rocks composed of fragmentslasts of broken rock in a matrix of finer
clasts and/or cement of precipitated minerals. They form either by sedimentary, tectonic,
igneous and fluidlow processes, or a combination of thekpart from their significance
for fundamental research, brezsiare very important host rocks for ore deppsitsl can
alsobe zones of high permeability and theesve as potential aquifel®ne problem is that
it may be difficult to determine what the origin of breccia actually is, especially in terms of
thegendic and/or texturatlassification of tectonic, hydrothermal and dissolution breccias.
Improved definition of theliagnostic signature of the individual breccia types requires better
knowledge of the relationship between brecciation mechanisms, as whkiagenetic
associations and geological setting.

Here we analysed the clast size distribution of a numbgsorae hydrothermal breccias:
breccias associated with dolomitising fluid$?aizalagugNorth Spain), oreelated breccias
from the Black ForegtSouthwest Germany) and provide ways to estimate the total amount
of fluid required for the brecciation. Clast sizes in all cases tend to follow a {ewer
distribution, but powetaw exponents can vary significantly, even within a single setting.
We suggst that this may be due to the progressive disintegration of the rock, from just
dislodging clasts towardBoating and rotated clasts, which requires significant dilation

and/or dissolution.

43



Chapter 2

Introduction

Hydrothermal fluids are, by definition, fluidsatare hotter than the surrounding/country rocks
(Davies and Smith, 2006Their circulation within the crust is important for their associations
with many ore depositandrock alteration in the crust that are related to these fluids that can
transport dssolved elements towards these depobigse(et al. 1978; McKibben, 20p5The

giant Olympic Dam kbearing iron oxidecoppergold deposit in South Australia to abundant
small deposits in the German Black Forest (Schwarzwald) are prominent exatupless-

Davies et al., 2020Bons et al., 201/4Staude et al., 20)2In a crustal setting, rapid fluid
transport is required to maintain an elevated temperature compared to the host rock, which can
be achieved by fluid flow through fractures and faulisi{ibben, 2005; Bons et al., 20ahd

references therein).

At depths below a few kilometres the creation of fractures is achieved by hydrofracturing by
which fluid overpressure is the dominant factor in fracture creation, opening and propagation
(Fyfe et at., 978; Sachau et all, 201&0bbold & Rodrigues, 2007; Bons et al. 2022; Cox,
2005. Hydrofractures can rapidly propagate and merge with other fractures to efficiently move
fluids upwards\(Veertman, 1971; Bons and van Milligen, 2001; Bons, 20i/hen a frature

does not only propagate at its tip, but branches out in many directions, breccias are formed by
disintegration of the rock into many fragments or clasthiak, 1997; Weisheit et al. 20drd

the references therein). Hydrothermal ore deposits #edat@on zones typically show
brecciationFig.2 (Weisheit et al. 2013, Jébrak, 1997

Breccias can form in various ways, such as through sedimentation, igneous activity, meteorite
impact, tectonic diminution, collapse, or fluid overpressétireukla and Barma, 2018; Jébrak,

1997 Weisheit et al. 2013; Bons et al 2)1Fhese can be grouped into three broad categories:

() igneous, (ii) sedimentary, (iii) tectoni&liukla and Sharma, 201 &®refixes are commonly

used, such as volcanic, igneous, hydrothé&rrolaert, fault, impact and seismic breccias.
Igneous breccias are typically formed through volcanic processes and are composed primarily
of angular volcanic fragments in a figeained matrix Reynolds, 1928; Fisher, 1958; 1960;
Wright and Bowes, 193 Sedimentary breccias, as the name implies, are formed by various
sedimentary processedatkson, 1997 Tectonic breccias, the third category, are made of
angular fragmented clasts that are typically formed as a result of brittle rock fracturing and
disintggration as a result of tectonic stresses, such as caused by fault movement (Fault breccias;
Wise et al., 1984, Sibson, 1986; Reimold et al., 20l@pact breccias can be included in this
category, although the cause of elevated stress here is meteqatet imstead of tectonic
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processes. Dissolutional breccias are formed in the subsurface by fragmentation due to
downward movement of sedimentary strata into voids that are created by the dissolution of
underlying strata. This type of process is usuallgralmnation of both chemical and physical
processes Middleton, 1961; Stanton, 1966; Friedman, 1997; Kolodny et al., )2005
Hydrothermal breccias can be classified as a tectonic breSbigkiea and Sharma, 2018;
Phillips, 1972; Jebrak 1997; Scholz, 1990;bHert and Willis, 195)but is here treated as a
separate clasglébrak, 199) A distinguishing feature of a hydrothermal breccia is that the
fracturing processes is dominated by a high fluid pressure and not primarily by elevated
differential stresses @sthe case for fault and impact breccias. Hydrothermal breccias are often
associated with dissolution or alteration (e.g. dolomitization) of clasts as the arrival of hot fluids
creates a chemically active systebu(ies and Smith 2006Fluids may causdilation upon
entering the breccia zone, but also subsequent collapse when they leave the zone again, as was
envisaged by Weisheit et al(139 to cause mixing of clasts. Hydrothermal breccias may thus

share similarities with tectonic, dissolution, adlvas collapse breccias.

To distinguish hydrothermal breccias from other known types, the clast size morphology and
distribution can be used, in particular their fractal dimension, which is related to the
disintegration processes of the rock ma$sb(ak,1997. A number of studies therefore
measured the clasize distribution in breccias ¢rilleux et al. 2002; Barnett, 2004; Keulen et

al. 2007; Weisheit et al. 2013a hese studies concurred with Jébrak etl&97() that breccia

clast sizes typically siw a poweilaw distribution with small clasts more frequent than bigger

clasts. This distribution is often given in the cumulative form:

~

o Qi (1)

with N)the number of clasts larger or equal to sizzd n powerlaw exponent that is smaller
for hydrothermal breccias than for fault breccigsofak, 199) kis the number of clasts larger
or equal to the unit size. The subscripfers to the dimension in which the size is expressed,

with i=3 for volume, i=2 for crosssectional area, arid1 for diameter.

Instead of the cumulative size distribution (Eq. 1), one can also use the freqflency (
distribution, given by:

. — & @)

The advantage of using a frequency distribution is that it is not sensitive to sampling errors at
the upper end of the size range or potential variations in the exponent with size. A disadvantage

is that the frequency distribution is sensitive to the choice of bins.
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Although clasts are-8imensional objects, clast sizes are usually reported in the literature as
either diameter or area, not as volume. This hampers comparison between different studies. We
therefore discuss the conversion between different expressions of the size distributions. We
then present new clasize analyses of hydrothermal breccias from Pozolagua in NW Spain
(Swennen et al., 2012; Aranburu et al. 20aad the S\WWGerman Black Foit (Geyer and
Gwinner, 1986; Kalt et al., 2000; Staude et al., 30Btally, we present a model to explain

why the poweilaw exponent is smaller in hydrothermal, fipdessure induced, breccias than

in fault breccias.

Breccia clastsize distribution and clast shape

To create a breccia, a volume of coherent rock must basically be divided into multiple sub
volumes, the fragments or clasts, that remain internally coherent, but have lost coherence with
other clasts. Coherence may be restored subsequirdlygh cementationJfckson, 1997

The cause for loss of coherence between clasts under consideration here is fracturing, thus
excluding other processes, such as dissolution. A pamedistribution of clast sizes means

that the breccia is sedimilar in this respect such that the ratio of number of clasts of siné

§/10 is the same, irrespective of the valus. dfhis again implies that there is no characteristic
length scale in the brecciation process. The MobulombGriffith theory for brittlefailure

has no characteristic length scale, as the parameters are stresses, fluid pressure and the material
properties tensional strength, cohesion, and internal angle of fri€tiors (et al. 2022; Royer,

2014; Terzaghi, 1943; Hubbert, 1951; and Secd@5)LThe theory has proven to be successful

in predicting when a fracture will form and in which orientation, but not where it will form or
what size the fracture has. Considering this, a pdaverclastsize distribution is to be

expected, at least withancertain range.

The lower end of the powdsw range is typically the grain size. It is at this length scale where
brittle-failure properties change from those of a rock to that of the individual minerals that
constitute the grains. The uppermost enthefrange is controlled by the size of the breccia, as
the largest clast must simply be smaller than the whole breccia. The-laswenge can thus

be large, as was shown by Weisheit et 201Q who showed a continuous powaw range

for clasts from € mn? to about 1 krfiin area in the 10 kAHidden Valley Breccia in South

Australia.
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Relationship between powedaw exponent and dimension

Rocks are 3limensional and we therefore start the analysis of the relationship between the
powerlaw exponent andhe dimension in which clast sizes are measured with the-three
dimensional casenf) as a reference. A low value of means that the second largest clast is
much smaller than the largest clast compared to a high vahsdrg. 1). This means that for

a smalins value a relatively large proportion of the breccia volume is occupied by the largest
clasts. For a larges value the largest clasts only occupy a relatively small fraction of the total

breccia volume.

U BERE’. ®

#1 #3 #4 #5 #10
Figurel. Relative sizes of the five lgest and 10largest clasts as a function of the povaay

exponenns, fornz = 0.5, 1, and 3.
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A problem with the practical measurement of clast sizes and their distribution is that we
normally do not have a-8imensional view of the clasts, but instagpically a 2dimensional
outcrop surface that intersects the breccia and its clasts. The area of the intersection of a clast
and an arbitrary erosion surface depends on its shape and where it is intersected. Using a shape
factor a, we can approximate eéhaverage intersection argeas a function of clast volunse
with:

i I (3)

The frequency of crossectional areas is:

Q o i = 4)
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Proportionality is used here, as we are only concerned with the f@mwexponent. This way

the poorly constrained constants, such as shape factors drop out. We must also consider that a
small clast has a smaller chance to intetrtige erosion surface than a large clast. The chance

P is proportional to the mean diameggiof a clast, which in turn depends on the shape of the
clasts that can again be approximated with a shape factor. The frequency of exposddzrlasts (

with area s is now:

Qe 0 | 65 Qe { T { — & { — - (5)

From this we can integrate to obtain the nuni¥erof clasts with an area larger thanthat

are expsed in an outcrop:

O { — ~ (6)

Jébrak {997), used the diametesy] of clasts as the measure of their size. We can use the same
procedure and assumptions as above to derive thelioremsional fequency(sy) and
cumulative frequencyN'sy) distribution in outcrop surface.

Qe O i 60 Q6 i i A (7)
and UOe @ i (6)

Table 1 summarises the conversion equations for different gawesxponents derived in one

or two dimensions to the volumetnig for the cumulative clastolume distribution. Jébrak

(1997 used the powelaw exponentrf,) of the cumulative particldiameter ¢1) as an indicator

of the amount of energy that was introduced into the system. He found thana(te®) for
fluid-assisted brecciation and valuesa®3 f or wear abrasion and
correspond to the cumulative volumetni(Eq. 1) of ~1 and 1.33, respectively. Weisheit et al.

(2013 obtained an exponent okd 1 f or t he cumul ative distrit
hydrothermal Hidden Vadly breccia. From this we derive a volumemd 1 f or t he Hi

Valley breccia.
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Table 1: Conversion of the powdaw exponent for clast area and diameter distributions to the
volumetric exponenmts, including examples from the literature and this gtud

Measurement | Distribution Volumetricns | Reference Derived volumetrias
Cumulative
Trueareal ¢ 6 | ~ & -
Areain .
. 5 o - - £ - - Weisheit et al. (2013 3 0 ¢
section| V& ° ! (2013) P P
fluid assisted:
Diameter in| , ) , € ¢%¢ p
section| 5% ° ! € o Jébrak (1997) wear abrasion, shear:
£ 00 ¢ -
Frequency
Truearea @ o | -~ & -
Area in ‘ This study, Pozalagua | P € ¢°- & p
K », 9 ’ - - E _ —_
section| @ ° | Teufelsgrund ;¢ pmo: <
Dlamete_r in o 6 : B
section

Geological Setting

This study, focuses on two areas of known hydrothermal breccia bodies on which clast size

statistics were measured.

Pozalaguai Northern Spain

The Pozalagua area is locatedhe northern part of Castitleeon, west of Bilbao, in northern

Spain and comprises the landward part of the Cantabrian Ranges. The locality is characterised
by intracontinental rift basins that formed from transtensional movements along predominantly
north-west to soutfeast faults superimposed on Hercynian structural trétais {988; Garcta
Mondejar et al., 1996and have been filled with terrigeneous and evaporitic sedimentary
sequencesdurnelle, 198} A thick prism of sediments, up to 7 km, acwlated during the
Aptiani Albian within the basinal settinggy{fmenhauser et al., 199Gamara, 1997

The Soutkeastward Iberia drift along NVSE faults with strikeslip motion €.g. Sibuet et al.,

2009 caused Basque Cantabrian Basin (BCB) partitiomitg highs and lows with shallow
marine carbonate and deeper marine terrigenous sedimentation, respectively. At a later period,
(Lower Oligocene), the continuing convergence of Iberia with Europe resulted in a westward
propagation of the Pyrenean deformoatfront into the Cantabrian region. Ti®zalagua
Quarry area predominantly showcase dolomitic (dady) limestone of recrystallized

bioclastic to intraclastic wackestones to mudstoBesomitization in the basin, likely begun
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during the Jurassic ped, and was associated with extensional tectonics and the circulation of
magnesiunrich fluids. Later events of dolomitization occurred during the Cretaceous and
Cenozoic times, linked to both continued extensional tectonics and later compressional phases
of the Pyrenean orogeng\(ennen et al., 20).2Karst cavities within the localised setting and
probably the development of the Pozalagua Fault system may have aided the subsequent
development of the hydrothermal karst, i.e. a series of fracturing, disseoloorrosion and
cementation events observed in the area. This sequence of events also characterizes the
emplacement of the dolomites embedded in limestBmeinen et al., 2012; Aranburu et al.
2002. The carbonates in the Pozalagua quarry show theéupt® of various fluid pulses
expelled along the Pozalagua Fault systémvgnnen et al. 2012; Immenhauser et al., 1999;
Camara, 1997

Black forest - Germany

The Black forest in SoutiWest Germany forms part of the European Variscan baser@nt (

et al, 2000, and consists of mostly granites and gneisses unconformably overlain bgma-1.5

thick succession of Permiafriassic to Jurassic clastic sediments and carbonatege( and
Gwinner, 1986 Staude et al., 2009The metamorphic rocks which form albeu50% of the
exposed Schwarzwald basement were intruded between ca. 335 and 315 Ma by post collisional
granites {odt 1976; Altherr et al. 2006{ann et al. 2003and is covered by these partly eroded
Palaeozoic and Mesozoic sedimentary sequeBegdr ad Gwinner, 201land references
therein). Middle Triassic to Jurassic carbonates and evaporites were preceded by the
sedimentary successions with Permian and Lower Triassic redbegs @nd Gwinner, 1936

The Black Forest area is marked by periodsydrbthermal vein formation within the basement

and its overlying strata that produced over 400 known hydrothermal ore deptsitse( al.,

1957; Bliedtner and Martin, 1986; Schwinn and Markl, 2005; Markl et al., 2006; Schwinn et
al., 2006; Baatartsogt at., 2007; Staude et al., 2007These hydrothermal veins were formed

over a time period from ca. ~300 Ma to the presemdaff( et al., 2009aand have been
classified into late/ariscan quartz veins, pe¥fariscan Jurassic and Paleogene Upper
Rhinegralen (URG) riftrelated baritéfluorite-dominated deposits. Five of such major
hydrothermal deposits have been described extensively by Walterastla). Exhumation of

the area since the late Cretaceous was strongly asymniaip€ §nd Nitsch 2008; Geyand
Gwinner 201). Later, the tectonic (partial) subsidence during the Paleogene caused the whole
succession to be exposed from the Jurassic in the east down to about 2 km below the
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unconformity in the southwesE(aude et al. 2009Propagation of hydtbermal fluids was
triggered during these times of high sedimentation rates which is said to have been driven by
the subsidence of the basiigude et al. 2009Typically, deposits at the Black Forest exhibit
fracturehosted veins with breccias that iodie a recurring fracturing processes and
mineralization with no known significant tectonic and or fault activity at the time of ore
formation, as the deposits lack evidence of any tectonic movements along the f{&ttures

et al., 201Zand referencetherein).

Materials and Method

We analysed the clast size distribution ofhlydrothermal breccia &ozalagugNorth Spain),

and breccias from the Black forest (Schwarzwald), Southwest Gerri&ege breccias
samples from Pozalagua quarry are dolamatid resulted from the dolomitization of the host
limestone. Photographs of flat or approximately flat breccia surfaces on outcrops were used as
the base for the clast area analyses. Clasts outlines were drawn manually, making sure that the
outlines do nbintersect. This is to avoid that two adjacent clasts are considered one single clast.
Clasts that were truncated by the edge of the image were excluded from the analysis. The
"Analyse particles" option of ImageRdsband, 1992021 was then used to deteine the area

of each clast in the images. The sample imBgmlike A, C andD shows altered dolomite
breccia. Clasts look elongated and less angular with respect to the other samples and are seen
entirely surrounded by fine matrix erasing all eviderfaiglodging from larger lasts as appears

in e.g.A, CandD. The original clasts are altered by circulation fluid that probably were not the

original fluid that disintegrated the rock.

Without any further processing, clast areas can be visualized aserewmnulative plots of
number of clasts equal or greater in area than a certain clasiNarg@a@ainst that area).
Measured clast areas ranged from < ~ 2o 2000 cn? but for sampléE (Teufelsgrund) the

unit measure is in pixel. In the sampled analysed, the parameter used were tseatiosal

surface (2D). Raw data are shown asdtency plots (Eq. 2) in Figh. The problem with
cumulative plots is that deviations from a powaes distribution at the large end of the clast

size range propagate through the whole data set. It is therefore preferred to use frequency plots
(Fig. 5). This, however, raises the problem of binning. We use a MATLAB script that uses

dynamic binning to ensure that each bin has at least 10 clast areas and is not smaller than 0.005
CcITe.
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A second problem is that the smallest clast sizes are inevitably undezrépdeas clasts are at

the limit of image resolution. At the other end of the spectrum, large clasts may also be
underrepresented due to bias in taking images (you do not want an image with only one clast)
or clasts that are not fully within the image. Tdfere, frequency data at both the very least and

high end of the size spectrum is excluded.

A powerfit for clast size (area) distribution results when the number of dlastrequency),

is plotted against the arean a log log plot(clast size disibutions of all samples were fitted

by equatior2 (Marone and Scholz 1989; Perfect 1997, Weisheit et al.,)2@¥8ust be noted
however thathe extreme ends of the powaw fit made of the smallest (grain) and largest

clast sizes tend to influenceetburve significantly i.e. extreme upper end (small clasts) flattens

the curve where larger clast sizes increase the slope. The output data on clast dimensions
measured include diameter, area, circularity, and sphericity (ellipticity) of clasts for each
sanple but here, we used clast area for our analysis. All clast size distribution data is presented
in (Table2).

Table 2 Summary of the data sets for the clast area distribution.

File name No. of Minimum clast Maximum clast area n;-value Range (.-
clasts area (cr) (cn?) value
Sample E (in px)

A 682 0.001 84.2765 1.45 -1.50 / -1.32

B 644 0.0011 46.7475 2.01 -2.18 |/ -1.81

C 615 0.0023 469.0781 1.58 -1.68 / -1.38

D 804 0.0005 148.8318 1.67 -1.83 /-1.68

E 1678 1 174665 1.54 -1.57 /[ -1.51
(Teufelsgrund)
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Figure 2. Field photographs of a hydrothermal breccia fromRbealagua areanalysed in this study.

Image A, B, and D, are typical evidencekabwn hydrothermal breccia with no evidence of alteration

and B beingecognised as dissolution breccia i.e. the emplaced body has been altered due to erosion by
circulating fluids after the original emplacement.

Result and Discussion

Figure 3, showshie apparent clast size (area) dimension delineated from the breccia clasts
samples from Fig. 2 respectively. The result for the frequency flgi$ &nd the cumulative
frequency plot for the 2D data set is presented in Fi§h&.total data points faach sample
for the i which we used to compute for thevalues §eeAppendix 1) is with a set range at
95% minimum and maximum of all the data set. From the binned data points, the etteeme
very small and the largest clasts, making up 5% is exdlukledetermining then-values
(exponents). The cumulative frequency plots of the breccia clasts conform telpawwehnich
connotes the form in equation (1). The slope of the straight line in tHedagglots (Fig.5)
represents the powdaw exponentsy (e.g.Sammis et al, 1987, Otsuki, 199Fhe poweraw
exponents (the-values) for the analysed samples resulted apparentlyatues, ~1.45, ~2.01,
~1.58, ~1.67 and ~1.54 f&;, B, C, D andE (TG) respectively. The corresponding volumetric
nzvalues sed to determine the 1s the average for simplicity. When we consider the individual

samples, we realize th& has relatively higher power exponeni(2. 01) even thou
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clasts range is comparable smaller. In general,sthaues for the exponé&ndo not go beyond

the threshold of ~2 for fluid assisted brecciation when we consider what Jébpak) (

proposed. In summary, data value fofar the poweflaw exponents is averaging around ~1.68
excluding that ofE (Teufelsgrund) is used in arrivingt 1<nO 2 . For the bre
Teufelsgrund, samplE, we obtained anznvalue of 1.54 which is as well close to that of the

dolomitic hydrothermal breccias in Pozalagua.

Figure 3. Analysed breccia clasts from the field image samples A, B, C, and D, withl atsirowing
a typical hydrothermally brecciated rocks and little or no alteration in situ. Sample b h@hewer
altered and revorked (rounded) clasts by fluid after emplacement

Now, let consider the individuatvalues for the nof each sample tthe s for the volumetric

size analysis surmised rable 1.Computed pvalues from mequate to ~0.63, ~1.01, ~0.72,

~0.78 and ~0.69 from to E respectively. This show that averagely, thB $olume for the

clast sizes is less than 1€d) (Fig.1). Ths shows that proportionate change in volumg {n

from largest clast to the next largest, is about same with respect to volume change (see Figure
1). For sample B, the;¥ nz of ~1.01 lies iRbetweenpd 0. 5 and 3 in Fig. 1.

change (g) is not as large as in the case of lowevalues. Thaat a lower exponent, (lows-
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valug, there is proportionately large volume change from the largest clasts to the second largest
clasts (Fig.1) and tlhahe smaller clasts occupy a small section of thelevbreccia with the
largest clast about as large as the whole breccia. In consonance with débrair{d Weisheit

et al. 013, our low n» values respectively correspond to their volumetric change and confirms

these breccias in Pozalagua have restitted fluid-assisted brecciation.

InFig.2A,a continued dislodged clast from the me
continued brecciation process is evident such that these breccia clasts further result in complete
fluidized fracture network e.dig. 2C and 2D. In an occasion where there may be a repeating
process from the onset of brecciation to the truncation or cessation of the whole process, there
could be what is termed as-Ioeecciation in some outcrops which is absent here in our case.

From the breccia samples, trend in breaking shows that, dislodged clast from the main block

are prominent e.g. in A, giving a clue of movement (showing pattern) from the immediate clast

they are separated from.

One major diagnostic signatures of such hydmotiaé breccia units are the presence of angular
fragments predominantly larger than 0.00%*émarea Shukla and Sharma, 20j18ver the
entire area. Ifrig.3Bhowever, these underlying typical hydrothermal breccia characteristics is
not clearly seen but ges much similarity in clast distribution for dissolution breccia
(Stanton,196p erasing every evidence of a fluid assisted process as such bréccias
hydrothermal, develop early through vein formation as the process of fracture growth is
triggered Shuklaand Sharma, 2018gbrak, 1997, Scholz, 1900

Dissolution breccia are commonly associated with carbonate rocks, formed when the clasts are
subjected to erosion as dissolution of rock surface by fluids, result in the collapse and potential
infilling, leading to a breccia rock structure often found in carbonate and hydrothermal settings
(intrusive settings). Here, clasts are reduced from its original sizes due to the peripheral erosion.
The effect on the powdaw exponent is that, the powfir is significantly shifted to the left

(reducedh-valug even with small amount of clasts volume change, &ig
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Effect of dissolution

10

1

0.1 1 10 100 1000
clast size

® volume after dissol original volume

Figure 4. Effect of dissolution on the cumulative volume distribution. Orange is for 1000 clasts with
volumes between 1 and 1000 and an expangrit. Assuming a cubic shape, when 0.5 is removed from
the size of each clast (S¥§f and then calculated the new volume after dissolution: V-&:%8. You

see that the distribution is not exactly powaxr anymore and the slope decreases.

This may resltiin a decreased slope that may not be a pdawefrfit with the distribution after

all. In Fig.4for example, when we consider a-@uit volume reduction of all data points (1000

in this regard), it showed that thevalue decreases, resulting in a dasezl slope which does

not inherently follow a powelaw fit. Now, when we consider our sample/fig. 2B, there is
indication of clast alterations which may not necessarily be termed a dissolution because the
powerlaw exponent appears to be even larger thanother samples resulting in steeper fit
(slope) when we consider the volumetrioralue of 2.01. Sample B from our analysis cannot

be concluded as a dissolution breccia base on only physical appearance. Howenay, not

be wrong other than statisticanalysis proving otherwise where the evidence is handy for
sample B. For instance, the dolomitic breccia clasts seem reworked by fluid which may have
contributed to the dissolution of the clast to its current clasts size. This process has resulted in
ami xture of these 6équasi a n gmaihed mdirix./ariatisns s ¢ e Ir

in the slope, thus, is a function of a proportional change in the clast sizes.
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Figure 5. Results of clasts size analyses of the field sampled breccias présentegog plot. Number

of breccia clastf() is plotted against area)( the size of the breccia distributiddlope of the straight sections

in these logarithmic plots is the fractal dimension. Mwmensiorindicates the degree of roundness
or argularity of the breccia clastéll analyses combined give a fractal dimension averaging as n~1.5
for the hydrothermal breccias A, B, C, D and E.

Again, development of a breccia (hydrothermal) is significantly connected to the total fluid
volume neededo drive the disintegration (e.gVeisheit et al., 2013,as they significantly
estimated how much in terms of hydrothermal fluid, required to result in the Hidden Valley
breccias. In fluidassisted (hydrothermal) brecciation e.g..Eigragments are an¢ar and
brecciation is typically believed to follow newly created or-exesting fractures after the
resistance (of the rock) strength is overcome. These breccia formations may result from stages

known to have started as (i) veins/micro fractures, (igleation and growth of fractures and
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(i) dilation of these fractures resulting in welbnnected joints. Fluid assisted dilation (mobile

hydrofractures) consequently results in hydrothermal breccia

For the analysis of the clast size distribution, thestrconsiderable and easy parameter to
measure on irregular clast size is the are®)(&and the diameter {D) when there is an
assumption of a projected clast circularByi(tain, 200). Exception to this is in the dissolution
breccias where the initi@rocess of breaking and clast size has been erased by the dissolution

process, e.g. chemical dissolution in dolomites.

There is thus a large range in clasts sizes resulting in the largest clasts occupying a relatively
large fraction of the total volumes fig. 2D/3D. This is in consistent with the observation that

it is difficult to define the largest clast in a breccia (hydrothermal) as they typically do not have
clearly defined boundarietarge clasts in outcrops may be due to a shorter duratioreof th
brecciation process. If a hydrothermal breccia forms by a pulse of fluid (pressure energy) input,
brecciation would start from a point or plane and gradually extends its fractures outwards. Once
a clast is fully surrounded by fluid, it would not furtltksintegrate. This is independent of their

size, so large clasts may be incorporated in the breccia and remain large. At Pozalagua like
those in Hidden Valley\Weisheit et al., 2013ave see no Herecciation but dissolutions at

some sections. Clasts fulbgrrounded by fluid may rotate and mingle. Thus, to further allow

the volume expansion that the overpressure causes, the fracturing front would expand resulting

in more breccia formation.

Other than the matrix composition, texture, mineralization andbgeal settings, breccia
produced by tectonic processes is also distinguishable from fluid assisted brecoivalith
varying significantly (larger than fluid assisted brecciation) compared to hydrothermally
brecciated rocks (sektbrak, 199y

Conclusion

Development of hydrothermal breccia comes as a response to extensive fracture growth and
propagation, a process considered as one of the most common mechanisms of brecciation that

is observed at all scales. Analysed clast distributions of brecatas¢tknow are hydrothermal

and their distribution follows a powdaw fit. We find that they have»>-values in the range of

~1 to ~2, translating tos between ~1/3 and ~1. In JébrakiS97) classification, the boundary

in his fractal dimensionisbetmee 2 and 3, whingOh 4t/r3an sTlhaet € s ntdd 1

study confirm this, as all breccias hawgl1. Dissolution breccias may not be povawr, so

58



Chapter 2

the apparenn-value may be larger than for dissolutifvee hydrothermal breccias. We
establishd that a decreased slope may not necessarily conform to a-jgowét when the
breccia is dissolutional. That is when the original clast size is eroded by fluid introduced later

in the outcrop.
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Abstract

Fluids (O + CQ) that flow through the Earth's crust are major transporters of
dissolved elements, such as Mg, Na, Ca, Fe, Ba, as well as more precious elements, such as Pb,
Zn, Cu, Co, Ag and Au. Fluids can also carry significant amounts of heat. Hydrothermal fluids
are, by definition, fluids that are hotter than the surroundingsrand are associated with many
ore deposits, for example the huge Olympic Darhddring iron oxidecoppergold (I0OCG)
deposit in South Australia and the abundant small deposits in the German Schwarzwald.
Hydrothermal fluids are furthermore often involved the process of dolomitization.
Hydrothermal dolomites are often associated with Mississippi \iiies hydrothermal REn
deposits.

This research discusses the flow regime, fracture initiation and growth in rocks and
place emphasisn fluid-assistedracturing and suggest ways in estimating the amount of fluid
(pressure/energy) needed to cause or initiate a hydrofracture anehdtisted fracture
dynamics and estimas®urces of fluid (hydrothermal) that is released at depth by for example
dehydratim reactions, exhumation or changes in the tectonic stress\Weldurther show that
fracture growth varies significantly and that deep sourced fluid mixing is possible with well
connected fractures. Finally, as the formation of hydrofractures can diotaleeffective
permeability, intensive fracturing can lead to brecciation and mineral precipitation at much
shallower levels as possible hydrofractures aid in transporting deep sourced fluid to the near
surface

We use numerical modelling of hydrotheinfiaid flow in a rigid matrix to simulate
hydrothermal fluid transport and fracture growth, which constrains the minimum amount of
pressure/energy the ascending fluids must prodactures begin to form (rock failure) at
some stage when there is congd increasing fluid pressutdnstable states that could lead to
brecciation at much shallower levels are only reached at high fluid escape rates through large
hydrofractures.Fractures and (hydrothermal) fluid transport dynamics may explain the
abundancef deep sourced fluid inclusions and hydrofractures in much shallow levels in the
subsurface.
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Chapter 3

1.0 Introduction

Fluids (O £ CQ) that flow through the Earth's crust are major transporters of dissolved
elements, such as Mg, Na, Ca, Fe, Ba, as well as precious elements, such as Pb, Zn, Cu,

Co, Ag and Au. Such fluids can also carry significant amounts of Beatifia & Srivastava,

2014, Heinrich & Candela, 20L4When such fluids have a relatively high temperature
compared to the surrounding rock, gmedominantly agueous and contain such various
dissolved substanceRifajno, 2013Morishita, & Hammond, 2024; Skinner, 197they are

known as hydrothermal fluidBy definition, hydrothermal fluids are fluids that carry heat and

are hotter than the sounding rocksi{orton, 1984; Ague, 20)4Such fluids acquire their heat
through known geological processes, mostly by igneous activities and including the heating of
groundwater by hot rockgirajno, 2009 Hanson, 1996 When fluids, such as seawater or
meteoric water (infiltrating surface water into the crust), come into contact with hot rock near

a magma chamber, they are rapidly heated. Ag
crust along fractures, faults, or permeable rock layers, theueter hotter conditions, heating

up as they descend (geothermal heating). This is a prevalent, passive mechanism of heating.
Metamorphism and convective circulation also serve as sources of heat, as fluids are repeatedly
exposed to high temperatures wttkay circulate within the crusP(rajno, 2009Ranalli &

Rybach, 2005Hanson, 1995; Fournier, 1989, Lybach, 1981

Some importance attached to these hydrothermal fluids are the many ore deposits which formed
through fluid flow within the crust, from éhhuge Olympic Dam bearing iron oxidecopper

gold (I0CG) deposit in South Australia to abundant small deposits in the German Black forest
(Staude et al. 2009; Pollard, 2Q008lydrothermal fluids are often involved in the process of
dolomitization, wherealcite in limestones is converted to dolomifefsar et al., 2023; Sibley

and Gregg, 1987 Furthermorea major contribution of geofluids within the subsurface is in

the creation of extensional hydrofractur&pé¢nce and Turcotte, 1985; Dahm, 2000; Bons
2001; Bons et al., 2032This happens when the elevated fluid presdedesqiuals or exceeds

the overburden pressur@ OJrock - g - Z (i.e. tensional strength of the rock, wjthc the
average density of the rocks in the columnhe gravitationhacceleration, and the depth),
causing fractures to form and propagatel{bert and Willis 1957; Sibson, 1981; Bons et al.,
2014). Such fractures are termed hydrofractures ees et al., 2022 and the references
thereir). In the absence of tectonicrées that initiate and grow fractures, (significant) fluid
overpressure seems to be the only means to cause and grow fractures within the crust. Such

fractures usually start on the miesoale level and develop with significant dilation by
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propagation athte tips (Pollard and Aydin, 1988Anderson and Anderson, 1993NVhen
fractures grow large enough and connect with each other extensively, breccias may form. They
are termed hydrothermal breccias because fluids of such nature have initiated and/or caused
their formation Ehukla and Sharma, 2018, Weisheit et al., 20&Brak, 199/

Over the years, a number of researchers modelled crustal fluid flow and associated dynamics
in fracture formationde Riese et al. 2020, Cao et al., 2018, Kraaijeveld et dl3, 20/chytil

& Horii, 1998). Though flow within the crust is a complex phenomenon even within different
geological setting, a simple flow model esgndpile modegBak et al. 1988 has been used to
simulate how flow and fractures occur within a poroudimeGiven the vast number of
different geological environments in which fluids evolve in space, time and physicochemical
properties, such a model review is necessary thnd, have seen some adaptation and
modification to simulate fluid flow and fractudynamics within the crust (see Riese et al.

2020; Bons & van Milligen 2001 and Miller & Nur 2000

Despite advances made in the knowledge of fluid flow and hydrofracture dynamics within the
crust, questions remain: (i) how do large hydrofractures sfnamu the base all through to the
surface with circulating fluid within the fractured rock column?, (ii) what is the mechanism in
fracture dynamics, transport and mixing of deep sourced hydrothermal and meteoric fluids at
much shallower levels?jii) What induces extensive fracturing to cause brecciation in
hydrothermal deposits which suggest a transition in flow and fracture dyndiiiesshall &

Oliver 2009, and (iv) how do permeability and fluid pressure variations affect the development,
distribution and linking of hydrofractures? De Riese et&DZ0) us a modified sandpile model

to explore the effect of the relative contributions of Darcian porous flow and flow through
hydrofractures on crustakale fluid flow. They proposed that this is achietredugh varying

the fluid pressure diffusivity, as a function of permeability, with a constant fluid flux and
assume fluid transport through the crust as a bimodal transport system.

We use simulations analogous to the sandpile madad €t al., 198Bto simulate and discuss

the flow regime, fracture initiation and growth path in rocks. This model is a-bpitsh that

of de Riese et al2020. However, this model set the system to have a variability of flux within

the medium contrary to that of de Rietal. 020.

This paper highlights fluiéssisted fractures and suggests ways in estimating the amount of
fluid pressure/energy necessary to cause or initiate a hydrofracture and fracture dynamics. We
further show that fracture growth varies signifitaand deep sourced fluid mixing is possible
regardless of the level and distribution of the fluid source as hydrofractures aid in transporting
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deep sourced fluid to the near surface. Finally, as the formation of hydrofractures can dictate
local effectivepermeability, we present a model that shows that excessive fracturing can lead

to brecciation and mineral precipitation at much shallower levels within the crust.

2.0 Crustal fluid Source

Fluids are common within the crushgebritsen and Manning, 201Mhgebritsen et al., 2006;
Ague, 2003; Cathles, 1981; Fyfe et al., 1p7Bheir presence is evident, for example from
hydrothermal reservoirs and ore depositsue and Rudnick, 2003The main three sources or
reservoirs of fluid in deeper levels of tleust are (i) pore fluid, (2) fluid released by
devolatilization reactions, and (3) fluid released by igneous activity. -kll&d porosity of
0.51% may exist down to almost 10 km depth, even in metamorphic/metaigneous rocks, as
was observed in the Canéntal Deep Drilling project (KTBEmmermann & Lauterjung,
1997. Although the amount of pore fluid in a lgvorosity rock volume is limited, fluid
circulation may greatly enhance the total flux of fluid passing through raase( 2014;
Yardley and Bodar 2014;Ague and Rudnick, 2003; Oliver, 199@&s opposed to this, fluids
released by devolatilization of.B-bearing minerals or crystalizing magma provide 'single

pass' fluid flow events, which significantly reduces the total fluid budget.

Much work hadeen devoted to determining fluid sources and their (relative) reservoir volumes
by considering the "budgets" of major/trace elements, isotopes, halogend,aetitey( and
Bodnar, 2014 Ague, 2014,and the references thereimjor instance, Staude et 2009
estimate the required volume of fluid to produce the Jurassic deposits in the Black Forest (Black
forest) at ca ~12 k#nwhile modelled calculations showed that-2Bkn? could have been
released due to decompression. In the Hidden Valley, similafeisheit et al. 013 suggest

that at least ~20 kfnof fluid is required in the Hidden Valley metpaecciation in South
Australia and discussed the various fluid sources that may have contributed to this volume, such
as ~ 821 kn? from biotite dehydrion and/or ~ 510 kn?® by decompression.

2.1 Fluid Flow within the crust

Fluids flow down hydraulic head gradients. When fluids are sourced at depth, they mainly flow
upwards. Fluids that ascend from the source cool and decompress during ascent, which ma
|l ead to precipitation of minerals. Flow is of

and the presence of open pathways, i.e., fractures. There are two basic types of fluid flow:
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) Fracture or focused flowfluid move through weldefined factures, or faults in the
crust, where permeability is much higher. Here, flow is typically fast and localized
(Fyfe et al, 1978, Cathles, 1990; Ingebritsen & Manning, 2010

(i) diffuse flowi advective fluid flow down gradients in hydraulic head controligd
the permeability of the rock according to Darcy's law. That is, flow rate is
proportional to the gradients in hydraulic head and the permeability of the material.
Darcian flow can be termed 'diffusive’, not because the fluid diffuses, but because
the ewlution of the fluidpressure field can be described as diffusive. For diffusive
or pervasive flow, fluids move slowly through the interconnected pore spaces of

rocks.

At depth fluid pressure in the crust increases from hydrostatic to close to lith@stetie
permeability decreases with depthgebritsen & Gleeson, 2016igebritsen & Manning, 2010;
Ingebritsen et al., 2006

2.2 Crustal fluid and hydrofractures

Fluid pressure reduces the effective stresses in rdeksgghi, 1923Bons et al. 202Pand

may therefore enable fractures to form at low or zero differential stress. To create a
hydrofracture by fluid pressure onlthe fluid pressure must exceed the minimum principal
stress and thtensile strengtlof the rock. But in the absence of flyidessurethe effective
normal stress and the shear stress acting on a plane in the rock must reach the failure criterion
to cause a fracturgiobbs & Ord, 2022Bons et al, 202R These fractures begin initially as
microcracks that link up or coalescegating fractures in a stepwise fashion to facilitate fluid
flow (Bons and van Milligen, 20010nly at shallow depths (up to a few km at the most) can
extensional fractures form mainly due to tectonic stressedsriundsson, 2011; Bons et el.
2022. This means that extensional fractures below a few kilometres depth are almost always
the result of elevated fluid pressure, i.e., hydrofractute®ljold & Rodrigues, 200Bibson,
2000a; Gudmundsson, 2011; Bons et el. 2022 and the reference9therein

2.2 Theinteraction between porous flow and hydrofractures

A crucial difference between porosity and fractures as fluid pathways is that open fractures are
not permanent structures. Instead, they only form when fluid pressure is sufficiently high and
they may abse again, either by mechanical closure or by clogging the fracture space with new

grown minerals, forming vein&kémsay 1980; Bons et al., 201@pening a fracture suddenly
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creates a very high, but local and temporary, permeability. This allows faatisport of a
‘batch’ of fluid. Bons and van MilligerzQ01) invoked the analogy with the sandpile model of
Bak et al. {989 where an avalanche of sand from the pile (a punctual transport event) would
be analogous to a fluid transport event through nesggned hydrofractures. Once these
hydrofractures have transported the fluid that induced the high fluid pressure, they close. Bons
and van Milligen 200]) presented a orgimensional numerical model and showed that it
produced the same rich dynamics asgaedpile model, indicating that the system reaches a
selforganised critical (SOC) state. De Riese eal2() extended the model to two dimensions

and investigated the transition from pure porous flow towards flows mostly through
hydrofractures. Thisystem is analogous to the modified sandpile modebdrichez et al.
(2007). In this sandpile model the local height of the sandpile is modified by diffusion
(analogous to porous flow) and avalanches are induced when the local slope reaches a threshold
(hydrofracture flow). De Riese et ak{20 achieved this in a model where fluid was entering

at the base of the model at a constant rate (with noise). The resulting fluid pressure would
diffuse upwards with a diffusion rate directly related to the permeabilithe system. The
smaller the permeability, and hence the presdiffesion coefficient, the steeper the fluid
pressure gradient must be to dissipate the imposed fluid flux. Hydrofractures were induced in
the model when the fluid pressure reachedlithestatic pressure, allowing for sudden and
rapid transport of fluid. De Riese et &0@0 explored the full range from porous flow only to
hydrofracture flow only by varying the diffusion coefficient, while keeping the imposed fluid
flux constant. The found that, at low diffusion coefficient, fractures form ad that their size
distribution follows a power law, typical of SOC. These fractures form at the base of the model.
Only occasionally would these hydrofractures join up to propagate all the wyough the

model, causing a main fluid drainage event. Increasing the diffusion coefficient leads to fewer
hydrofractures to form, but bigger drainage events that become regularly spaced or cyclical in

time.

The model of de Riese at a2020 may not beealistic, as it has a fluid influx from the bottom

of the model. In case of fluid release due to devolatization mineral reactions, one may expect
fluid to be produced in a certain depth region instead. The effect of fluid input in a depth region

is the man topic of the new numerical simulations presented here. We also briefly address the

effect of having different diffusion coefficients inside and above the-fluddiucing region.
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Table 1 List of symbols

Symbol Unit Description
A element Fractue area
n - Exponent in powelaw distribution
Js sim'? Fluid Flux
L porosity
Piith Pa Pressure
D m? st Diffusion coefficient for fluid overpressure
Pt Pa Fluid Pressure
Pn Pa Hydrostatic Pressure
=8 Model dimension/element size
V] Pat Compressibility
t S Time
\% md Volume
g ms? Gravitationalacceleration
d Pa-s Fluid viscosity
) m? Permeability
Yiith Kg/md Rock density
z m Depth below the surface
mod (subscript) Model parameter description
I Kg/m?3 Fluid Density
Preal Pa Real Pressure
Jp Pa Pressure flux
3.0 Method

We used theane model as de Riese et &l0%Z0, but with some modifications. The model
simulates a 2limensional, vertical section through the crust. The model is divided up in a
rectangular grid of 200 x 200 el e mepresents o f
a volume of rocks with a porosity)and a rigid matrix. Adding fluid to the pores then increases
the fluid pressure, depending on the fluid compressibidifyContrary to de Riese at at(20),

we do not introduce fluid at the base of the elazhly, but in a fluidproduction zone (FPZ2),
typically all elements in the bottom half of the model. Each time step fluid is added to all
elements one by one in the FPZ by raising the fluid pressure. It is then checked if any

hydrofractures form becauske fluid pressure exceeds the lithostatic pressure. If this is the
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case in an element it is set to have a hydrofracture, which can then lead to a cascade of
hydrofracture propagation (see below). The propagation continues until either a fracture system
reaches the surface (draining all fluid) or when the fluid pressure in all fractured elements is
below the lithostatic pressure. Next, the fluid pressure field is adapted by diffusion to simulate
Darcytype fluid flow. Fluid pressure at the Earth's surfaee, in the top row of elements is
always set to zero after each round of fracture and porous flow, meaning that fluid that reaches

the surface is removed from the system.

We present below, a model diagram which shows the derived lithostatic Presstitgdand
pressure to show the level at which fracture are likely to form and grow (failure level within the

rock column). That is the level whelPen equals or less thigr.
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Figure 1. A simplified model diagram of the numerical simulation. The modelctiepi grid mesh of

200 x 200elements in which localized fluid pressure above the hydrostatic fluid pressure is recorded.
Fluid influx is set at the mid (halfay) of the model and is simulated by incrementally increasing the
pressure in the cells row dig model setup. The top row of the grid is set for the fluid escap®.e.

0. A well detailed flow simulation of the model is presented in de Riese 20al)( (b) depicts the
pressure gradient with increasing depth. Increase in the fluid presswedeate! wher®; ~OPj results

from the level of fluid influx.
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3.1 Model setup and scaling
Time step

All fluid that enters the model escapes through to top boundary. The totedtameged flux
above the fluiebroduction zone (FPZ) is thus equal to the fluid préidnan that zone. We set

this total timeaveraged fluid flux afi = 10! m/safterIngebritsen and Mannind 99. Each

time step fluid is entered into the system by increasing the pré3sireells in the FPZ by a
random incremerdgd between 0 and 002 model pressure units, i.e., on averafe= 0.001.

We use a simple constant rock and fluid density of 2800 kafhad 1000 kg/ry respectively.

The difference of the lithostatic overpressure and the hydrostatic fluid pressure at the lower
boundary of te model at 20 km depth is thus 360 MPa, equivalent to 200 model pressure units.
The average is thus 0.001-200/360 = 5.5-10/1Pa.

The fluid overpressurdP] is thus, tracked and recorded for each element or cell with:
P=P; - Py (1)

Where P, is defined as the difference between the actual fluid preR3gi@ng@ the hydrostatic
fluid pressureRn). The hydrostatic pressuresst to zero at the top row of the elements and
increases with depth We assume a fluid viscosity= 0.001 Pa-s, although the viscosity of
water varies depending on pressure and temperatdlearison, 200 The fluid
compressibility was set i@= 2 GPa (similar t&taude et al., 2009Porosity- , can vary widely
from <1% to around 30% at shallowgth(Liebscher, 2010) As the main focus is on rocks at
>10 km depth, we set the porosity- at 0.01. In our model, the coefficient Bffor the model
setup Dmod) is set for the different values for all the simulation. The input mdlgld values

for D (07 0.0002) are presented in Table 2.

Adding fluid to rigid pore space increases the fluid dengi)yaé well as the pore pressure

according to:
_ @)

From this we obtain, using the pore volume of one elenfeff)(as reference volume:

S’/ 7.’ y 38

YO o ., or Yo 2.75-10° m® (3)

If the height of the FPZ is 100 elements, and each element is 100 m wide, the total time
averaged flux emanating frometlifPZ i2.75-10° m® per nf and per model time step. it follows
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that the model time step is 2.7530 10! = 2.75.18 s, which is about a month. In
complementary simulations with different FHR2ights,ae Pis adjusted to maintain the same
time-averagediuid flux at the top of the model, and hence the same time step.

Diffusion

In one dimension the fluid flux is described with Darcy's law:
o -— (4)

The fluxJin m/s is the velocity of the fluid, or the volure® of fluid travelling through a one
m? window. It depends on the permeabilitgic m?) of the rock and the viscosity?{n Pa-s)
of the fluid. From Eg. (1) it follows, assuming a constémind /2, that the rate of change in

fluid volume is:
— -—, and withEq.3): — ——— 0O— (5)

Equation (5) is equivalent to Ficks's second law for diffusion, @iin m?/s) the diffusion
coefficient for fluid overpressure diffusion. kuflow is therefore simulated by diffusing the

fluid overpressure with the explicit forward finitkfference method:

e
1
1
1
1
1

O 10U R L Fr 0 Fro U R 0 R (6)

&

R
The indicesx andz refer to the horizontal and vertical direction, respectively, and the subscript
'mod' to model parameters. Equation (6) holds for the casBtbgis constant. The unit of the

diffusion coefficient is (length nit)%time unit. For the realorld diffusion coefficientD we

get:

0O

3 O,giving O ¢ x UO (7)
From Eq. (5) we can now derive the permeab#iig m?:
— O ¢ xuO ,giving I —0 (8)

With the settings of the simulation= 1.38-10'? m? for Dmoc=1.

In case of a change in diffusion coefficient between two elements, we need to use an effective

diffusion coefficientDes. We consider two adjacent elements with positi@nand x+1,
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respectively. We assume tHag applies fromx-1/2 tox+1/2, andDx+1 from x+1/2 tox+3/2.

From Fick's first law, and that the flux J is constant between poskamdx+1, it follows that:

6 0 — 8 —

o— — —w0 ¢— — ©)

To calculate the change in pressure for one time step, we now add the fluxes into and out of the
central elements with the effective di$ion coefficients.

3.2 Hydrofractures

As stated earlier, the model simulates flow in a form of diffusional flow and fracture flow.
Using the pressure diffusion equati®), fluid flow is implicitly modelled by tracking the
evolution ofP. The simulatio runs for a duration (endtime = 500000) for all coefficient®,of
updating the grid at each timestep. The model set the system to have a variability of flux within
the medium and assume that fluid is set in bottom-wajf of the model. An avalanche
(fracture) initiate and propagate when a failure criterion is reached. It is assumed that flow
through a fracture is fast enough so that pressures within it are equalised effectively
instantaneously. The main loop consists of adding fluid randomly and lét&ngressures
diffuse over time. Fluid diffuses between neighbouring elements. Whexteeds a critical
threshold, the system then evolves towards a state where an avalanche (fracture)tbecurs
time and size (number of broken elements) of the clistexcorded. Fluid the flows rapidly

(avalanchdike behaviour).

The basic loop in the simulation follows that: An element/cell is randomly selected in bottom
hal f and model pr essur e Priod¥0.00X(cen iverage)efhireamt i s
elenment increasesP(> Pjitn in any element), the system breaks that element and selects one
random direct neighbour and breaks that one too. NexPtimethe cluster of the broken
elements is equalized, keeping the total amount of fluid inside the clusistacb This is
repeated until no element ha® axceedindiit» or one element is in the top row of the model

and thus reach the surface. The system will drain the fluid in the cluster if this cluster reaches
the surface by setting = 0. This subloop isepeated until either: (i) none of the elements in

the cluster reaches the failure criterion, (i.e. no avalanche) or (ii) the cluster reaches the surface.
In an event where the cluster reaches the surface, the pressure in all elements within the cluster
is set to zero as any excess fluid is released at the esuvien the cluster does not expand

any more, all 'broken’ elements are reset to 'not broken' to simulate closure or sealing of the

fracture.
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3.3 Postprocessing

The output data resulting from tiseamulation are processed using the freeware ImageJ or a

spreadsheet. There are five output datasets:

1. Every useidefined interval, the excess fluid pressure field is saved as a 200x200 pixel
8-bit bitmap with grey scales ranging from 0 at the top to a maximf 200 at the base.

2. A second bitmap records how often an element experiences a hydrofracture event. Every
time this happens, the grey value for that element is raised by one. Grey values are reset
to zero after the bitmap is saved at the end of thedefeed interval.

3. A list with the mean excess fluid pressure in the model, the total amount of fluid (as
excess fluid pressure) added over the time interval, as well as the fluid pressures of
elements at 0.2, 0.4, 0.6, 0.7 and 1.0 times the depth aleagi@al column through
the middle of the model.

4. A list of each hydrofracture event recording the model time step and the element where
it started, its depth, the total number of elements involved and the total average fluid
pressure in the cluster of elents that constituted one hydrofracture event.

5. The time averaged excess fluid press&gd) for each row of elements in the model,
which is used to calculate the effective vertical diffusion coefficient.

Simulations were typically run for 500,000 stépa. 44,000 yrs) with save intervals of 25 steps
(ca. 2.2 years).

3.4 Simulations

In the main set of simulations, we varied the model diffusion coefficient from 0 to 0.2, keeping
all other parameters constant. Fluid input was in the bottom half of tllelnféour more
simulations were carried out to show the effect of changing theghaducing region, which

was set to (i) input at the bottom (equivalent to the simulations of de RieseZ&t28)),(and

(i) fluid input throughout the model. For thesesof fluid input in the bottom half of the model,

we also show the effect of a higher permeabildydy) in the top half than in the bottom half,
and vice versa. All model settings are listed in Table 2.
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Table 2 Summary of the modelled SimulationgdifferentD values used in the modé&.aand the
p e r me a bn2)lare the/reabin n@ature. All other parameters were unchanged

Model Model D Dreal Permeability = Numberof Ti mest e|
Dimension (Dmod) (m?st) a m) fracture event s

/2=104 2207110 55 ¢ Up 0 2.75-16

/2=10% 2.07T10 5.5 C§ Wp T 46 2.75-10

/2=104 2. 010 vPpT CEUPT 16 2.75-10

/2=104 2.0T10 v®8pm U™ 840 2.75-16

/2=104 0 741 2.75-16

Diff source region

Source at bottom

/2=104 2.0T10 vd@Ppm CEU T 87300 2.75-10
Whole model sourcec
/2=10¢ 2.0T10 v®8pnm CcgUT 411 2.75-16

VariableD (Dmod)

/2=10+ top= 2.0T1' 55 C& UD T
botom= 2 .°0 T uv@pm cguUpm 39 2.75-16

/2=104 top= 2 .20T1 v®Ppm UL T
bottom= 2 .10 T 55 CE Ub 1t 33359 2.75-16

4.0 Result

The result of the simulations is presented in snapshots, graphs and in table for the modelled
presure and fracture distributiorior all Dmogvalues (0° 0.2) and also for varyinBmedin the
top and bottom halves of the medium. The pressure graphs and table for emea and
number of fractured events are also presented. The average pressamnodel shows a saw
tooth pattern (Fig.2a) that shows that pressure builds up and drops when a fracture reaches the
surface and drains its contained fluid. Here, fluctuation is at minimum W®herhigh. This
happens in all simulations, except whBR«w=0.2, in which case Darcy flow is sufficient to
drain the fluid withouPs ever reaching the failure criterion (Fig. 3a). At the initially stage, see
Fig. 2a, mean overpressufngd) rises to ca ~ 90 (model scale) in the system and consistently
builds upand gets to a level where it drops abruptly to ca~ <40 but not to zero, recording the
systembs fir st aviatlaldransignephaselbbfore thessysternw settles toa
dynamic steady stat€igure 2a, also shows that (i) the frequency obtlerage pressure drops
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decreases d3moddecreases and (ii) their magnitude increases with increBsing Overall,

the timeaveragedPs increases with increasingmod. This means we have fewer, but larger
fractures that reach the surface to drain flwith increasingDmod (the graph Fig.2a only
indicates those fractures that reach the surface to drain fluid. Fractures that do not do so are not

visible, because they only redistribute fluid, so do not affect the avepage

(@) Mean fluid overpressure (b) Starting depth of fractures
100 180MPa 0 0 km

D,,,70.002  OFractures reaching surface
Other fractures:

3

S s
> .2 {8 o - A>100 elements
-~ o o - A<100 elements
0 E |t
# 50 190 R 110
8 = B fluid source zone
g =
s g
© |—nbp,=002 —D,_=0000
& D,,=0002 — D, =00 Time step
§ 0 ; ’ ; 0 2004

0 100,000 200,000

Figure 2. Mean over pressetime plot as a function ddmod. Higher diffusion coefficients result in
high pressure buildp with less sporadic pressure fluctuations.

From the simulationPs is highest at the base. Without fracturing (Fig.3a. wbhgg~=0.2) Pt
increases linearlyith depth. At loweDmog, fractures occur. Within the model agi the top

half of the model is set close to zé%0 At high Dmod (0.02 in Fig.3b)Pr gradients are smooth,
except where a fracture that reached the surface has just occurred, draitsrityalland thus
settingPr =0. With lowerDmog, Darcy flow is not sufficient to quickly erase sharp gradients in
the fluid pressure. Variations in pressure gradient also happenDvisewaried in the upper

and bottom sections of the medium. For défarsourced (fluids) regions and varied coefficient

of Dmod result in either increase or decrease in fluid overpressure depending on the section

where high or lowD is introduced Fig.4.
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(a)D,, 0.2 (b) D,,,,=0.02

mod
t = 498,350

N A

(c)D,,,,~0.002 (d) D,,,=0.0002  (e) D,,,,;~0

t =484,550

t = 500,000 t =499,550 t=500,000

Fluid overpressure

AP, max N
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(f) Differentt source regions with D, =0.002

mod
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Figure 3. Maps of fluid pressurePno and number of times ateenent was fractured (from timestep
100,000 to 500,000). The top row shows the fluid overpressure maps for the different simulations and
their bottom rows the fracture maps with number of fractured events. Note that the maximum number
of fracture events vaes greatly.

In Fig.4, result shows the averaBeas a function of depth and the effective timerage
diffusion coefficient. From zero (black sections of the snapsHeatsjcreases to ca ~180 MPa
at depth ~10 km and continue to increase with déygbhuming model constant parameters are
realised in real world, it would appear that depth controls pressure as alPeiageease
steadily to ca ~ 360 MPa at ~20 km Fig.4. At the FPZ avePagecreases suggesting an
elevated average fluid pressure.
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(a) Constant D,,,; and source in bottom half ~(b) Different source depths (c) Different D, in top and bottom
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Figure 4. Top row: average fluid overpressure as a function of depth between timestep 50,000 and
500,000. Bottom row: Effective tirs@veraged diffusion coefficienDgsimod).

Again, the effective diffusiomepth curve is smoother (Fig.4a) with hiDkods and fluctuate
with decreasin®mos. These spikes in effectii® may have resulted when fracture events are
recorded. However, the trend changes when the fluid sourc®aqds varied within the
systemi top and bottom half (Fig.4b/c). The resultdiagate that the linear pressure profile will
decrease in the case of diffusional transport. Therefore, withDhigitessure peaks become
minimal and would not make hydrofractur@s.+0.2 in (Fig. 4a) shows no abrupt change in
pressure gradient at thevéd of the FPZ though continues to increase steadily. Apart from the
highestDmod=0.2, OtheDmod respond differently in gradient at the level of the FBi#ferent

Dmod at the top and bottom halveBn{od =0.002 and 0.2) Fig.4c show an increasing pressure
gradient with depth however at decreasing rate with Digih the bottom half and increases at
an increasing rate with hidh at the top respectively. The opposite happens when top section

has higheDmodand lowDmog at the bottom half.

Result from tle simulation on the fracture frequency of size distribution is presented in Fig. 5,
with fractured events with the correspondidgodshowing inFig.3. The simulation show that
fractures mostly form at the bottom and propagate upward from the level sgubeed fluid

(Fig. 2b) The number of fractures varies with differ@atoq (Fig.3). With an increasinD, the
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hydrofracture frequency decreases (Fig. 3/5), this includes both large hydrofractures that reach
the surface and those small fractures that doTrios also is the case with size of fractures that
reach the surfacé-(g. 5). At Dmo=2 . 0“*[eix@ept wherD is varied in the system, Fig.3g) the
model creates more fracturdgt are mostly (small fractures) confined to the bottom of the
crustal column That is fluid move through welllefined fractures. Thus, large bursts of fluid

are eninent and may reach all the way to the top half of the model. Fractures are created
predominantly within the fluid production zone Fig.2b. These fractures w.r.t our simulations
begin at about ~10 km depth Fig.Hractures that do not reach the surfadWs a power

law distribution with an average powlamw exponent of ~3. These fractures that do not reach
the surface are confined to the bottom half of the model. Few large fractures get through to the

top half and tends to drain the fluid from the medliu

(a) Constant D__ and source in bottom half (b) Constant b__ = 0.002 variable source depth (c) Different D__, in top and bottom half
108 108 o 108 ©D_=0002in
e eD =0 . e it | * o whole model
2109 o eD,,,= 00002 magipe 0 A Z10% ° e ©TopD =02
c ~ oD =0002 c b o S © Bottom row c %, %0 mod
S 104 © o g O 104 %e0s %, 0 104] © 00 %, Bottom D =0.002
3 100 7 o5 “ony D =002 E P oo @ Full model 3 e %
g’ = o%o.:. mod g 0, g 0 o. % ® Top D -0 002
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Figure 5. Frequencies of fractures as a function of their area in elements. Only fractures formed between
timestep 50,000 and 500,000 are shown here to exclude the initial transient phase before the system
settles to a dynamic steady st@mtsshows that section of the size (area) distribution follows a power

law.

5.0 Discussion

In a crustal column where there is high fractures may form and or advance an existing
fracture Bons et al., 2022 This increase in fluid overpressure resulbsrfiinjection of fluid in

a crustal column so that the fluid pressure within the column would be higher than its
surroundings. This overpressure is set to fall when the permeability increases due to fractures.
Our simulation suggests that, with time, aftéren these fractures (hydro) form, tRefalls.

From the onset, these hydrofractures may not necessarily be large but may coalesce over time

and that they may later appear as one large fracture from a burst, (see Fig.3).

From the simulation(s), the il mean overpressure rises in the system until a fracture

(probably large) is realised and then the pressure significantly falls but not to zero (Fig.2a). The
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first events of break may be considerbked O0bal
geol ogical time scale. Thi s -upafypressere uitlileght o t
enough to fracture. After the fracturing evetit® system reorganises (setanised) at some

stage when there is continued increase fluid injection wdiehtually raises the pressure again

With time, the whole system gets to critical state and the process is reactivated. This means that
most of these hydrofractures have resulted at much earlier stage during the whole dynamic
process. Agaimurst event the system are sporadic considering how these fractures network
develop over time. High incidence of fluctuations therefore, result from low diffusion
coefficient, i.e., low permeability with less fractures however few large fractures that could

drain te fluids.

Theaverage fluid overpressure in the system falls with time when fractures begin to\itihm.
increasingD, the hydrofracture frequency will also decrease (Fig. 3; table 2). Therefore, for
hydrofractures to continue to form, the system mostoe too permeable to hinder the build

up of the fluid overpressure to be high enough to cause frachurfesg. 2, for example, when

a is raised, fluctuation intensity lessens. Therefore, at a steady state, an elevated or constant

fluid pressure within the medium only makes

At a highD (Dmog=0.2), thePt is not high enough to cause fracture this trangtetethe medium

is permeable and flow is diffusional. Before a fracture event at IDwey the average pressure
increases linearly (Fig. 3a) from the base to the top of the model until an avalanche occur.
Irrespective of where the fluid is introducedie crustal column, fracture growth always is to

be from bottom to the top (considering a simple 2D medium). Thus, fluid released from
different levels within the crust get transported upwards when fractures link up, creating ever
bigger fracturesBons and van Milligen, 200). When hydrofractures begin to form, continued

fluid overpressure may sustain the growing hydrofractures, connect and link them. These
fractures may transport overpressured fluids from the source that are capable of inducing more

fracture propagation and even hydraulic brecciation.

Fracture distributions show that these hydrofractures that reach the surface do not follow power
law and their number relative to those that do not get to the surface is small. These small
fractures are baslly concentrating within and/or near the flypdoduction zone, where is

higher, and can be associated with hydrothermal breccias when they extensively. link
Contrary to those large hydrofractures that reach the surface small fractures folloxera po

law distribution. I n case where only 4 arge
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dependent 0. Thus, wher e di fferent scal ing

distributions may show powdaw fit.

Considering a variablB within thesystem see Fig.3g, hidhat the bottom half and lo® at

the top half results in significantly higher number of fractures. Similarly, more hydrofractures
also occur where influx to the medium is set at the bottdenREise et al., 2090 High
permeabiliy at the base means that high pressured fluid from below would attempt ascent
through the less permeability layer above. The extent of upward fluid transport therefore
depends on the pressure difference, permeability contrast between the two halves dlayers
the thickness of the overlying lepermeability layer. This may explain the fracture dynamics
and frequency in low permeability rock column when a less permeable strata with an

overpressured fluid column underneath would grow and advance hyduoésact

When fracture form, permeability increases and subsequently, the pressure falls significantly
Fig.3, so that flow would be driven only by fractures. How fast these fluids (hydrothermal) flow
within the crust is directly linked to the rate of fraetugrowth and propagation i.e. these
fractures merge and get connected extensively to transport the pressure driven fluids from
source to sink (for exampleljckey et al. 201 Large fractures predominately drain the system
and thus reduck in the syste. Hypothetically, after the formation of hydrofracturiésw of

fluid may occur in batches and move upward very rapidly. As mentioned earlier, hydrofractures
that reach the surface are consistently large and greatly controls flow and mixing of fluids at
different levels of the medium. At much shallower levels, mixing of déghperature fluid

with meteoric or ambient fluid is possible as porosity is higher at this level. This means that
almost all carried elements are precipitated in this region. Form&abrecciation at much
shallow depth is possible, and as well traps fluids which may then initially be hotter than the
ambient temperature and can precipitate dissolved minerals upon cooling of the hot fluid (see
Bons et al. 2014

If fluid, hydrothermé&in nature, ascent is fast enough, as due to focused flow, the fluids will
not have enough time to cool to ambient temperatures during dscemggesting that (i)
precipitation (of dissolved minerals) is largely controlled by the frequency and sizelafdb
hydrofractures that carry mineralized fluids to the surface from below (ii) this controls how
fluids interact (rummage) with the country rocks and or dissolving minerals to be carried along.
In a real geological setting, a possible formation aseteydrothermal deposits, will result from

a rapid transport of large volumes of fluids which are under pressure from deep to shallow
crustal levels. However, upon reaching such shallower levels within the crust, their pressure is

84



Chapter 3

expected to fall to closeo hydrostatic.Though some deposits show textural evidence for
focused or fracture flowdiffusional flow at this level is useful in understanding the key aspects

of hydrothermal fluid transport, mixing and mineral precipitatidor(s et al., 2014, Ingeksen

et al., 200%. Considering relation in mixing of fluids in hydrothermal ore deposits e.g. that of
Hidden Valley hydrothermal breccias and the Black forest district, eviemaszd inclusions
suggest that flow from deep sources have carried signifioaerals to that level where mixing

with meteoric water aided their precipitation. These are made possible by focused flow (in
batches) when such fractures connect all the way from a km scale to few metres at much

shallower levels.

Like many other nunréecal models, this simulation is geared towards exploring crustal fluid
flow and associated fracture dynamics in a-reatld geological system. The model gives a
simplified analogue to pressure diffusion and flow in the subsurface, however, the liritation
cannot be overemphasised. To some extent, this simulation cannot entirely depict the geofluids
flow processes within the crust in the sense that, it oversimplifies subsurface processes. It does
not consider the scaling dimensions which is 3D in aweald situation but here presented in

2D. Specific boundary conditions are often unrealistic for real world as boundaries in the
subsurface are influenced by geological structures, seals, aquifers, or reservoirs, as well as
explicit modelling of fluid propéres. Again, the interplay between diffusion, permeability and
hydrofractures is complex and depends on various factors, including rock type, pore structure,

and to some extent the incidence of-pxésting fractures.

6.0 Conclusion

We use a numerical rdel that is analogous to the sandpile model to simulate flow in a grid to
monitor and record increments in fluid pressure, momentary discharge through the cells to
represent the fracture events and fluid (transport) escape. Diffusion and Fluid Prodangon Z

is varied within the system to explore fracture frequency and dynamics as pressure gradient
varies with different diffusion coefficients. A high permeability results in few fracturing events
as fluid overpressure may never build to be high enough twause extensional failure. At
lower permeability, fluid pressure builds up to cause fracture formation, which can locally and
temporarilyincreasepermeability and ensuing fluid pressure reduction. With time, the system

self-organizes to a critical statghere fractures can release fluid at any moment.

Fracture flow subsequently control the fluid transport within the system and large burst of fluids

within the crust are controlled mainly by few large hydrofractures that grows all the way to the
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top. It gopears that regardless of where fluid is introduced within the medium, fractures always

appear to grow from bottom (below) to top (surface), bringing deep fluids to the surface.

Largescaled fluid ascent may explain possible formation of hydrothermaktibse@and
associated ore deposit at much shallow depth where fracturing is extensive. With time, deep
sourced fluid that get to much shallower depth where they can mix with ambient/meteoric
fluids. Formation of many hydrothermal ore systems are createdgtiithese processes. It
appears that a rapidly ascending hydrofractures will tap fluids from all levels of the infiltrated

rock column, and as well mix these fluids during ascent.
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Abstract

Hydrofractures, or hydraulic fractures, are fractures where a significantly elevated fluid
pressure played a role in their formation. Natural hydrofractures are abundant ianmdck®

often preserved as magmatic dykes or sills, and mufiteal fractures or mineral veins.
However, we focus on the formation and evolution of-mgpreous hydrofractures. Here we
review the basic theory of the role of fluid pressure in rock ®jlsinowing that both Terzaghi's

and Biot's theories can be reconciled if the appropriate boundary conditions are considered. We
next discuss the propagation of hydrofractures after initial failure, where networks of
hydrofractures may form or hydrofractaremay ascend through the crust as mobile
hydrofractures. As fractures can form as a result of both tectonic stresses and an elevated fluid
pressure, we address the question on how to ascertain whether a fracture is a hydrofracture. We
argue that extensiohar dilational fractures that formed below abot® Rm depth are, under
normal circumstances, hydrofractures, but at shallower depth they can be that, but do not need
to be. Since veins and breccias are often the products of hydrofractures that iar¢hkeft
geological record, we discuss these and critically assess which vein structures can, and which
do not necessarily indicate hydrofracturing. Hydrofracturing can suddenly and locally change
the permeability in a rock by providing new fluid pathwaysisTcan lead to highly dynamic

self-organisation of crustacale fluid flow.

Keywords: Hydraulic fracturing, Mineral veins, Rock failure, Terzaghi theory, Biot theory,

Effective stress, Fluid flow
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1. Introduction

Hydraulic fracturing is typically wed to improve the permeability of hydrocarbon or geothermal
reservoirs by further opening and propagating existing fractures and by creating new fractures
to form connected networks as efficient fluid pathways (Montgomery & Sraiih).
Reservoir stimulabn by induced hydraulic fracturing started as early as the 1860s and became
standard practice in industry in the | ate 19
(Clark, 1949 Krueger,1973 Montgomery & Smith2010 Gehne & Bensor019. The basic
theoryon how fluid pressure affects fracturing was developed simultaneously using the concept
of effective stresses (Terzagh§)23 1943 Biot, 1941; see also review of Guerriero & Mazolli

2027). It was then soon realised that naturally elevated fluid presstan also induce the
formation of hydraulic fractures (Andersor39 Hubbert,1951; Hubbert and Rubey,959

Sibson et al.1975 Cox et al.,1986 Engelder & Lacazette,990. This appears particularly
obvious in the case of igneous dykies, originally magmeéfilled fractures. With the frozen
magma still preserved as the proverbial smoking gun inside the fractures it is clear that the fluid
6magmadé caused or at | east played a signific
of the fractues. Theory on the formation and propagation of mafiied fractures rapidly
developed from the 197@8/eertman,1971 Spence & Turcottel 985 Takada,199Q Rubin,

1995. It is, however, of interest to note thlaé pioneering paper Byeertman {971) derived

its theory from watefilled crevasses in ice. It is currently widely accepted that fluid pressu
must be considered for brittle deformation in fhielaring rocks. Although magnriaduced
hydrofracturing has made a significant impact on hydrofracture theerjere focus on nen
igneous hydrofracturing, by aqueous fluids. A difference with magmisiisaqueous fluids

are rarely sourced from a single large volume, suchmagma chambers for igneous
hydrofractures, and that aqueous fluids do not freeze like a magma, but may leave traces by

mineral precipitates or wall rock alterations (see revie@lyer and Bons2007). For reviews
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that include igneous hydrofractures, the reader is referred to Gudmuné8sdnand Rivalta
et al. 015.

It was only around 1960 that the term 0h
fract ur e O6stiathelierature a the fdrmer USSR (e.g. Soloyev & Kobol&9&().

Since then, the term O0hydrofractur efessiree c ame
induced fractures. In the literature related to oil and gas exploration and prodtieicerm
0hydraulic fractured remains mostly wused. 0 |
fracturingé that is already 1966, but ew@e récently at |
gained negative connotations.

In this paper we provida review of natural fluidnduced fractures. We first provide
definitions of relevant terms in Section 2. In Section 3 we discuss the theory on hydrofracture
formation and subsequent propagation. As hydrofractures are fractures formed by elevated fluid
pressure (stricter definition discussed below), recognising such fractures is important to
potentially infer elevated paladliid pressures. In Section 4 we therefore address the question
of how to recognise a fossil hydrofracture in the geological recoedcdxsider two aspects:
first the geological conditions in which fractures can only form when the fluid pressure is
elevated and, second, which types of fractures and mineral veins indicate hydrofracturing by
their geometry, internal structures or theirtwmrk properties. As the formation of
hydrofractures can change the local effective permeability dramatically, we finally address fluid

flow associated with hydrofracturing in Section 5.
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Table 1.List of symbols

Symbol  Unit Description

a factor incorporating the effect of poroelasticity in Bigpe
equations for effective stress

A m? area of a fracture

c MPa cohesion

o - Kronecker delta

D m?/s diffusion coefficient for fluid overpressure

E MPa Young's modulus

f - porosity

g m?/s gravitational acceleration

fus(Q) geometrical factor for the displacemen} &4nd stress/() fields as a
function of the anglegtheta relative to the long axis of a crack

G N total force causing the growth of an extensional fractu

g J/m2 fracture surface energy

G J total surface energy of a crack

y ° angle of internal friction

K MPa bulk modulus

Ke MPa fracture toughness

Ki - stress intensity factor

L, Lc m length of a fracture, critical length

/ - pore fluid factor,i.e., the ratio of pore fluid pressure and verti
stress

m - powerlaw exponent for size distribution of breccia clasts

m - coefficient of friction

n - Poisson's ratio

P: MPa Fluid pressure

Py MPa Fluid overpressure: difference between fluid pressodehgdrostatic
pressure

Phydro MPa Hydrostatic fluid pressure

Prock MPa Mean pressure in a volume of rock

Psolid MPa Mean pressure in the solid phase of a volume of rock

r m radius of curvature of crack tip

ri frock  kg/m? density of fluid and rock

S (Si) MPa Absolute stress (tensor)

S (si) MPa effective stress (tensor)

T MPa tensional strength

t MPa shear stress

Ue/pik J elastic €), plastic ) or kinetic k) energy

W J work

z m depth below the surface

2. Definitions
In this paperweusehe term Ohydrofractured, but

the rock

the fluid pressure it experiences is natural or humand u c e d .

i s concerned, it i s the same
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discontinuity in a solid, such as a rock, along which cohesion or continuity across that surface

is lost. The process of losing cohesioa,, breaki ng, is called ofail
we exclude the soalled ductile fractures, lich are interpreted to form by the collapse, linkage

and coalescence of microvoids and microcracks during creep deformation, i.e., in a rock that
dominantly deforms by ductile flow (e.g. Regenaligb, 1999 GomezRivas & Griera,

2012. Failure ensues vem the stress state in the material reaches conditions that the material
cannot sustain. Stress components in a porous rock are (i) the mean stress acting on the solid,
which is by definition the pressure the solid experieneasd see Table 1 for adt of symbols),

(ii) the deviatoric stress tensor, which is the stress tensor minus the solid pressure, and finally
(i) the pressure of the material inside the pores. Here we denote this material in pores with
0fl uidé, whi ch c auchdsanaqueous fluidy @ smmagma it is assunad thati d ,
the viscosity of the fluid is so low compared to that of the solid that the differential stress
(difference between maximum and minimum stress) in the fluid can usually be considered
effectively zeroFor a given porosity, the stress state of the rdgrock) can thus be described

as the weighted average of the stress state of theSg(dalid) and of the pore fluid, represented

by the fluid pressurbx:

S, (rock) =7 P, +(1- £)s, (solid), e (eq.

1j
1)
with g, the Kronecker delta. The stresses and pressures are averaged over the volume of rock
under consideration. Especially stresses inside the solid may vary strongly, for example at grain
contacts or at the tips of microfractures. However, pressure intterfay also vary, especially
when pores are not all connected well.

The Ohydr ost a tPiyg) is thé fluid presgure m 8 Buid that & at (est and

in contact with the Earth's surfad@waro is the pressure caused by the weight of theewat

column. For a fluid with a mean density (brackets denote an avetagePnydro at depthz is
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<r+>g-z, with g the gravitational acceleration. In the same way, we can define the lithostatic
pressureRiit), which is simply the pressure caused bytkeht of the rock column with mean
density<rrock>. For depthe we get:Piitn = <rrock>0-z. Fluid pressure can be above hydrostatic

and is then often referred to as 'overpressure' (e.g., Osborne & SwaiBbfigk, This may

relate to the state of the alhste fluid pressure, for example when Sibs@d0d writes
‘overpressures may approach lithostatic values'. In this paper, we, however, prefer to define
fl ui d ov eP)asithe differenceebetvespn the actual fluid pressure and the hydrostatic
fluidp r e s sPu=rPe Phyargit should be noted that Gudmundssadl(l) and Philipp 2012

define overpressure as the total fluid pressure minus the normal stress on the fracture plane,
which in the literature on fracture propagation is often called dheirfig stress', 'driving
pressure' or the 'net pressure' (Rukie95 Spence and Turcotté985 Olson et al.2009.

While fluid overpressure is a scalar with an absolute value, it may sometimes be advantageous
to use the fluid pressure relative to amutmeference pressurelubbert & Rubey 1959
introduced t he/)dvpichrisehe fatiowfithe pofedlwd andrthie tofal vertical
stresqalso see Cox010).

The fact that a reservoir can be stimulated by increasing the fluid pressure shows that
the fluid pressure plays a role in fracture formation. Failure is thus not only a functioa of
absolute stresses, but effective stresses, which are the absolute stresses in relation to the fluid
pressure. The simplest definition fore f f ecti ve stressd is the ab
pressurgTerzaghi,1923. This definition is widely used in geolp@nd we also use it in this
paper, although will discuss below alternative definitions as well.

The term hydrofracture is commonly used as denoting fractures whose formation is
induced by an elevated fluid pressure, as opposed to those formed by etbffatedtial
stresses, typically because of tectonic stresses, but also due to e.g. meteorite impacts or igneous

activity. For simplicity we group the | atter
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it may be clear that fractures are hydrofuaes when they occur due to an artificially increase

of the fluid pressure, it is not as simple to ascertain whether a natural fracture is due to an
elevated fluid pressure (a hydrofracture), to elevated tectonic stresses (a tectonic fracture), or a
combhnation of both, as is probably usually the case. For natural fractures we therefore here
propose to refi ne (those fracteresnnat@re pricharity tausecly ar e 6t
elevated fluid pressureThis definition does not exclude a contributiointectonic stresses.

What r emai npgrimariyd tes dtelfiisnenadw defines whet her
or not. We will address this issue further below.

By definition, cohesion is lost across a fracture surface. Over time, cohesion Ig usual
recovered by healing, often by mineral precipitation in the space created in the fracture, i.e., the
formation of a 'vein' (Bons et aD12 Laubach et al2019. However, space for mineral veins
can also be created without fracturing, for exampldisgolution. We therefore use the general
definition by Bons et al.2012) of veins as 'mineral aggregates that precipitated from a fluid in
dilational space, i.e., in space that was created in the rock'. This can be due to tensional failure,
but is not estricted to this process. If the space is filled with a frozen magma, it is called a dyke,
inclined igneous sheet, or sill. While it is common that the space for veins is created by a
fracture, it is important to note that a vein is not necessarily aefdinacture. In particular the
controversi al equation of fibrous or Obeef
as it has been used to argue for their origin as hydrofractures. Another example of veins not
forming by precipitation of minats within fracture porosity are replacement veins (e.g.

Fletcher & Merino2001; Pirajno,2009.

3. Formation of hydrofractures
We divide the theory on hydrofractures in rocks into two topics: (1) the formation or nucleation
of a new hydrofracture and)(the propagation of an existing hydrofracture (Polllard & Aydin,

1988 Gudmundssorf,011; Guerriero & Mazzoli2021). The difference is that for the first one
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we can usually assume a homogeneous stress angfesdure state before the fracture forms.
Once the fracture is formed, a complex stress field develops, particularly at the fracture tips
(Engelder,1999. Although the two processes are often treated separately, it is clear they are
intimately linked as propagation can commence as soon as faituteces the first embryonic
fracture. Nevertheless, here we follow the classical division and first deal with the initial
formation of hydrofractures. We restrict ourselves to the basic {@obatombGriffith theory

that does not take into account the natdion of chemical dissolution and precipitation
reactions that intimately interact with a developing fracture or set of fractures, subcritical crack
growth and ductile fractures, for which the reader is referred to Atkidsi@v)( Weinberg &

RegenaueLieb (2010, and the extensive review by Laubach etZ110).

3.a. Fluid pressure and initial fracture formation

An intact solid, such as a rock, will break or fail when the stress state reaches the failure
criterion. The stress state can be describatidgtress tenso§y), or alternatively by the three
principal stressesS(, & and &) in descending order of magnitude (with compressive stress
taken positive here), and their orientations in space. Stresses vary can vary strongly on the small
scale Pollard & Aydin, 1989. It is generally assumed that, at some scale above that of the
homogeneous equivalent medium (HEM), the stress state can be described by a single stress
tensor. The HEMscale is the scale well above smaleale heterogeneities, $uas grains and

pores in a sandstone, or stratigraphic layers in a basin. Whether failure occurs and, if it does,
the orientation of the resulting fracture is entirely dependent on the stress state, the rock
mechanical properties that are potentially ammggmc, and, if a pore fluid is present, the fluid

pressureRy).
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3.a.1. MohrCoulombGriffith theory for failure

Failure of rocks is conveniently analysed with the Mdiagram for streséMohr, 1882 in
combination with the MohR€oulombGriffith failure envelopgTerzaghi, 1943 Hubbert,1951;
Secor,1965. An intact rock volume can be enaged to contain an infinite number of potential
fracture planes in terms of location and orientation, but the MoltombGriffith failure
theory is only concerned with the orientation of the plane or planes (with respect to that of the
principal stressg@sthat will fail to form a fracture. In this theory, only the maximum and
minimum principal stresse§i(and ) play a role and fractures form in a plane paralléyto
The twoadimensional construction is thus for the plane that cont&insnd S, and aly
considers potential fracture planes in the rock that are paralkl Tthe shear streq$) and
normal stresgSy) that a plane (parallel t&) that makes an angkewith the smallest principal

stresg({is) is given by(Mohr, 1882; Hubbert, 1951Fig. 1a):

t(a)=(S - 8)cos{a)sin(a) =4(S - 5,) sin(2a) (ea. 2)
and  S,(a)=5>005’(a)+S,sin’(a) =4(§+S) +1(S - S,)cos(2a) (eq. 3)
Equations (2) and (Jescribe a circle in a plot @fa) againstSn(a): the Mohr circle for stress

(Fig. 1b). Each point on the circle represents the stress state for a plane with orientation
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(a) Stress state (b) Mohr circle for stress (c) Failure envelope ~ -
S, \%?’ /

J. \/A
/o \\
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Fig. 1. Construction of the Mohr circle for stress. (a) Definition of the amdietween the minimum
principal stress (§ and a plane parallel to the intermediate principal stre}s(k$ The Mohr circle for

stress in a graph ofversus & The stress state for a plane with orientatiazan be found by measuring

an angle a from the $-point on the cira. (c) Mohr diagram with failure envelope, illustrating the two
endmember failure types: shear failure and tensional failure. The orange circle is the circle that touches
the failure envelope for both tensional and shear failure. Whether this can oacucik depends on

the shape of the envelope at negative and low normal stress.

Within the ¢-S, space of the Mohr diagram there &8, conditions that a rock can sustain

and those it cannot. This of course depends on the rock properties. The boundary between these
two conditions is a line in the Mohr diagram: the failure envelope. A rocKaaiths soon as a

plane within the rock reachest&n combination on the failure envelope. This means that the
Mohr circle just touches the failure envelope and, therefore, that the slope of the failure
envelope is parallel to the tangent of the circlthatpoint of contact. As a result, the slope of

the failure envelope determines the orientatioof the plane of failure (Fig 1c).

The failure envelope is typically defined by two basic equations. Tensional failure
occurs when the minimum stres)(reaches the tensional strengi. (It is common in the
literature to report the absolute (positive) value of the tensional strength, although the normal
stress on the plane of failure is negative in case of tensional or-Infatiere. To avoid
confusion egarding the sign, we here use the real, negative valupthe tensional strength.

The sheafailure criterion is defined by:

t=c+mS, or t=cttan(y)S, . (eq. 4)

n
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Herec is the cohesion, which is the shear stress acting on a fracture plasepiraenced zero
normal stress when it failed. A planar surface in a rock can typically sustain more shear stress
as the normal stress on that surface increases. This is captured by the coefficient ofAjiction
or the slope of the failure envelope,idefl by the angle of internal frictidy), typically in the
order of 3045°. It follows thatr#tan (y).

Figure 1c shows the two basic types of failure: the first is shear failure resulting in a
shear or modd fracture. It occurs when the Mohr circleuches the failure envelope for a
plane that experiences a normal str8s® 0Because of the symmetry of the stress state, the
Mohr circle will reach the failure envelope twice in an isotropic rock. A conjugate set of
fractures forms with opposite sendesbear. The resulting fractures, parallel3o make an
angle ofa=£(90°+y)/2 with Ss. As y is usually positive$y is in the bisector of the acute angle
of 90%y between the two fracture orientations (Andersb#)5. A practical advantage of
A n d e r themny @f fulting (Andersori,905 Anderson;195]) is that this simple geometrical
relationship between the stress field and shear fracture orientations allows revealing both the
stressfield orientation and the angle of internal friction by measuriagtéire orientations in
the field. GomeRivas et al. Z014), for example, used this to track the evolution of the
orientation of the stress field in the Jabal Akhdar Dome (Oman) from fault and vein orientations,
first as a result of the emplacement andusmation of the Semail Ophiolite and Hawasina
nappes, and subsequently by the movement of the Indian plate relative to the Arabic plate. The
second basic type is tensional failure, which occurs when thmtedt point on the Mohr circle
is the first to reaeh the failure envelope. This means that failure occurs parallel to the plane
normal toSs. Because this requires a negative normal stress, the resulting fracture is under
tension and its two fracture surfaces can diverge: an open extensional erfractiee forms

(Fig. 1.c).
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Hybrid fractures form in the transition between the end members of extensional and
shear fractures. Here the angle of internal friction decreases from 90° doWorn&>0. One
theoretical model for the failure criterion for ldfailure was provided bériffit h (1924 for
SO0 :

t ="Y'Y Y ,giving* _ — (eq. 5)

Note that the tensional strengf) (s negative here. The ratio of cohesion and tensional strength

is not predefing in our Eq. (5). However, the ratio according to Griffith's thedilyis -2.,
therefore, ¢?T?=4 (Sibson, 2000a Pollard and Fletcher2005 Jaeger et al.,2007
Gudmundssog011). Equation (5) implies that the hybrid angle of internal friction depends o

the ratio ofc andT. A problem is that this may lead to a discontinuityiasS, increases from
negative to positive. With/T=-2, the angle of internal friction is 45° &t=0 (Eq. 5), although
angles of internal friction may vary widely fanO0 ( Gu d m20hld Isssies with the
transition from hybrid failure to pure shdailure have been discussed by various autfsmse
examples are Secoi965 Phillips, 1972 Engelder,1999 Ramsey & Cheste2004 Zhu,

2017, but details of hybrid fail@ are not the main focus of this paper.

Although the MohwCoulombGriffith criterion has proven to be a very useful, or at least often
employed, tool for the prediction of the onset of failure, as well as the type and orientation of
resulting fractures, itannot predict where a fracture would form, as the actual location where
a fracture nucleates is controlled by the presence of flaws that perturb the local stress field
(Pollard & Aydin, 1989. The MohrCoulombGiriffith criterion does, however, includegh
presence of such flaws, as these affect the tensional strength, cohesion and angle of internal

friction.
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3.a.2. The effect of fluid pressure

So far, we have not considered how a pore fluid affects the stress state at which a rock fails. We

have seerhiat with increasing confining pressure the Mohr circle required to reach failure shifts

to the right and increases in size, and hence the required differential Str€gsirfcreases.

This is because the confining pressure presses grains together, maddrgdifficult for them

to separate and slide past each other. The basic failure envelope is thus essentially for a dry

rock. The presence of a pore fluid with a pres§araodifies the stresses at grain contacts and

will thus affect the point of failre. Rather than to account for this by adapting the failure

envelope, the failure envelopes are kept as they are, and the concept of 'effective stress' is used.

The effective stresses are calculated from the actual stresses and the fluid pressura in such

way that the rock with a pressurised pore fluid can be compared with the equivalent dry rock.
The simplest, and in geology most commonly used, way to determine the effective

stressegsij) is by subtracting the fluid pressure from the actual strg§gsfollowing the

Terzaghi principléTerzaghi, 1923:

s =S -dP (eq. 6)

ij 1j j f
In the Mohr diagram this has the effect of shifting the Mohr circle to the left by the amount of
Pr (Fig. 2.a). When one keeps increasing the fluid pressure the rock wait &mime stage. The
rationale is that the pore fluid carries part of the load applied to a rock and thus effectively
reduces the stresses within the solid matrix. It should be noted that with the Terzaghi's principle

the size of the Mohr circle, and thug ttiifferential stress, does not change as a functién of

105



Chapter 4

+ (@) Incompressible rock (b) Compressible rock
T %
mode I 0
failure
¥ mpdel
i O failure
/\ gn I +O'zz an
\ < s >
O-XX v
@ vertical stress y

|
(C) glass vessel (d)
«—|— sugar solution
with yeast
free surface
boundary
. loose sand
with solution
in pores

— 50—

Fig. 2. (a) Terzaghi scenario for an incompressible material with the Mohr circle for the effective stress
state moving by an amount oftBwards the lefhand side without a change in diketial stress. In the
example with a vertical maximum stress (red dot), increasing the fluid pressure would eventually lead
to shear failure. (b) Effect of compressibility in a situation where the vertical total stress is a function of
the overburden loadand the horizontal stress is constrained by an imposed zero horizontal strain.
Increasing the fluid pressure not only shifts the Mohr circle to the left, but also changes it size. Once
fluid pressure exceeds the total vertical strés4) the effective vertical stress (red dot) becomes the
smallest stress and horizontal fractures form in case of failure. (c) Simple experiment illustrating the
formation of horizontal extensional or meb&actures of Bons & van Milligen2001). A glassvessel

is filled with sand and water with dissolved sugar and yeast. Pressure of the fermentation preduct CO
increases until horizontal fractures form, as shown in (d).

However, Terzaghi's principle is in some cases an oversimplification of the sysilemag

lead to wrong interpretations, as discussed by many athgr<Cleary & Wongl 985 Meyer,

1986 Gordeyev & Zazovsky, 1992 Tzschichholz et al.1994 Hillis, 2003 Cobbold &
Rodrigues,2007 Ghani et al.,2013 Koehn et al.2020. The reason is that the Terzaghi
principle essentially ignores that rocks are poroelastic, which means that both the pores and
solid matrix, and therefore the bulk rock, changarthiolume if their pressures are changed.

The basic theory for poroelasticity was developed for soiBibty/(1941; 1956 and elaborated

on, or modified by, various others (see reviewGuerriero & Mazzoli,2021, and references
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therein). Proposed equations for effective stress that take into account poroelasticity are mostly

of the form:

5. =S - (1- a)dP (eq. 7)

ij 1j i f

As summarised in de Boer & Ehlers988 1990 andGuerriero & Mazzoli 2021), a number
of models for the parametarhave been proposed, suchaasquals the porosity (Fillunger,
1936), a=Kiock/Ksaiia (for volume change withk the bulk modulusSkempton, 1960 Nur &
Byerlee,1971), ora=1-r/(1- n) (with nthe Poisson's ratidillis, 2003 that we discuss below.

Terzaghi's model is a special case vaittd of the more general Biot model. This igth
case when the solid matrix is rigid and ldaghring. Terzaghi's model wittx0 thus applies if
the fluid overpressure is building up in a single pore, or in a restricted cell with overpressure in
the crust. This is, however, often not even approximatedy case, especially in porous
sediments that are far from incompressible and therefore have a Poisson ma@dbof

Boundary conditions become important when poroelasticity is relevant. If constant
stresses on the boundaries are given, an increase in fluid overpressure will lead to a decrease in
the principal effective stresses, but with a constant differestteds as was shown in numerical
simulations(Koehn et al.2020 and experiment§Cobbold & Rodrigues2007). This means
that the size of th&lohr circle remains unchanged with a chang®smand the Mohr circle
shifts to the left or right according to Eq. (6). If, however, elastic strain is the boundary condition
for the volume under consideration, things become more complicated as, for exditfipl
(2003, Cobbold & Rodrigues2007), and Olson eal. (2009 point out. The reason is that a
change in pore pressure requires a change in the applied st®$desnfaintain the given
strain.

Hillis (2003 provided an example where a simple application offgrzaghi principle
does not work. The author examined an overpressure zone below a seal in a sedimentary basin

and related the lowest effective stress below the seal to the vertical Siressl fuid pressure.
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The example considers a basin at rest so that it is neither extending nor shortening. The
horizontal elastic strain is therefore z¢ew=0), while the vertical stresS§() on the rock is the
overburden weightS;=<r>gz). This is a case of mixed strain and stress boundary conditions.

If fluid pressure would be zero (dry rock equivalent), the horizonlg®d vertical

(S)) stresses arrelated by (using Hooke's law for linear elasticity and uniaxial strain and stress:

$=S=S):

Ee =S - 1S, - nS,=0U q:ﬁsz (eq. 9)

In an incompressible roc¢=0.5) this givesSi=S,, that is, zero differential stress. Although

this would be correct forraincompressible rock, the resulting zero differential stress cannot
simply be applied to a compressible rock. This would mean that the rock would compact equally
in all directions and the basin would contract laterally. It is not permissible to usérélss s
state and simply subtract a npero fluid pressure to determine the effective stresses to assess
potential failure or compaction. This is because total stresses change with increasing fluid
pressure to maintain the boundary conditions. In an Andensstress state (Andersdr05

1939 the vertical effective stress, resulting from a vertical stress boundary condition, does

follow the straightforward Terzaghi model:
., Y 0,giving — p (eq .10)

The horizontal effective stress, however, is a function of the zero horizontal strain boundary
condition and the vertical fluigressure dependent effective stress, giViHglis, 2003

Cobbold & Rodrigues?007):
" — , , giving— — (eq. 11)

This means that with increasirig the vertical effective stress is reduced faster than the
horizontal effective stress so that both will become zero wieh: (Fig. 2b). Once the
principal stresses reach negative values, the horizontal and vertical stress will become negative,
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where now the vertical stress is more negative and a horizontal fracture will develop upon
failure (Cobbold & Rodrigues2007 Koehn et al.2020. This can ballustrated with a very
simple experimentBons & van Milligen,2001) of a jar filled with loose sand and a pore fluid
that initially consists of water, dissolved sugar and yeast (Fig. 2c). The glass walls of the jar
provide zero horizontal strain boundary conditions. The top of the wet sand camertmadly,
so here we have a stress boundary, with the total vertical stress increasing downwards according
to the material density. Fermentation produces @43 that has a high wetting angle with the
sugar solution. Permeability for G8ow is therefwoe very low, as the gas tends to form bubbles
in the pores and is inhibited from flow through the pore throats between the sand grains. The
CO pressureRy) increases as more and morex@0produced, until finally horizontal mode |
extensional fracturefrm (Fig. 2d). Gas generation in orgaiich shales and coals has been
reported to induce natural hydrofractures (e.g. Fall e2@L5.
The above should not be understood as taking sides in the discussion on whether Biot's or
Terzaghi's theory (and deations thereof) is right or preferred. Both are applicable depending
on the rock properties and especially on the imposed boundary conditions. In the above case
the vertical effective stress &-Pr (Eq. 9), which is according to Terzaghi's theory, &lisb
Biot's theory witha=0 (Eq. 7). Terzaghi's theory is also applied to calculate the effective
horizontal stress as it is applied to Hooke's linear elasticity law (Eq. 8). The difference with the
straightforward application of Terzaghi's principle hatt unlike the vertical stress, the total
horizontal stress in this case is a function of the fluid pressure itself.

We have now seen that horizontal extensional fractures are expected to form in a basin
at rest in which the fluid pressure is increadad to an influx of fluids from belowe(g, due
to expulsion of compacting sediments, dehydration reactions, release of hydrocarbons). Typical
fluid pressure profiles as a function of depth are shown in figure 3. The presence of a low
permeability seal galocally bring the fluid pressure up to the failure condition (Fig. 3b) or in

an overpressured layer, as modelled3hani et al. 2013, Ghani et al. 7015 andKoehn et
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al. (2020 (Fig. 4ab). A tacit assumption so far was that thererardateral gradients in fluid

pressure. If these gradients exist, for example in laterally constrainegresgure cells, the

zero horizontal strain condition does not apply anymore and the simulations in-Eighdw

that an increase in fluid pressueads to fractures in different orientations, and potentially shear

fractures as well.
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Fig. 3. Depth profiles for a fluid influx of 5-#&m/s from below and a permeability that decreases with
depth according to Ingebritsen & ManninP@9, (a) without and (b) with a lowpermeability seal.
From left to right, we show absolute pressures, the fluid overpressure, thigupbfactor (/) and
finally the effective stresses for a basin at rest and a Poisson ratio of 0.4.
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Fig. 4. Variations of the geometry of a high fluid pressure zone in simulations leading to a variety of
fracture patterns from horizontal to vertical as well as coatlmns. (a)e) upper pictures show fluid
pressure in the model with red high and blue low pressurée)#wer pictures show the developing
opening fracture patterns for the specific cases in the models in white. (a) and (b) are cases where the
boundaries are fixed, and fluid pressure builds up in a sedimentary basin or a horizontal layer and the
resulting fracture is horizontal. (c) to (e) show a variation of localised high fluid pressure cells where
fracturing can happen in a vertical and horizootantation. (f) shows the developing fractures as a
function of fluid pressure for two erdember cases representing (a) a sedimentary basin with fixed
boundaries in blue, and (c) a fluid pressure cell that represents a horizontal stress boundarén red.
corresponding solid stresses as a function of the fluid pressure are shown in (g) for both cases. Note that
fractures develop early in case (c) and the evol
case (a), represented by the redvesr differential and mean stress decay and fracturing happens at a
much higher fluid pressure.

3.b. Beyond the initial fracture development
3.b.1. Fracture propagation and stress intensity factor
We now look at the propagation of simple cracks usineglirelastic fracture mechanics and

the idea that crack propagation costs energy because new surface area is created (Griffith,

1920. In order to conserve energy, the weer unit time of an applied loady is equal to
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the rates of change in elastity , plastic Y , and kinetic energyY ), as well as the energy

per unit time spent to increase the crack asedGriffith, 1920 Richard and Sandef16:

o Y Y Y 3 (eq. 12)

If we assume that the crack propagation is slow, then the kinetic energy can be neglected. With
this the rate of change of potential energy of the system as a function of crack surface area
change, i.e. cracfrowth, can be calculated.

For a simple extensional crack in an extensional system that is purely elastic this formulation
leads to the Griffith criterion for extensional cracks wh@ehe crack extension force, is
proportional to changes in elastic asutface area according to (Griffith92Q Richard and

Sander2016:
0 — (eq. 13)

Using the stress solutions by Ingli9(3, Griffith (1920 derived a strength criterion that can

be used to estimate at what stré§sa(material will fail:

Y — (eq. 14)

with E the elastic modulugy the surface free energythe radius of curvature of the crack

tip, | the bond length of the material abdhe crack length. It is worth noting that the original
Griffith formulation was derived for a crack withternal stress on the walls, which is the same

as an external extensional load on an infinite plate. Therefore, the simplest hydrofracture is an
extensional fracture, where the internal fluid pressure is equivalent to an external negative stress
on the mdium. Of course, once the fracture propagates and opens, changes in the fluid pressure
as well as geometrical changes of the crack have to be taken into account.

For certain scenarios the stress, strain and displacement fields for a crack propagation in a
elastic medium can be solved analytically (Westergae®d9. This leads to the following

expression for the state of stress

112



Chapter 4

" —"Q — (eq. 15)

0 — —Q— (eq. 16)

with K the stressntensity factors that contain loading as well as geometrical conditidine,

distance to the crack tif — @ & @— functions of the angle—relative to the long axis of

the crack(Sih, 1973 Rooke & Cartwright1976. Theoretically these formulations only work

away from the actual crack tip, while at the tipré) stresses form a singularity dominated

zone. The stress intensity factor varies for crack types such as extensiorshesswass well as

boundary conditions and crack geometries. For a simple hydrofracture in terms of the Griffith
extensional crack we have:

0 LD (eq. 17)

A geometrical factor needs to be added for more complex configurations. For constant
geometries several known stress intensity factors can be &itlet(73 Rooke & Cartwright,

1976, which essentially kds to the Terzaghi criterion where stresses due to an internal fluid
pressure cancel out stresses from an externa
stresso. The superposition of stressomi ntens
literature offers advanced approaches extending the Kohtomb approaches, discussed
above, to study hydrofractures that develop
crust.

For more complicated fracture propagation problems, stressitytéactors can be determined

in continuum simulations to calculate the most probable path of propagation and-theshre

the model. Another possibility is the use of discrete element models where bonds with a critical

breaking threshold break as will Hescussed in the following.
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3.b.2. Growth of individual fractures and fracture and vein networks

Hydrofractures in general are introduced into the system because there is an overpressure as a
result of the difference between the surrounding fluid pressod a zone where fluid pressure

i's elevated. Plsa fuoction of the lecal mecrease in(prassure as a function

of time and the advection of the overpressured fluid away from the zone of influx or fluid
production. How much the fluid &&s into the system depends on the permeability of the host
rock. If the fluid addition is faster than the leaking or if the rock is very impermeable the
overpressure builds up until failure occurs. The creation of hydrofractures will now generate a
higherpermeability. The hydrofractures will grow until they have created enough permeability
for the overpressure to dissipate into the rock at a given fluid addition rate. This is shown in a
simulation in figure 5 where the fluid overpressure at one poineasels until a fracture
network develops that drains the incoming fluid (see Supplementary Material for the numerical
method). The rock dynamically creates the permeability it needs to be able to drain the injected
fluid.

A similar situation to that of thiajected fluid case can be envisioned in a scenario at geological
time scales. When the system is too permeable the fluid overpressure will never build up to be
high enough to cause rock failure. However, if a seal exists or the rock itself is impermeable
(Fig. 3b), an increase in fluid overpressure may lead to fracturing. This increase can happen,
for example, during exhumation, thermal expansion of fluids, -aatering reaction, oil
maturation or release of fluids from a subducting slab, among othersgex: Once fractures

form, they may in turn lead to an increase in permeability and leaking of the overpressure. If
the pressure is not released the fracture pattern may evolve dynamically. This is illustrated in
figure 5 where fractures develop belowealsn a simulation. Here the initial fractures follow
Terzaghi 6s principle and are vertical and
vertical because of gravity). However, with increasing fluid pressure the pattern changes and

the fluidpressure gradients work upwards and lead to the formation of an increasing number of
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horizontal fractures. The developing network is similar to a hydraulic breccia and forms because
the seal is not broken. The final fracture network does contain frathateformed in rather
different stress fields. In a natural setting one may not be able to separate the different fractures

from each other making it hard to interpret the fracture network.

N _ injection point Figure 5. &) Injection of fluid and associate
s T e = fracturing in a simulation (Ghani et aR013
whole model Koehn et al.2020. The two dotted curves sho
the fluid pressure evolution over time, ol
directly at the centre and one for the whole moc
The developing fracturesershown in pink anc
time the inset on the lettand side shows the fractul
pattern in blue and the inset on the rigand side
the fluid pressure (red high, blue low). (b) to (
Simulations of the development of a fractu
network below a seal at the toptbe model as ¢
function of an increase in fluid overpressure. T
number of fractures, shown in blue, increases v
model time and fluid pressure. Vertical stress
highest due to gravity and horizontal stress i
function of the vertical stress. Box ligat the
bottom and the rightand lefthand side are fixed

P
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i
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The system becomes even more complex when the fracturembdalm veins. It is important

to note that veins are not equal to fractures meaning that a) the geometry of a vein does not
necessarily reflect that of the original fracture, b) not all veins represent fracigem(the

case of replacement veingins filling dissolution vugs or fibrous veins, see below), ¢) not all
veins represent fractures that open at the same time (such as in the case-s#airaelns;

Bons et al.2012; Virgo et al.,2014), d) veins may refracture several times (Ram$ag() and

e) veins may change the properties of the system. An example is given in Figure 6 in a

simulation following the general setup®hani et al. Z013. The fractures develop due to fluid
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overpressure buildp below a seal (iblue colour). In these simulations, the fractures can heal
following the algorithm ofVass et al. {014 and once they heal the new bonds can have
different properties. New veins either fracture more easily (weak in Figure 6) or are more
difficult to fracture (strong in Figure 6) than the host rock. The properties of the veins change
the system completely and influence the development of new fractures. The two pictures on the
left-hand side in Figure 6 show the open fractures at a given time stépeapidture on the
right-hand side the vein network. One can see that the vein network and the fracture network
are very different and that they vary significantly as a function of the failure properties of the
veins. The weak veins have a memory and ooetio open leading to a large connected fracture
network that breaks the seal. The hard veins produce a system with a large number of veins that
do not refracture, while the material hardens and only a small number of open fractures remains.
The importantnessage is that we need to be extremely careful to relate vein networks directly
to networks of active or open fractures. In the case of Figure 6 a large vein network means very
few actually open fractures, because the system clogs itself. The releyah¢e issue is
illustrated with the discussion on how melt is extracted from partially molten rocks towards
dykes that feed plutons and magma chambers. Marchildon & BraWiB(used outcrops of
networks of granitic dykes as evidence for magma trandpoddh hydrofracture networks in
support of the 'rivuletéeedingrivers' model. Bons et al2009, however, argued that these
networks are the cumulative product of many individual hydrofracture events, whereby new
hydrofractures cut already fully solféid dykes. As such, there never was a fully percolating
network of hydrofractures that were all filled with liquid magma, which the authors used as an

argument against the 'rivuléfisedingrivers' model.
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(a) fractures (b) veins

weak case fractures

strong case fractures

Figure 6. Healing of fractures and the creatibmeins with different breaking strength. Fractures in (a)

in green colour and veins in (b) in green (early veins) and white (late veins). Weak veins that fracture
easier than the host rock are shown in the upper pictures and hard veins that fractbam ldee host

rock in the lower pictures (see also Vass et2dll4). Fluid pressure injected below a seal as in fig. 4

(b) - (d) over the whole width of the model.

3.b.3. Compressible fluids and hyelreechanical interactions

Although not always condered, fluid compressibility is an important factor (e.g., Engelder &
Lacazette,1990. The compressibility of aqueous fluids typically is one order of magnitude
lower than that of the solid (e.g. Gibiansky & Torquat899. In order to understand the
interaction between fluid and solid after a hydrofracture network developed, one needs to take
the compressibility of both media into account. The resulting structures form frabtameels

of high porosity and compacted areas that dynamically open and Thosean be observed in
numerical models (Fig. 7), as well as in experiments with granular media and injecting fluids
or air, which in fact is also a fluifFlekkay, 2002 Vinningland et al.2007a, 2007, 201Q

2012 Johnsen et al2006 2008, 200&; Niebling et al.,2010a, 201M; Goren et al.201Q

201% Ghani et al.2013 2015 Aleksans et al.202Q Koehn et al.2020. In the numerical

model the fractures are first created and are then followed by the development of fracture
channels that form as connected fractures that can open while the surroundings are compacted

and thus closed. This dynamic ®yst can lead to characteristic lengttales in the model
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between sets of opening fracture channels that can be observed in experiments and may also be

present in real systems.

(a) porosity time 1 (b) porosity time 2 boundary
7 conditions
# \ l
. - N e |
high
o
o
g
&

Figure 7. Opening fracture channels that develop in a numerical model wothgessible fluid and

full hydro-dynamic interactions (see alkoehn et al.2020. Colours are porosity with yellow low and
red high porosities. Gravity is applied vertically and increase in fluid presscwacentrated within the
centre of the model. Large vertical fractatgannels develop that drain the fluid and open and close
dynamically.

— pressure

fluid pressure at
tip exceeds P,

yidep «—

fracture closes at base
Fig. 8. (a) Fluid pressure in a vertical open fracture in relation to lithostatic pressure that acts ak a norma
stress on the fracture, plotted as a function of depth. (b) Giant quartz vein from Poolamacca Station, far

west New South Wales, Australia, attributed by B&®() to fluid transport by mobile hydrofractures.
(c) Similar giant quartz vein northeasttbé town of Roses, fagastern Pyrenees, Spain.

3.b.4. Wholesale propagation of hydrofractures
Fluids in a fracture usually have a lower density than the surrounding wall rock. In case of

agueous fluids this difference can be significant. The resultiogdncy of the fluid can lead
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to unidirectional, upwards propagation at the upper tip of a-filkédl fracture. Igneous dykes
emanating from a magma chamber have a contiguous source volume that can feed the dyke for
a prolonged period of time (Secor &IRad, 1975 Clemens & Mawer1992 Rubin, 1995
Gudmundssor011). However, when the fracture is sourced from a partially molten region or

is filled with an aqueous fluid a large single feeder volume is usually absent and influx of fluid
into the fractue may not keep up with the increasing fracture volume (Bons &t0al). In

that case the fracture would begin to close at its bottom end (Bonszi(d]. Rivalta et al.,

2015. Weertman1977) first proposed that if a fracture that is filled withwolgant fluid is tall
enough, it may keep propagating at its upper end, while closing at its bottom end. As a result,
the fracture propagates together with its contained fluid. Such hydrofractures have been called
'‘Weertman {Nunn) fractures' (Rivalta et.ak015 or 'mobile hydrofractures' Bong({01). The

basic theory was further developed by esgcor & Pdard (1979, Pollard (976, Nunn

(1996, Dahm 000 and Dahm et al2010 and extensively reviewed by Rivalta et 20{5.

Takada (990, Dahm @000, Bons @001, Bons et al. Z001), and Rivalta et al.2005
published analogue experiments of tseemt of mobile hydrofractures.

A northorizontal fracture experiences a normal pressure gradient as the pressure in the wall
rock increases faster with depth than inside the fracture that is filled with a lower density fluid
(Fig 8). Fluid pressure insidhe fracture and elastic strain of the wall rock adapt such that the
fluid exceeds the pressure of the wall rock at the upper tip, the amount of which increases with
the fracture length. At a certain length the stress intensity at the upper tip retdobéscture
toughnessKc, at which point the fracture will start to propagate upwards, while it closes at the

base. The critical length,, is given byDahm(2000):

2
a Os

L =2% Ke g (eq. 17)
éa/;g (rrock Tl ) =
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The vertical critical length may be as low as a few metres for a -fléeddr fracture to
kilometres for dykes in the mantle, depending on the density difference between the rock and
the fluid, and the poorly consined fracture toughness, for which estimates range from <1
MPa nt”2to a few GPa ¥ (see discussion in Dahm()00). Once a fracture becomes unstable

and starts propagating, its velocity is controlled by the viscous drag of the contained fluid that
has toflow upwards in the narrow fracturas well as the fracture toughness at the propagating
upper tip Theoretical estimates for the ascent rate of criterajth mobile hydrofractures range

from <m/yr to about >m/€Spence & Turcottel, 985 Nunn,1996 Dahm,2000. Velocities up

to m/s have also beenferred from lifting by the fluid of clasts and mineral fragments in veins
and breccias (Oliver et ak00&; Okamoto & Tsuchiya2009 Weisheit et al.2013). The

critical length is the length at which instability is reached, and the ascending fractyget
arrested as soon as conditions change. However, channelling along structures, such as faults or
pathways of earlier mobile hydrofractures, may lead to the accumulation of multiple fluid
batches to create more voluminous and faster mobile hydnafeadhat can ascend far up the
crust(Maalge, 1987 Sleep,1988 Bons,2007).

A problem with mobile hydrofractures is that,edto their very nature of being mobile, one
cannot find these in their mobile state in the fossil record. Indications for active ascent of
hydrofractures can be derived from rising microseismicity fronts (Dahm &0al), or pulsed
discharge rates of cih mud volcanoes in the Gulf of Mexico (MacDonald et 2000. The

fossil record can only provide indirect indications of fluid transport by mobile hydrofractures.
Mobile hydrofractures can theoretically transport batches of fluid upward very raptddyl A

m/s a batch of fluid can ascend 10 km in about a day. This means that the fluid may not have
time to equilibrate with the rapidly changing ambient conditions, except for adiabatic cooling,
and can carry its dissolved mineral content up the crush&yemhe mobile hydrofracture is
finally arrested. According tdBons @00J) this transport mechanism may explathe

occurrence of huge quartz veins at Poolamacca station in far west New South Wales, Australia
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(individual vein volume up to an estimated 5- 1) (Fig. 8b), and also found throughout the
world, e.g., in the Pyrenees (fig. 8c; Gonzélexertit et al 2022, the Sperrin Mountains of
northern Ireland(Rice et al.,2016, the Bavarian Pfahl zone of the Bohemian Massif
(Schaarschmidt et al2019, the Monte Rosa area in the Western Alpsttke & Diamond,
1996, the Bundelkhand craton in the central Indian shilati et al.,2007) or the Alaskan
Cordillera (Goldfarb et al.,1993. However, other authors have also invoked different
mechanisms for the formation of large quartz veins based on structgrajemchemical
argumentge.g., Sharp et al2009, and thughe origin and significance of these impressive
structures still raises questions.

Although the theory of mobile hydrofractures was originally based on +fikeercrevasses in
glaciers (Weertmari,971)), it is mostly applied to magma transport in dykes, nelieremains
controversial. In particular Lister & Kerr]. 990 1991) and Petford et al1Q093 criticised that

it is (i) theoretically impossible to completely close a fracture at the rear end if the contained
fluid has a nofeero viscosity and that tHeacture would thus lose fluid, and (ii) that a fracture
that is just at its critical lengthc would still be so narrow that it would freeze quickly as it
ascends into cooler crustal levels. The first point was addressed by Bons2803l. Who
emphassed that initial criticalength mobile hydrofractures may get stalled and then merge
with subsequently arriving hydrofractures, to form mobile hydrofractures that are well beyond
the critical length_c. The second point only applies to igneous fluids that freeze. However,

tall igneous dykes do exist, which is consistent with the fact that such dykes may tap large
magma reservoirs that allow continuous feeding of a dyke and avoid pinching off to form
isolated ascending magma batches. This is also delatthe viscosity of the fluid, which is
generally much higher for magmas than for aqueous or hydrocarbon fluids, as is

comprehensively discussed in Rivalta et 20105.
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3.b.5. Dynamics of crustaicale flow in hydrofractures

Hydraulic brecciagJébrak, 1997 Weisheit et al.2013a) and crackseal veingRamsay,1980

indicate stress statebatt frequently reach the failure criterion, and in some cases fast and
localised fluid flow. In fact, many authors identified episodic pulses of rapid fluid(favson

et al.,1975 Sibson, Robert & Poulseh988 Hunt,199Q Nakashimal993 Cartwright,1994

Cox, 1995 Eichhubl,2000 Cox, 2005 Okamoto & Tsuchiya2009. It is worth noting that
cracksealing by itself is ot necessarily evidence for rapid fluid flow (Becker et2all0).
However, Darcian flowe.g., Bear]1989§ is often used in crustaicale fluid flow models, where

fluid is assumed to flow continuousiynd slowly through pore space, driven by, for example,
topography differencg®©liver, 1986 Oliver et al.2006; Person et al2007) or fluid density
gradients associated with thermal instabili{ig&atthai et al., 2004 Zhao et al.2008. When
hydraulic head gradigs are low, Darcian porous flow can be described as 'diffusional’, because
the fluid overpressure evolves in a diffusional way according to a diffusion coefficient related
to the permeability. When the r odflidpgressguer meab
builds up until the failure threshold is reached, thus activating hydrofractures. Open fractures
suddenly increase the local permeability, and therefore fluid drainage, or can rapidly propagate
together with their contained batch of flid mobile hydrofracturg®ons,2001). These very

rapid fluid-flow modes can be termed 'ballistic’ (Bons and van Milligé)J).

Permeability, as one of the main controls on fluid flux, varies frorim#0n well-sorted gravels

to 102 m? in some crystalline rocks. It generally decreases logarithmically with depth
(Manning & Ingebritsen1999 Ingebritsen & Manningl 999 Cox,2005. I n the Earth
permeability changes due to a variety of processes, such compaction and decompaction, fluid
flow and fluid production (e.g. tdration reaction, fluid release by crystallising magma),
tectonism, and seismicifg.g., Sibson, Moore & Rankifa975 Walder &Nur, 1984 Yardley,

1986 Nor & Walder,1992 Connolly, 1997 Cox, 2005 Hooker & Fisher2021), and has

therefore been described as a dynamicallyadiifisting propertyTownend & Zoback200Q
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Rojstaczer, Ingebritsen & Hayh&)08 Weis,2015 Ghani et al.2015 Koehn et al.202Q Fig

5). As permeability cachange suddenly over many orders of magnitude, Miller and29GE)
described the seHdjustment as a toggle switch that can lead to intermittency and self
organisatior{(Sibson et al.1 988 Sibson200@a; Sibson200; Cox,2005 Preisig et al.2016

Weis, 2015.

Dynamic fluid transport has been numerically modelled with cellular automata in several
studies (Miller and Nur200Q Bons and van Milligen2001; de Riese et al202Q Hooker &
Fisher,2021;, Wangen2022. Miller and Nur 2000 and Bons and van Milliger2(001) both
showed that fluid flow selbrganizes as soon as a critical state is reached, which activates
hydrofracturecontrolled fluid flow as a ballistic fluid transport mode, resulting in pelaar
distribuied frequencies of hydrofracture sizes. Wang&i?® utilised the same approach to
model fluid expulsion from compacting sediments. In reality, transport of fluid through the
crust is never exclusively diffusive Darcian, nor intermittent hydrofracturedtdw but rather

a combination of the two end membgrg., Shapiro & Dinske€009. The interactiofetween
these two end members of fluid flow was investigated in detail in de Riese 20, @nd

the resulting patterns are shown in figures 9 and 10. A description of the model is given in the
Supplementary Material. The model box (Fig.9a,b) illusgaa 16km tall vertical section
through the Earthés crust, with a constant
characteristic for crustal metamorphic fluid fluxes at a depth of abeib kbn (ngebritsen &
Manning, 1999. The model only considers overpressure, which diffuses to simulate porous
flow through the rock matrix. The effive pressure diffusion coefficientD (see
Supplementary Materigl)s varied, which implies a variation in permeability, and allows

investigating the interaction of hydrofractuesnd Darciardominated fluid flow.
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Fig. 9. Modelling results showingehaviour of hydrofracture and Darcian porous flow and the transition
between them. (a) and (b) Snapshots of the pressure distribution in the model box with fluid influx from
below: (a) for three different fluigressure diffusion coefficients D with D o diffusion), D = 2-10

¢ (slow diffusion) and D = 1-10(fast diffusion), and (b) for three time steps of the simulation with D =
2-10°%, where a hydrofracture reaches the top of the model at time t=1. With time the pressure diffuses
into the drained p#s of the model and the initially sharp boundary becomes fuzzy. (c) Mean pressure
in the model box versus time. A small diffusion coefficient produces irregular and intermittent
behaviour. A high diffusion coefficient produces periodical pressure flimtisaModified after figures

3 and 4 of de Riese et aR020.

Fluid production induces increasing fluid pressures, depending on the fluid overpressure
diffusivity D (Fig. 9a). As soon as fluid pressure reaches the failure criterion (lithostatic
pressue), a hydrofracture develops in the model. It can subsequently propagate depending on
the fluid overpresssure in its vicinity. At a very high permeability relative to the fluid flux
(D=10% almost all fluid overpressure is dissipated by diffusional métrix towards the top

of the model. In case of zero permeabilDgQ) all fluid transport takes place by hydrofracture
propagation only. Hydrofractures that reach the top of the model domain drain all the fluid they
contain, which effectively means theiifl overpressure is set to zero in that hydrofracture.
Figure 9b shows the pressure field evolution with time of a simulationQwvith10° where

both transport modes are active. Drainage of large hydrofractures results in low fluid
overpressures in thegdalf of the model. The pressure field shows how the sharp boundaries
of a hydrofracture become fuzzy with time as fluid flows in or out of the fracture after its arrest
or drainage out of the top of the model. The mean pressure versus time in theisgsianmm

in figure 9c. In the case of pure hydrofracture flow the fluid pressure fluctuates strongly,
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although the input flux is constant. With an increagngressure fluctuations start to become
periodical, while hydrofracture events become less fretgWhen permeability is very high
(D=10% the mean pressure becomes highly periodical, as fluid pressure can simultaneously
build up in the whole model until a single very large hydrofracture discharges all the fluid and
the fluid overpressure is resetd low value throughout.

Sizes of hydrofractures that do not reach the surface have a-f@wdistribution (Fig. 10).
Hydrofractures that can reach the surface have frequency size distributions that do not follow a
power law. These hydrofractures arevays large and scarce. With an increasing diffusion
coefficientD, the hydrofracture frequency decreases, especially the frequency of hydrofractures
that do not reach the surface (Fig. 10). Meanwhile, the size and fraction of fractures reaching
the surfacencreases. Hydrofractures that are not able to reach the surface are constrained to
the bottom part of the model, just above of the fluid source. They spread the fluid within the
crust. Their powetaw distributions show that large but rare events tramspost of the fluid,

and indicate selbrganised criticality (SOC) in the transport dynam{Bsk et al.,1988
Turcotte,1999. Selforganisation develops due to the existence of a failure threshold, which
leads to the activation of a ballistic transport mode and the discharge of the excess fluid as soon

as the failurettreshold is locally overcome.

10° [Frequency -0 Figure10. Frequency distributions c
) T o pe1gs hydrofracture sizes (area) for differel
10* %, Hydrofractures that pressure diffusion coefficients (D
ndonotreachthe surface = | Hydrofractures that do not reach tt
10° / Hydrofractures that | surface of the model follow a powe
reach the surface | 13,y distribution as they plot on :
102 ", straight line in the lodgog plot.
- Modified after de Riese et ak{20.
10 i .
1 — e -
10 10? 10° 10

Size of hydrofracture
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Hydrofractures reaching the surface of the model domain transport the entire fluid volume with
few but large events (Fig. 10). These large events can be called ‘dragoSongstte 2009,

which are outliers coexisting with powkaw distributions, but taking on very high values far
beyond those of the powtaw distribution. They are usually associated with the development
of a ipping point or a bifurcatiofSornette2009. They are linked to the small hydrofractures

that selforganise the fluigpressure distribution, trigger avalanched #rerefore initiate large
fluid-escape eveni®Bons et al.2009 de Riese et al2020. These large fluigkscape events
transport very large fluid volumes with a higHoaty from depth to shallow levels in the crust,
where they can form hydraulic breccias. If the ascent of fluid is fast enough, as in the case of
hydrofracture propagatiaiBons,2001), fluids would not be able to decrease their temperature
significantly and, as they may have high concentrations of dissolved elements, these fluids
could deposit ores and cause extensive rock &tiararhe Black Forest ore province (SW
Germany) is characterised by a large number of small ore def®tsitgle et al2009, which

could have been produced by a large number of small fluid escape events (Bo2§ &t)alt,

is of intelest to note that the volumes of these deposits follow a power law (Fig. 4 in Staude et

al., 2009.

4. When is a fracture or vein a hydrofracture?

In this chapter we address the question how to determine whether a fracture or vein found in
the geologicatecord was formed as a hydrofracture, and thus could be an indicator of elevated
fluid pressure at the time of its formation. Hydrofracturing may appear obvious in the case of
igneous dykes,e., originally magméilled fractures. With the frozen magmallspreserved

inside the fractures it is clear that the fluid 'magma’ caused or at least played a significant role
in the formation, opening, and propagation of the fractures. In other cases, the question may be

more difficult to answer.
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4.a. Hydrofractures and depth

Extensional veins are often assumed to have formed from tensional failure (see discussion
below), and therefore to indicate elevated fluid pressure or hydrofractermgCpbbold &
Rodrigues 2007 on Earth, but also on Mars (e.g. CaswelMilliken, 2017 Kronyak et al.,

2019. The rationale is that the Mohr circle for stress must touch the failure envelope in the
negative normal stress region to induce extensional (pure mode | or hybrid) fractures. This
implies that both the mean stressdqpoint of the Mohr circle) and the differential stress (the
diameter of the Mohr circle) are limited in magnitude, because a larger Mohr circle would touch
the failure envelope in the nalilatant sheafracture regime. Without an elevated fluid
pressurea small mean stress is only found at shallow depths. At greater depths this can only
be achieved with an elevated fluid pressure. Etheritig@3 used this logic to argue that under
metamorphic conditions fluids are usually overpressured and differstreéakes are limited
because extensional veins are common in metamorphic rocks.

Extensional fractures that formed under metamorphic conditions, at depths greater than about
10 km, are hydrofractures as they can only occur when the fluid pressure isignsechntly.
However, for extensional fractures formed at shallow depths it is less clear whether they are
hydrofractures as they could potentially also be caused by tectonic stresses without a reduction
of the effective stresses due to an elevated fiuéssure. We define the critical defithi) as

the depth below which extensional fractures can be assumed hydrofractures. Both Sibson
(200Ca) and GudmundssoA{11) useg-r rock-Zcrit=-3T that is derived from the Griffith criterion

to obtain a maximurdepth of 2 km for purely tectonic extensional fractures, i.e., those that
formed without a contribution of the fluid pressure. Both authors base their outcome on the
generally low tensional strengths of bulk rocks, betwegnand -6 MPa according to
Gudmundsson Z011). However, Hooker et al2015 describe quartz veins that they argue
formed as infill of ca 6 km deep tectonic fractures in the absence of an elevated fluid pressure.

The authors useck=60 MPa, T=-25 MPa andu=0.6.
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Above we defined hydrofrawres as those fractures whose failure was caused primarily by fluid
overpressureRf). We now define 'primarily’ aBr O (s1-532)/2, with s1 and s3 the effective
stresses at the point of failure to take into account that the Mohr circle can changeam size
fluid pressure changes (Fig. 2). This means that for a hydrofracture the shift of the Mohr circle
is larger than the radius of the Mohr circle at the moment of failure.

The Giriffith criterion only take3 into account and not the angle of internattfan for sn>0.

Here we propose to also use the criteria for shear fgitua@d . or y), in addition toT. We
neglect hybrid failure, but the poorly constrained hybrid failure criteria allow this
simplification. The intention is to find a rough depth below whigteesional fractures are
most likely hydrofractures. Using these failure criteria, one can find the Mohr circle that touches
the failure envelope both at the tensional failure criterion and at that for shear failure (orange
circle in figure 1c, and Fig 1)}&Behrmann;L1991). A smaller circle positioned further left will

only cause tensional failure, while a larger circle further to the right only shear failure. The

principal stresses for a circle that touches the shear failure criterion are given by:

S-S as + - ¢
Mcosy=c+t<'anyae512—s3- 51253sinyé (eq. 18)
(; =

The circle reaches the tensional failure criterion at the same time, gwsfig giving:
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In an Andersonian stress configuration the vertical stress at dehriock-g-z, but the
horizontl stress can deviate from this value. A vertical extensional fracture can form if the
horizontal effective stress is reduced enough to rdade combine the criterion that at the
critical depth both tensional and shear failure occur (Eqg. 19) and éhfuith pressure is half

the diameter of the Mohr circle to obtain:
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., L0 , — " a —_— (eg. 20)

Note that we only deal with stress conditions and can thus use Terzaghi's principle without
taking into account porelastic effects. For theslee reader is referred to Olson et aD@9.
Combining Egs (19) and (20) now gives the critical depth, below which fluid pressure must
have contributed at least 50% to tensional failure, as a functionToand . We see in Fig.

11 thatzyic stronglydepends on the assumed failure criteria and can theoretically reach well
over 5 km, especially if cohesion is high. However, if the effective tensional strength and
cohesion of bulk rocks are indeed rather small, much shallower critical depths aredybtaine
such as the ~1 km of Gudmundss@fA 1) or ~2 km of Sibson200@). As our derivation of

Zit IS not for a dry rock, but for a 50% contribution to failure of fluid pressure, we suggest using
a critical depth range of ca®km below which extensionaldctures under most circumstances
must have formed with a significantly elevated fluid pressure and can thus be regarded
hydrofractures. This maximum depth of tensional failure without high fluid pressure roughly
coincides with the calculations of Bourri&(3 for the formation of extensional fractures in
multilayer systems that are subjected to remote compression in which alternating beds have
contrasting elastic properties. This of course cannot simply be applied to extensional fractures
that form part ba fracture network, like extensional jogs in a shear fracture. The above Mohr
Coulomb construction of an isotropic rock does not apply to such more complex systems
(Koehn et al2005. Based on similar approaches as those presented in this sectiostathes
proposed shallow depths for the formation of hydrofractures for vein networks, using the elastic

crack theory and the vein mean aspect ratio (Philipf2).
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Fig. 11. Maximum depth of tectonic extensional fractures. (a) Mbbulomb diagram wit Mohr circle

that touches (stars) the failure envelope at both the criterion for tensional failure and for shear failure.
When P; is more than the radius of the Mohr circle, we regard failure as dominantly caused by the
elevated fluid pressure, i.e. a hgtiacture. The depth at which this occurzis. (b-d) Graphs of
different values ot as a function of cohesidin) and absolute tensional strengih),(@nd for different

angles of internal friction for the Earth's gravitational acceleratig¥8f81 m/s’ and an assumed rock
density ofr ,,ek=2500 kg/m. (ef) Same graphs for Mars with=3.721 m/$andr o=3000 kg/m.

Mineral veins in sediments on Mars have been interpreted as hydrofractures (Kronyak et al.,
2019. However, gravitational accelion on Mars is only 3.721 n?/sAlthough the olivine
rich clastic sediments may have a higher density, the product of rock dengitynbars is

less than half that on Earth, when using rock densities of 3,000° legich 2,500 kg/rh
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respectively. Thisneans (Eqg. 20) thatr on Mars is more than double that on Earth for the
same failure criteria. Unless the depth of formation of the Mars veins can be constrained, care
must be taken in using the presence of veins as evidence for hydrofracturing.

The dove certainly does not imply that all fractures that formed at a shallower deptt:ithan

are not hydrofractures. It only means that the mere presence of fractures is not enough to state
that fluid pressure was the dominant cause for the fracturingtidail information can of

course further constrain the fluid pressure state. In a basin at rest, for example, one knows that
tectonic stresses cannot have caused the fracturing, as otherwise it would not be at rest.
Horizontal extensional fractures in $ua basin must have formed from fluid overpressure (Eq.

11). However, on Mars, for example, palemess conditions are poorly constrained and

meteorite impacts may have also contributed significantly to fracturing.

4.b. Veins as potential fossil hydrofactures

Formerly open fractures in the geological record are typically identified as veins that are
originally open fractures in which the flufdled space is now filled by minerals that
precipitated from a fluigBons et al.2012. There is no reason to assume that open fractures
are always filled with minerals. Instead, they can atspain open, or completely or partially
close again. Becker et a{10, for example, show that quartz veins in the East Texas Basin
(USA) remained (partially) open for 48 Myr. The opposite would be the case in mobile
hydrofractureBons,2001), where the fracture propagates and opens at its upper end while
closing at its lower one. This process is assumed to be rapid enongh atlow for any
significant mineral precipitation to occur in the time that at any one location the fracture is open.
Especially for quartz these assumptions seems warranted considering the slow growth rates of
<1 mm/Myr up to 250 °C reported by Landri.aubach 2015. These authors, but also for
example Laubach et ak@{04), describe how cracks can be partially filled with bridging crystals

that leave fracture porosity in between, as revealed by cathodoluminescence. In some cases it
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may be possible teecognise a formerly open fracture that subsequently closed again, maybe
only partially filled with minerals, by the distortion of the rock around the former fracture

(Fisher & Brantley, 1992 Bons et al.2008 (Fig. 12).

foliation

Fig. 12. (a) Network of quartz veins in basement rocks of the Jabal Akhdar dome in Oman-(Gomez
Rivas et al.2014 Ghani et al.2019. (b) Drawing of the veins and traces of the main tectonic foliation.
Inward bending of the foliation indicates that the original fractures, now filled with quartz, partly

collapsed.

Veins can provide indications of the stress #oid pressure conditions at the time of their
formation, firstly, by their shape or orientation, and secondly by their internal structure.
Moreover, fluid inclusions within vein cement can be used to systematically unravel palaeo
fluid pressures (Beckeet al., 2010. Durney & Ramsay 1973 introduced the basic
terminology and classification of internal vein structures that is still widely used today. It
consists of (i) the growth direction of vein crystals relative to the wall rock, and (ii) the
morphology of these crystals. This results in three main vein categ(@i@ss et al.2012).

First, syntaxial veins with blocky or elongate blocky crystals that consistently grow from the
wall-rock substrate towards theiddle of the vein (Fig. 13a). Second, stretching, or ataxial

veins with stretched crystals that grew by repeated fracturing and s@dinggay, 1980and
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that may not show any preferred growth direction (Fig.-d30-inally, antiaxial veins with

fibrous crystals that grow against the wall rock as the vein widens (Fige)13d

The crackseal theory oRamsay {980 is fundamental to the understanding of the formation

of veins from fractures. He showed thaingecan form by repeated failure that results in
opening of a fracture (the ‘crack’ stage), and subsequent filling of theilflieddspace with
minerals (the 'seal’ stage). Mineral precipitation is usually by epitaxial overgrowth of mineral
grains at théracture surfaces, as is visible by the optical continuity between old and new growth
stages (Urai et al1991; Laubach et al.2004 Spath et al.2021). A cracksealing cycle can

occur once for a vein, but also many times, each time adding a slideexihprecipitate to

the widening vein. If the width of the open fracture is large relative to the width of the seed
crystals for the mineral veins, we usually observe competitive growth of vein crystals from the
fracture surfaces into the fracture spake.a result, some crystals outgrow their neighbours,
and the mean crystal width increases towards the middle of the vein (Fig. 13a). This is the
classical syntaxial vein geometry in which the crystals typically have Hileder elongate

blocky shapeqDurney & Ramsay,1973 Fisher & Brantley,1992 Hilgers et al.,2001;
Okamoto & Sekine2011; Spath et al.2021). Although the original work of Ramsa$480

and many other subsequent papersrassiinat the whole crack fills with minerals before the
next crack event, this is not always the case, especially under diagenetic conditions. Isolated
crystals my already span the crack, while leaving open pore space in between (Laubach et al.,
2004 Kling et al.,2017 Spath et al.2022), or cracks may only fill completely near their tips,

but not in their wider central parts (Bons et a0l12).
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Fig. 13. Representative images of (a) syntaxiat)(stretching, and (f antitiaxial or beef vein types

(a) Syntaxial calcite vein from Biure (NE Spain) showing clear growth competition in the upward
growth direction. (b) Stretching vein from the Jabal Akhdar dome, Oman, with long stretched calcite
and quartz crystals. The tips of the vein show that thefeemed by many individual craeseal events.

(c) Quartz vein with stretched crystals with parallel serrate boundaries, indicating multiple crack seal
events. Yudnamutana, Mt Painter Inlier, South Australia. (d) Antitaxial, fibrous (beef) vein from
Oppaninda Ck, Mt Painter Inlier, South Australia. The vein formed by outward growth from originally
narrow eréchelon crackills shown below. (e) Antitxial fibrous vein from same locality, showing
symmetry of curvature of the smooth fibres (compare with ftY)ah side of the median zone, which
itself has a very different internal structure. (f) Fibrous vein where the fibres are not seeded on a median
zone, but on a layer of pyrite. Minor coarsening of the smooth fibres show the growth direction, with
the fibre tips growing against the hestck shale. Drill core sample of the Lower Silurian Longmaxi
Formation shale, Luzhou Block, Southern Sichuan Basin, China.

The crackseal cycle can also occur many times during the growth of a single vein. The narrow
width of the open fracture in each individual cragal event inhibits growth competition

(Hilgers et al.2001). Furthermore, the location of each new opeaténae may differ from that

of the previous one. As a result, individual vein crystals are stretched by inserting slice after

slice of epitaxially grown mineral in the gap formed in the crystal each-seallcycle. These

vein crystals do, therefore, uslyahot show a consistent widening in one direction, but can
become | ong and narrow (Fig. 13b), often cal
crystal s 6209B.o nTsh eetv eailns, are ter med (BPassthieet c hi n

& Trouw, 2005, as their crystals show no consistent growth direction. Repeatedsgalikg
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can be recognised by the stretcloegstal morphology, where thboundaries between
individual crystals are often serrate on the length scale of the individual fracture widths
(6radiator structur ebo; Fpagallel baris of fluid malusiand) e  p r e
wall-rock particles, or secondary minerféi&amsay,1980 Renard et al.2009. It should also

be noted that an open crack need not fill evenly, but some individual crystal may outgrow others

to form bridge across the crack and incrementally restore cohesion until a new failure event
occurs (Laubach et ak019 Spath et al2022). Crystal morphology in craekeal veins can

therefore be variable and repeated creellling may sometimes only be revealedhwit
cathodoluminescenc@.aubach et al.2004 Gale et al.,2010. Syntaxial and ataxial vein

growth are endmembers of a continuum and both growth modes may openagesingle vein

(Bons et al.2012).

Recognising crackealing in veins is of importance as each cise&l cycle represents a point

in time where the stress and flgpdessure conditions were such that a dilatant fracture could

form to provide the spador subsequent sealing by mineral growth. It is therefore also of equal
importance to recognise those veins whose internal structure does not indicateatak

Some veins consist of distinctly fibrous crystals that are aligned parallel to eachrudhtbat

have smooth boundari es. They are often refel
reminiscent of bedBuckland & De La Beche,835. Gypsum, calcite and quartz are the most
common minerals to form beef veirf€obbold et al.,2013. Durney & Ramsay 1973
introduced the term 6ant i-filingxcrystdlsGgroWw autwardse i n s
towards the vehwall rock intefaces (Fig. 13d). Crystal growth in antitaxial veins is seeded on
what they ter med aOlven&BonssA0)t eneméd bBud medi ah
it usually has a finite width (Fig. 13e). Antitaxial veins can be also called beef veingjras th
vein crystals are smooth and fibrous. -In the
parall el fibrous veins, while 6édantitaxial 6

orientations. Beef veins may lack a median zone, that form®pthe definition of antitxial
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veins(Durney & Ramsay] 973 Passchier & TrouwZ005 Bons et al.2012. It should also be
noted that the term oOfi br owiss@rystage.gs Com&®d7i mes u
Zhang et al.2015 and then erroneoustpmpared to antitaxial oelef veins, because these are

fi brous. The term oO0fibrousdé should therefore
with parallel smooth boundari¢®liver & Bons,20017).

Many authors recognised the association of fibrous calcite (xquartz) veins with hydrocarbon
generation during thermal maturation of organic mgBeedehoeft et al.1 976 Osborne &
Swarbrick, 1997 Cobbold & Rodrigues2007 Cobbold et al.2013 Zanella, Cobbold &
Boassen2015 Wang et al 2018 Hooker et al.2020. Fibrous calcite veins are most common

in organic carboiich shales (Fig. 13f) and often contaiolid bitumen inclusions or
hydrocarbon inclusions, which are further indications that the vein formation was synchronous
with hydrocarbon generatiofzanella et al.2015; Wang et al.2018 Su et al.,2021). The
assumption that fibrous veins are formed by extensional fracturing has led the aforementioned
authors and others (e.g. CosgroX@0)) to infer that these veins indicate hydrofracturing due

to fluid overpressure, possibly caused by hydrocarbon generation during thermal maturation of
organic matter. In case that the veins are parallel to horizontal bedding, this would imply that
the fluid pressure must have exceeded the vertical overburden load (Section 3.a.2). However,
as discussed bgobbold et al.,Z013), it is far from certain that fibrous crystal growth is the
result of cracksealing.

It was already suggested bBywaber (918 that growth must have been contingp with the
crystatgrowth front at all times keeping track with the diverging wall ri@2irney & Ramsay,

1973 Urai et al.,1991). This is consistent with the smooth fibre boundaries and lack or
suppression of growth competitigMigge, 1928 Hilgers et al.,2001, Bons & Montenari,

2009. A further argument against growth of the fibres in an open fracture is that fibrous veins
can grow simultaneously on both sides of a vein and it seems mechanically improbable that two

parallel fractures exist on both sides of a gragyvivein (Bons & Montenari,2005. The
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simultaneous growth on the outer surfacé antitaxial veins is particularly conspicuous at
intersections of antitaxial veins of different orientations. Here we can observe that both the old
and new generation keep widening at their outer surface (Fig. 7 in Oliver & B,

This aggregateof arguments suggests that fibrous growth occurs in the absence of open
fractures(Taber,1918 Migge,1928 Bons & Jessell1 997 Means & Li,2001; Wiltschko &
Morse,2001; Oliver & Bons,2001; Meng, Hooker & Cartwright2019 Luan et al.2019 Su

et al.,202]). It shoud be noted that median zones tend to have a different microstructure,
typically one that does indicate cras&aling (Fig. 13e), which leBons & Montenari 2005

to propose that fibrous veins can be seeded on (nharrow)seatkeins, but that a switch in

the growth mechanism subsequently occurs to fibrous grawthout cracksealing (Su et al.,
2027). However, some fibrous veins lack a median zone (Fig. 13f) and they may thus never
have experienced any craskaling. Instead, the fibrous crystals appear to be seeded on a bed
interface or lamination. A number dfiving forces for fibrous growth in the absence of an open
fracture has been suggested, such as the force of crystalligMesns & Li, 2007),
concentration gradients due to stress or pressure gradients that drive disgoadipitation
reactiongFletcher & Merino2001; Bons & Montenari2005, or even microbial activitiBons

et al.,2007).

As the mechanism of fibrous or beef growth remains enigmatic, care should be taken to infer
fluid pressure from such veins and they should not be automatically equated with
hydrofractures. W favour distinguishing between the conditions of (i) vein initiation where the
median zone (even when completely on one side) is formed from (ii) the subsequent fibrous
grows by which the vein widens. Geometry, orientation and internal microstructuine of t
median zone may indicate a significantly elevated fluid pressure at time of formation.
Especially the median zones of horizontal fibrous or beef veins in organic -maitshales

are probably the result of elevated fluid pressure (Eq. 11, Fig. 2bkthat from hydrocarbon

release (see references above). However, the 'Taber school' (based oh9llapargues that
137



Chapter 4

the outer vein surface is not a crack, but a cohesive interface, where the fibres grow against the
wall rock. Whether they do, will depd on the ambient tectonic stress (Fletcher & Merino,
2007) and probably fluid pressure as well, and of course the rock type, minerals involved, etc.
Still if the fibres grow in the absence of a fracture, the resulting fibrous vein cannot be called a

hydrofracture.

4.c. Breccias

Breccias are rock masses that are composed of broken rock fragments. Breccias can be of a
variety of origins. Aside from impact and sedimentary breccias, or those formed by tectonic
diminution in faults due to tectonic stresges., Sibson1986 Keulen et al.2007 Mort &
Woodcock 2008, they can also develop by intensive hydrofracturing due to fluid overpressure
as of interest her@ébrak, 1997, Laznicka,1989 Lorilleux et al.,2002 Weisheit et al.2013).

Long distance transport of clasts, and structures that indicate fluidisation, suggest that fluid flow
velocities may be as high as n{@liver et al.,200&b). Eichhubl 000 and Okamoto &
Tsuchiya 2009 estimated fluid velocities of-01 7 0.1 m/s, whileOliver et al. 200&)
estimated velocities of 5 m/s in the case of a fluidised breccia wiized ¢asts.

To give an example, the Hidden Valley breccia in the Northern Flinders Ranges of South
Australia is a massive hydrothermal breccia with a size of about 1@hkoutcrop(Weisheit

et al.,2013). The breccia features a continuous polaer distribution of clast sizes that span
over six orders of magnitude. Mixed clasts that were originally sekeralertically apart are
observed. Using thermogeochronology Weisheit et 201%) inferred that the breccia
formation extended over a period of more than 150 Myrs during the exhumation of basement
gneisses by over 12 km. The estimated total fluid budggtonsible for the development of

this breccia is about 20 KniWeisheit et al.2013). Biotite dénydration seems to be the main

fluid source in this case.

138



Chapter 4

To distinguish hydraulic breccias from other types of breccias, the clast size morphology and
distribution can be used, in particular their fractal dimension, which is related to the rock
fragmentéon procesgBlenkinsop,1991; Jébrak, 1997 Lorilleux et al.,2002 Barnett, 2004
Keulen et al.2007 Weisheit et al.2013). The fractal dimension for the size distribution is
defined as the absolute powaw exponentrf) that is obtainedvhen the number of breccia
clasts that is larger than a certain size is plotted against that size (&erkimsop (991 for

the calculation). Weisheit et ak{13)found a constant exponemgp of about one (using the
two-dimensional clast area as the measure of size) for clast areas from abotitdlaimost

1 kn?. The poweilaw distribution evidences that the fragmentation process is-isaagant
(Turcotte, 1986, and also emphasises the dynamical behaviour of the fluid flow that produced
the breccia. Jébrak §97) and Barnett4004) found that hydraulic brecciation results in a small
exponentfd 1) , wher eas weraesultssirdargareipanantsd 8)] mesarting a
there are relatively many small clasts compared to large ones. The small expahent ahe
obtained for the Hidden Valley breccia Weisheit et al. Z013) thus indicates it formed by
hydraulic brecciation. Round clast shapes and the absence of tectonic structures further confirm
a hydraulic omin (Weisheit et al.2013). Another indicator is the strong alteration of this
breccia which indicas the passage of large fluid volumes.

Weisheit et al. Z013a) argued that, assuming a porosity of 10% and a flow rate of 1 m/s, the
estimated cumulative duration of flow through each part of the breccia would be abd, 2-10
which is less than a dakven if the flow rate would be much smaller, the total flow duration
would still be a minute fraction of the tens of million years it took to form the breccia. The
required fast fluid flow must therefore be highly intermittent with short bursts of floweyd

long periods of fluid pressure builgh. The Hidden Valley brecciation could be equivalent to
the extremely large fluid escape events in the numerical simulations of de Ries@@t@l. (
and shown in figures 9 and 10 with a high proportion of fhrssure diffusion to accumulate

the large fluid volume to create the 10%neccia.
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4.d Recognising hydrofractures in the geological record

This section provides some examples of hydrofracturing in different tectonic settings. Examples
of different ven sets from the Ligurian Units near Sestri Levante, Italy, are given in figure 14.
The units represent the marine Palombini shales that are thrusted first southwards and later
eastwards towards the Apennine mountain chain. Veins in the units show a driety
geometries that point towards different importance of fluid overpressure during the initial
fracturing, assuming the veins represent at least partly the original fracture pattern. Examples
for high fluid overpressure and thus real hydrofractures ieclgty intense veining in soft

layers and within small sheared units (Fig. -bJageometries where bedding parallel and
perpendicular veins switch even though the veins are of the same age (Fig. 14a), and early
beddingparallel veins (Fig. 14d). Examplegere differential stresses dominated the pattern
include conjugate vein sets on bedding surfaces (Fig. 14c), fracture boudinage type veins that
fractured layers (Fig. 14d), and extensional fold axis parallel veins that may have developed
during folding (Fg. 14c). All the latter examples may have needed local or larger scale fluid
overpressure to overcome tensile or shear stresses but fluid overpressure does not seem to have
dominated the pattern. Therefore, we would not term them 'hydrofractures'. Beditdgtures

that develop due to a dominance of fluid overpressure are shown in the simulations in figure 4.
Figures 4& show the development of horizontal fractures in layers or in a sedimentary basin
when the fluid overpressure increases at the saménrall nodes. This pattern represents the
developing beddingarallel veins in figure 14d, which were produced by fluid overpressure.
The more complicated branching pattern with horizontal and vertical fractures as well as
potentially many small and vejosely aligned fractures develops in the simulations when a
local region in the rock is ovgaressured (Fig. 4c). If the pressurizing fluid is locally produced

in layers within laterally confined cells, then a combination of the patterns shown in figures

and 4e may develop, which also fits the pattern in figure 14a. The pattern shown in figure 14b

that develops in a small fault zone is extreme and potentially would be a further development
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of the simulation shown in figure 4c in combination with shearlt could also be compared

with the numerical hydraulic breccia pattern shown in figure 5.

Figure 14. Veins from the Ligurian Units at Sestri Levante, Italy, representing different effects of the
fluid pressure assuming they represent the initiattére geometries. (a) Complex infggering
between bedding perpendicular and bedding parallel veins. (b) Intense veining in a small thrust fault
zone. (c) Veins in folded layers with early conjugate and later fold axis parallel veins. (d) Early bedding

parallel veins and fracture boudinage type veins in a layer.

Another weltstudied area with examples of the effect of fluid pressure on fracture and vein
formation is the Jabal Akhdar Dome in the Oman Mountains (Oman) (Fig. 15). The complex
tectonic evaltion of this area can be traced from the cimssing relationships of different
faults and sets of calcite veins (GonRiwas et al.2014). The area was first buried >8 km
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under the Semail ophiolite and Hawasina nappes. It subsequently underwensligtrike
deformation from the Late Cretaceous to the Eocene due to the northwards movement of the
neighbouring Indian plate. Although exhumation by erosion may have started during this time,
the main exhumation happened after the main veining events disdussed Strikeslip
deformation led to the formation of intense calcite vein networks in conjugate sets. Such veins
are hosted in limestones of the Cretaceous Shams, Nahr Umr and Natih Fm., just below the
Muti Fm., which likely acted as a regional sealifderstitial fluids and fluids derived from the
basement (Fig. 12). Extensional and hybrid veins that formed at depths around 8 km would
require a significant fluid overpressure and may be assumed to have formed as hydrofractures
(Section 4a). A hydrofrdare origin is consistent with zones of intensive fracturing that resulted

in the formation of veins with chaotic orientations (Fig. -thaln this area there are also
pavements (Fig. 14d) that contain networks of calcite veins typically arranged iéatelon
conjugate sets (and with craskal microstructures; Fig. 13b) (Bons et 2(0.]12 GomezRivas

et al.,20149) that formed under a rotating strikép stress field. Individual vein segments are
oriented at a very low angle with respect to the ppaiccompressive stress, while the acute
angle between conjugate sets is also low (typically308y. These orientations reveal that such

vein systems formed as hybrid fractures, with some individual segments also formed as
extensional fractures, again indting a system characterised by high fluid pressure. However,
with these more regular vein sets that indicate a tectonic contribution to fracture orientations, it
becomes difficult to ascertain the actual role of fluid overpressure, especially whdepthe

of fracturing is not well constrained.
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Fig. 15. Examples of calcite veins hosted in limestones of the Natih Formation from the Jabal Akhdar
dome (Oman Mountains, Oman), which are interpreted to have formed in a system with relatively high
fluid pressure. (a) Dense calcite vein networks with some veins showing systematic orientations while
others form a chaotic mesh (Gorge pavement). (b) Detail of a zone with intense and chaotic calcite
veining in (a). (c) Damage zone of an outesmale strikeslip fault showing a dense mesh of calcite
veins with variable orientations (Wadi Dam). (d) Pavement with different sets of systematically oriented
conjugate crackeal veins formed under different strigiép stress fields (Wadi Guhl). (e) Detail of
conjugatesets of eréchelon strikeslip veins (Gorge pavement). The acute angle between both sets is
typically in the range 1580°, while individual segments form a very low angle with respect to the
principal compressive stress. The dense vein meshes of (&@ndb(c) clearly formed in a setting
dominated by high fluid pressure at a certain depth, and thus formed by hydrofracturing. Systematically
oriented strikeslip vein sets can be considered as formed from hybrid fractures in a system with relative
high fluid pressure, owing to their orientation with respecsioFor a detailed description of these
veins see GomeRivas et al. Z014).
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Palaeostress inversion techniques aim to unravel the stress fields under which fractures, faults
and other geological structures (e.g., veins, stylolites) formed. Some stud&secdtuid
pressure as a key parameter for palaeostress determination. Jolly and Safh&8émspnopose

and demonstrate a Mohr circle construction for the analysis of veins or dykes that allows to
graphically estimate stress magnitudes and the reltitiepressure, providing the range of
fracture orientations that can open, together with their opening directions. This method is based
on the approach by Delaney et aP§6 that assumes that fractures are opened by fluid pressure
when it exceeds theormal stress on the fracture planes. Yamaji et2all() apply the same
principle to propose a method for the estimation of the stress of state from clusters of veins
formed from multiple events of ascending warm fluids with variable fluid pressuresjingsu

that most batches arrive at a lower fluid pressure than the maximum one. For that, they evaluate
the stress of state of each vein cluster from an orientation distribution that best fits the vein
orientation. Other authors carried out palaeostressndietetions from veins and palaeo fluid
pressure determinations from fluid inclusion microthermometry data (André 20@l),or in
combination withgeothermometers (Jaques & Pas@éll?). The latter authors applied this
method to a case study from then@squeira Mine (Portugal), to conclude that horizontal mode

| veins formed as hydrofractures at a lithostatic fluid pressure at depths of around 10 km in a
compressive stress regime. The reader is referred to Pasga) for a thoughtful review of

pala@stress inversion techniques.

5. Effects of hydrofractures in hydrocarbon and ore deposit systems and their relationship

with geochemistry

Both natural and humainduced hydrofractures can either favour or constrain the origin,
evolution, and exploitationof hydrocarbons. Moreover, understanding the formation
mechanisms of hydrofractures and being able to predict their zones of formation is also key for

the exploration and production of ore depositgl( vein stockworks and veitype deposits,
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Liu, et al.,2017Sun et al.2021), to enhance the prodiion of geothermal energg.g, Moska

et al.,2021) and to ensure the safe geological storage ofegengy products, such as captured
CO, hydragen, compressed air and natural gag,(U.S. Nuclear Regulatory Commission,
2009 Stork et al.2015.

Humaninduced hydrofracturing in hydrocarbon reservoirs has enabled two major innovations

in the energy sector: (i) the enhanced recovery of reserves from producisg disdd(ii) the

exploitation of unconventional reservoirs., those | ow permeability,

cannot be exploited by using traditional extraction methods (including shale gas, tight sands
gas and coal bed methane g@gnnion et al.1996 Stanchits et al.2011 Wang et al.2014).
Hydraulic fracturing is nowadays the principal technique for increasing and maintaining well
productivity (Montgomery & Smith2010).

In the mining sector, hydrofracturing is also employed as-agmditioningand preweakening
technique to induce caving and fragmentation of the orebodies in preparation of extraction
(Katsaga et al2015 He et al.2016. The occurrence of hydraulic fracturing is, however, also
seen as a hazard during some types of mining operations. Foplexaluring irsitu leach
uranium recovery, lixiviangxcursiongan take place through the formation and propagation of
hydrofractures in the ore zone and surrounding rocks, giving rise to an unintended spread that
may affect the groundwater quality nélae well fields(U.S. Nuclear Regulatory Commission,
2009. Natural hydrofracturing processes are also a key phenomenon for the formation and
evolution of ore deposits. It is well known that ore deposits are often related to zones of
localised deformation, such as faalbnes, shear zones, fracture networks and other rock
discontinuities (e.g.Groves et al.2018 Chauvet,2019. Hydrofracturing $ an important
mechanism for the generation of some of such zones, and the resulting hydrofractures can act
either as conduits or barriers to fluids that transfer heat and chemical components at different
l evel s of the Ear t h b6esdepositsugertetically relateg @ extensonal a r

fractures and that formed at a depth bele@ 2k m from t he Earthodés su
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what has been suggested above, the result of hydrofracturing processes. The role of
hydrofractures as fluid bafflesr @onduits mainly depends on whether they are sealed by
mineral precipitation or, alternatively, remain open. In the first scenario, fluid pressure drops
linked to failure events can trigger mineral precipitation, and if this process is repeated over a
gedogical time, it can give rise to mulstage mineralisations of different typ@sg, Xiong et

al., 2020 Sun et al.2027). Otherwise, in the second scenario, the permeability enhancement
produced by hydrofracturing can favour subsequent fluid circulation through fractureksetwor
However, not all fractureelated ore deposits are the result of hydrofracturing, and neither are

all hydrofractures ore deposits. For exam@mves et al.4018 suggested that ¢hoccurrence

of hydrofractures in Neoarchean terranes could have caused high pressure variations leading to
gold deposition through related chemical responses and fluigixing episodes. However, in

the same tectonic setttiunrgess, 0 t(hpeo sesxiibsl tye nhcyed roo
reported and linked to orogenic collapse, in all cases postdating the gold deusii@icher

et al.,2016 Groves et al2018. Furthermore, when ore deposits are related to hydrofracturing,

the cyclical evolution of fluid pressure and resultinguial events generally give rise to
complex geochemical patterns that evolve from repeated depletion to enrichment patterns and
from randomlydistributed to spatialkglustered structures, as demonstrateXimng et al.,

(2020 through numerical modelling. Recent advances in the understarfdhregrelationships
between fluid composition, chemical reactions, fracture formation and fracture propagation
demonstrate that, in the diagenetic regime {260 °C), there are more profound interactions

between these factors than assumed so far (se&ewiia Laubach et al2019.

6. Conclusions
Hydrofracturing, the process of rock failure that is primarily induced by an elevated fluid
pressure, is an omnipresent tool in hydrocarbon and ore production, but also geothermal energy

generation and undend storage of C£natural gas or nuclear waste. Here we also show
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that most natural extensional fractures (pure mode | or hybrid) that formed below @bkt 2
depth on Earth can, for typical rock mechanical properties, probably only have formed as
hydrofractures.

We discuss the two main approaches to assess the effect on failure of an elevated fluid pressure:
the effective stress according to Terzaghi's and Biot's theory. The two theories are not
contradictory but apply depending on the stress anthsti@strain boundary conditions.

Initial failure can be predicted with the Me@oulombGriffith theory and appropriate
effective stresses. Systems with fractures, however, evolve after fractures first form. Depending
on the rate of overpressure genenata system may reach an equilibrium in which fractures
form and provide sufficient additional permeability to drain the fluid influx that caused the
overpressure. Such systems can also become highly dynamic andyaeise. This leads to
fluctuations irfluid pressure and fracture activity. We discuss how the interplay between porous
flow and dynamic fracture flow can result in cyclical behaviour and major fluid drainage events.
Finally, we discuss, with examples, veins and breccias that are the proidwadsofracturing.
Numerical models show that patterns of veins can be indications of hydrofracturing, especially
chaotic, or brecciiike vein patterns. However, we also emphasise that not all veins are former

fractures, for example fibrous or 'beefinge
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Appendix

1. The raw data for the individual clasts from sam@leto E are presented here:
https://osf.io/8aqgjb/files/osfstorage/68875a79982ea39c67256cde?view_only=f19e0cf78fb747
b5a61f862a111bed07

Numerical modeketup

2A. Simulation output data

The code (in C programming lang.) and the output data for the simulations. dééocdhe
main reference run is presented here. However, the different parameters bretelt=t in the
paper. The modified inputs for the different simulations are ciioleed.

Code:The main sectionf the codas presented below leaving otietloop (clearly explained
in the methodology) sections
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